Ll\« !jt MACAZINE . 




f ELECTRON MACt 




in United State* 
and Canada 



Musical Stark?--IUiistanc*~Capa<ity Tetter-Electronic Music Fundamentals 
Beginner's 1-Tube Set~Direct- Impedance Amplifier-Radio Set for the Blind 



12 Small Monthly Payments 
Buy Any One Instrument 



Equip Now with New 

LABORATORY MODEL 

SUPREME 

INSTRUMENTS 

thru an 

F.H.A.LOAN 

18 Small Monthly Payments 
Buy Any Two or More Instruments 




SUPREME 385 AUTO- 
MATIC LABORATORY 
MODEL 



$ 77 95 




SUPREME 189 SIGNAL 
GENERATOR, LABO- 
RATORY MODEL . . . . 



$ 36 ! 



Radiomen by the thousands are 
grasping this opportunity to mod- 
ernize their equipment with the 
financial help of Uncle Sam. Su- 
preme Jobbers are overwhelmed 
with orders! Banks welcoming the 
business! It's YOUR big chance, 
Mr. Serviceman* to enjoy the pres- 
tige and profit of radio's most up- 
to-the-minute testing instruments on 
the easiest possible purchase plan. 

FHA MAY NOT BE EXTENDED! 
EXPIRES APRIL 1st! 

Up to now there has been no 
definite report from Washington 
that the FHA Act will be extended 
at expiration April 1st. Don't gam- 
ble with chance — see your jobber 
NOW while you know Uncle Sam 
will assist you to pay for one instru- 
ment over a period of 12 months, 
and 2 or more, 18 months — at the 
government's low interest rate. 
Write Supreme direct for any infor- 
mation with which your jobber can 
not supply you. 




SUPREME 89 DeLUXE 
TUBE TESTER LABO- 
RATORY MODEL .... 



$ 45 95 




SUPREME 339 DeLUXE 
ANALYZER, LABORA- 
TORY MODEL 



$ 39 



95 



Supreme Instruments Corp., Greenwood, Miss., U.S.A. 

• Export Dept.. Associated Exporters Co.. 145 West 45th St.. New York City. N. Y. Cable Address. LOPREH. N. Y. • 
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FOR A GOOD-PAY JOB... 



TRAI 



um GET ONE 



MANY MAKE $30, $40, $50, AND UP 
EVERY WEEK IN ELECTRICITY 

It makes no difference whether your age is 16 or 40 If you wanfto feel secure and 

not have to worry about being laic^off or to have to work for any u&ges they want to 
pay you — prepare today for real opportunities in the livest money making field in 
the world. Electricity offers you the opportunity to make REAL MONEY! If you 
want to enjoy the good things in life that real money will makepnssible ... the 
surest and quickest way is to get into a field that offers REAL MONEY-MAKING 
OPPORTUNITIES. The great and growing field of Electricity— with its vast de- 
velopments reaching into almost every industry— needs men with PRACTICAL 
TRAINING. It pays well, and offers a future that is practically unlimited. 

LEARN BY DOING IN 12 WEEKS 

My great training shops in Chicago are known ttte world over for the amazingly 
easy, practical method by which we train ambitious fellows for good pay Electrical 
jobs in only 12 weeks. Start any time. You learn quickly by doing actual shop work 
on real Electrical machinery— without book study or useless thedry . 
Previous Electrical experience or a lot of book learning not necessary. 
Expert instructors personally guide you every step of the way* 

I'LL FINANCE YOUR TRAINING! 

Don't let lack of ready cash hold you back. My plan has enabled £ 
thousands of deserving fellows to get Coyne Training first-— then payT 
back tuition in small monthly payments extended over 18 months 
after graduation starting 5 months after you start school or 2 
months after your required training period. Many have told me that 
their training has more than paid for itself out of increased earnings! 

Prove to me that you really want to succeed- -by mailing n»e^j f <0 
coui»on below— and 1 11 tell you about this amazingly liberal plan . \hf , t . LjUWA 




Free Lifetime 
Employment Service 

A Free Employment Service 
is maintained to give Coyne 
graduates every possible aid 
in locating jobs for which they 
are trained. Many of our stu- 
dents do part-time work to 
help pay their living expenses 
v hile in school. 

COYNE 



-Diesel Engines - 



Get the Facts 
Send for Free Book 

The whole fascinating story 
of Coyne Training is yours for 
the asking. Just mail the cou- 
pon and III send you my Big 
Free Book, with photographs, 
jobs, and money-making facts. 
There's no obligation and no 
salesman will call. 

H. C. LEWIS. Prrsldent Founded 1899 

ELECTRICAL SCHOOL 

$00 S. Paulina Street, Dept. 46-7*» Chicago, III b 



Refrigeration and 
Air Conditioning 

Trained men are needed in these 
rapidly expanding branches of the 

freat Electrical field. Right now 
'm including instruction in l>ie»el 
Engines, Electric Refrigeration 
and Air Conditioning AT NO 
EXTRA COST. 



HERE'S PROOF . . . that 

Coyne Training gets Quich Results! 

"Two weeks after leaving school I took a wiring 
job. and the profits from this job alone more than 
paid for the entire course " 
^ — E. O. BERNDT ILLINOIS 

■ ♦ ♦ 
,4 Coyne Training has certainly paid for itself 
many times in increased salary." 

— PAUL VV. HOLDTON, OHIO 

m m m 

"I owe my Electrical success to your 12-week 
shop course. — R. B. UMBARGER. TENNL 
• « • 

"Coyne Training got me this job which has a 
wonderful future." 

— SHERMAN PENNY, FLORIDA 

These and thousands of similar letters in our 
files give positive proof of the REAL MONEY 
VALUE of Coyne Training. These men once facea 
the same problem that now confronts you. Coyne 
Training started them on the road to success... it 
can do the same for you. 




H. C. LEWIS, Pres., COYNE ELECTRICAL SCHOOL 
500 S. Paulina St., Dept. 46-78, Chicago, 111. 

Without obligating me, send Free Book and details of your •'Pay- 
Tuition-After-Graduation" Plan- 



State*. 

Mail in envelope or paste on a postcard. 
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(ANNUAL) P. A. NUMBER 

Just as, last year, we favored the public-address special- 
ist, in regard to the nature of much of the technical mate- 
rial presented in the May issue of RADIO-CRAFT, so, too, 
we have once more planned to give the P.A. technician 
valuable reference information with respect to this impor- 
tant field, in the forthcoming May issue. 



At the same time, there will be numerous articles, both 
constructional and theoretical, that the Service Man, engi- 
neer, experimenter and beginner will find invaluable. To 
list only a small proportion of the forthcoming contents 
would afford but slight insight as to the importance and 
variety of this issue. 

Therefore, we can only urge you to reserve your news- 
stand copy (release date April I) of the May issue, today. 



HUGO GERNSBACK. President I. $. MANHEIMER, Secretary 

Published by Continental Publications, Inc. Publication office: 404 
N. Wesley Ave., Mount Morns, Illinois. Editorial and Advertising 
Office: 99 Hudson Street, New York City. Chicago Advertising 
Office: L. F. McClure, 919 North Michigan Avenue, Chicago, III. 
Western Advertising Office: Loyd B. Chapped, 51 1 So. Alexandria St., 
Los Angeles, Calif. 

European Agents: 

London — Gorringe's American News Agency, 9A Green St., Leices- 
ter Square, London, W. C. 2. 

Paris — Messageries Dawson, 4 Rue Faubourg, Poissonniere, Paris, 
France. 

Australian Agent: McGill's Agency, 179 Elizabeth St., Melbourne. 



RADIO-CRAFT is published monthly, on the first of the month preced- 
ing that of date; its subscription price is $2.50 per year. (In Canada 
and foreign countries, $3.00 a year to cover additional postage.) 
Entered at the post office at Mount Morris, III., as second-class matter 
under the act of March 3, 1879. 

Text and illustrations of this magazine are copyright and must not be 
reproduced without permission of the copyright owners. We are also 
agents for WONDER STORIES and EVERYDAY SCIENCE AND 
MECHANICS. Subscription to these magazines may be taken in 
combination with RADIO-CRAFT at reduced Club rates. Write for 
information. 

Copyright 1936. Continental Publications, Inc. 
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I WILL HELP YOU 

START A SPARE TIME OR FULL TIME 

RADIO SERVICE BUSINESS 



/. Smith 
I 'resident 
Xatiouttf Nod it) 
Institute 



WITHOUT CAPITAL 



HERE ARE A FEW EXAMPLES 
OF THE KINiy^J0NEY 

Now Has Fine Business 

"I have a fipe busing servicing 
sets. I am making a Hood living — 
dom have a week under $40, If U 
wasn't for N. R. I„ I would probaWy 
be tram piny the street**. 

Glenn C. King. 
46 Division Ave.. S.. 
Grand Rapids, Mich. 




Free Book Tells How. 
Mail Coupon! 

The world-wide use of Radio sets for home 
entertainment has made many opportunities for 
you to have a spare time or full time Radio 
service business of yodr own. The day you en- 
roll I start sending you Extra Money Joh Sheets 
which quickly show you how to do Radio repair 
jobs common in most every neighborhood. Many 
N. R. 1. men make 55. till, $l- f > a w . < extra in 
spajte^i^ttewiuk' learning. 1 show you how 
instajfiHtl^rvice all types of receivjn 
give you Radio equipment and in»r-j£fP 
conducting experiments for hnildEcu- r-in-uiLs 
and testing equipment, and tor making tests that 
will give you broad, practical Radio experience. 
Clip the cbftpon below and jfree fi l-page 

book. "Rich Rewards in Radio — ^Irgives you a 
full story of the success of N, R. I. students and 
irraduat£Sqt and tells how to start a spare time 
or full time Radio service business on money 
made in spare time fptiile learning. 

x 4 



Many N. R. I. Men Make 
$15 a Week in Spare Jytjfr^* $5f $10 , $15 a Week Extra 

in Spare Tim* While Learning 





"My span- time earnings aven 
$15 a week Since study 
you I have earned alnjut 
$8,000 in Radio. I owe i^P UllVi >s 
to the goo<l method of the N. R. I. 

C, N. HelTclfingcr. 
R. F. I) No 1. 
Temple. l'enna. 

Best Equipped Shop in Town 

"In the In U year, we have moved 
our Radio shop and we now have 
the be^t equipped Radio Repair Shop 
in Kast Toledo. We also have a 
shop at 624 Milton Street. We have 
three fellow-, working for us." 

W. R. Brown. 
8011 Main St.. 
Toledo. Ohio. 



You Get PRACTICAL EXPERIENCE 
with Radio Equipment I Give You 

I'll show you how to use my s|tcclal Radio equip- 
ment for " i«>iiducrlng experiments and huihliiiK 
circuits Whhli Illustrate inii»ortnnt pritn'i|ili*s used 
hi siieli v\ • * 1 1 known sets a* West highoiiso. Coiiornl 
Kloeiric. Hitlco. R.f.A., Vietor. At water- Ken I. and 
others. Vim work out with ymir own liaiuls many 
of the thing- yoli read in our h-ssoii In. ..Us. This 
yli r.o method of training makes 
hVrniihig it) homo en«o,. hitoi'osl 
hits, fiisoniiit m«r. mliiisolv prac- 
tical Yull h-:iin hoW so|n Work, 
nli\ I la-y work. h..w to make 
t hi mi w-oi-k. 



Many of the twenty million sets now in use 
are less than 50% efficient. I will show you-how 
to rash il|£%n this*-^pfcltion. I will show you 
the plajpand nfiStS^that have enabled many 
others 90 make $5. $10. $lfrji -week in' spare 
time while learning. George W. Honert*. 248 
Water St.. Ligonier. Ind.. made over $500 from 
the start of the Course to its completion. 



Get Ready Now for a Radio 
Business off Your Own and 
for Jobs Like These 

Broadcasting stations use engineers, operators, 
station managers, and pay up to $5,000 a yiiftr 
Radio manufacturers use testers, inspectors, 
foremen, engineers, servicemen and buyers, and 
pay up to $H.000 a year. Radio dealers ami joh- 
hers employ hundreds of servicemen, salesmen, 
managers, and pay up to $75 a week. Television 
promises many good jobs soon. Television is 
leaving the laboratory in an impressive waj 



One million dollars is being spent on two sta- 
tions. Receiving sets are being designed ami 
huilt. New opportunities- many of them— are 
right ahead. My hook tells you of the oppor- 
tunities in these fields, ako in Aviation Radio. 
Police Radio. Short Wave Radio, Automobile 
Radio and other new branches of this fast grow- 
ing industry. Get it. 

I Train You at Home 
in Your Spare Time 

old your job until you're ready for another. 
(Jive me only part of your spare time. You do 
not need a high school or college education. 
Hundreds with only a common school education 
have won bigger pay through N. R. 1. Graduate 
J. A. Vaughn jur-iped from $35 to $100 a week. 
Froil Dubuque doubled his earnings in one year. 
The National Radio Institute U the Pioneer and 
World's Largest organization devoted exclusive- 
ly to training men by Home Study for good jobs 
in the Radio industry. 

You Must Be Satisfied 

I will give you an agreement to refund every 
penny of your money if you are not satisfied 
with my Liessun and Instruction Service when 
you complete my Training. And I'll not only 
give you thorough training in Radio principles, 
practical experience in building and servicing 
sets, but also Advanced Specialized Training in 
the type of Radio work you choose. 

Get My Free Book off Facts 

Mail the coupon for "Rich Rewards in Radio." 
It's free to any ambitious fellow over 15 years 
old. It tells you about Radio's spare time and 
full time opportunities: about my training: 
what others who have taken it are doing and 
makimr. Mail coupon now 
in an envelope, or paste 
it on ale post card. 

J. £. SMITH, Pres. 

Dept. 6DX 

National Radio 
Institute 

Washington, D. C. 





Get my FREE LESSON 
on Radio Servicing Tips 

prove that my Training gives practical, 
money- ma king Information, that it is ens.i to 
understand that it is just whitt you turif to 
master Radio. My sample lesson trxt. "Radio 
Receiver Troubles — -the Cause and Remedy'* 
enters a long list of Kadin receiver trendies 
in AC. 1M\, hat lory, universal, auto. 
T.R.r . super-heterodyne, all-wave. :u»l other 
ty|N-> nf *».[>. And a cross reference system 
gives ymi (he proluihle cause and a ipilck way 
to hirate :niii remedy Ihese set 1 roubles. A 
spoehil .section is deVoted to receiver cle-ek -U p. 

alignment. h;il:iirehig, neutralizing ami test- 
ing. I tot this lesson h'rrr. No obligation. 
Just writ f"M/IOM. 



<Jhis Coupon is (food for One 
FREE COPY OF MY NEW BOOK 



J. LC. Smith. President , 
Witional Radio Institute, 
Dept. 6DX, 
Washington, I). C. 



Dour Mr. Smith: Wit ImUt obligation, srnd me the Samph* 
].i>.4.<«m and your free iKiok about spare time an. I full time 
Riilio opportunities, and hrm I ean train for them at hmue 
in t>|inre time. (Please print plainly. > 



MAIL COUPON NOW 



■ 



Xante. 



J t te 



I'rnd out about tkt World Famous Course that Pays for Itself 



Address 



City. 



State 14x1 
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SpsudaL CbufwxmaimsufiL 

To-date we have issued the followins publications of vital 
importance to service men: 

1931 Official Radio Service Manual 

1932 Official Radio Service Manual 

1933 Official Radio Service Manual 

1934 Official Radio Service Manual 

1935 Official Radio Service Manual 

Official Auto-Radio Service Manual (Vol. No. 1) 
Official Auto-Radio Service Manual (Vol. No. 2) 

Every Service Man, in order to be properly equipped to service the 
older sets, which naturally cause the most trouble, should have the com- 
plete set of these manuals. With this end in view we are desirous of 
making a special proposition to anyone who has some of these manuals 
but not the complete set. 

If you will be good enough to fill in the coupon appearing below, and 
mail it to us, we will make you a proposition to enable you to fill in the 
missing manuals and pay for them on an installment proposition. 



MAIL 
COUPON 
TODAY! 



PUBLICATIONS, 

INCORPORATED 
99 HUDSON ST. NEW YORK, N.Y. 



Gtrmback Publications, Inc. RC-43& 
99 Hudson St., New York, N. Y. 

I now own the following manuals (check the one you 
now have). 

□ 1931 Official Radio Service Manual 
Q 1932 Official Radio Service Manual 

□ 1933 Official Radio Service Manual 

□ 1934 Official Radio Service Manual 

□ 1935 Official Radio Service Manual 

□ Official Auto-Radio Service Manual (Vol. No. 1) 
Q Official Auto-Radio Service Manual (Vol. No. 2) 

Will you kindly mail me a special proposition whereby I 
may secure the missing ones. It is distinctly understood 
that the sending of this coupon does not obligate me in 
anyway. 

Name 



Address 

City 



State 
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I'LL TRAIN YOU QtucJdi/ FOR 
SPARE -TIME AND FULL-TIME JOBS IN 

ELECTRICITY 

BY PRACTICAL SHOP METHODS 
RIGHT IN YOUR OWN HOME 





LEARN BY DOING ACTUAL JOBS IN 
YOUR OWN ELECTRICAL WORK 
SHOP ... WE FURNISH EQUIPMENT 

Electricity is a practical subject which must be taught in 
a practical way. That's why we furnish each of our 
students with dozens of ileitis of real electrical equipment 
and appai ilus in addition to his course of study ... so 
you can do the actual work on real electrical jobs , , . make 
tests . . . perform your own experiments. This equip- 
ment is furnished without extra cost, not only to aid 
your training, but to be used to go out and do real jobs 
. . . real installations and repairs that you can get real 
money foi . In fact, by doing only two or three sueh Jobs 
a month your training should actually pay for itself 
ant) the opportunities for extra spare-time earnings 
■re simply amazing! 



YOU DON'T NEED PRE- 
VIOUS EXPERIENCE OR 
A LOT OF BOOK LEARN- 
ING TO PREPARE FOR 
JOBS LIKE THESE: 

New electrical projects, constantly 
increasing use of electric [jowen means 
more jolw lor men with practical train- 
ing. There is scarcely a large industry 
today that does not use trained el ce- 
ll teal nit u in some part of their w«rk 
Maintenance work, lighting and 
illumination, automotive electricity, 
manufacturing, service and repairs, power plant work, swiirh- 
fx>urd operation, sub-station operation . . . all oner real op|*»r- 
I unit it's li> trained men who can qualify. Or, if you preler to own 
and operate an electrical business of your ow.i, Electric Insti- 
tute training and the equipment furnished will give you a start. 




FREE BOOK 

TELLS YOU HOW 



DIESEL ELECTRIC 
POWER. RADIO and 
REFRIGERATION 

C'ltniiletc coiirse includes 
I*ractieil tmfnrni; in Dim I 

1 Iracrlrii i'liV.ir Ruhn I III- 

iriL K. fnj*»-rnuuii uid \ir 
( unlit lolling >»t,irl \OW 
u nd [>rf |> m li> t ik nit 1 11- 
t t«f till n|>|H>rtllTlltK-S 

ihn iii rvr,tfa hiK lor trained 
in n in t tu ■* hi Id* itul iii my 
otK-r lir.iiii In--* 1 if Kleetrl- 
eit,\. It'siv.sy \it net all the 
Li. I- .tlMiut Kh-clric Insli- 
luir Trjiiunn ... it t:ikt*s 
only .i iki-i.ik*' «tumi» to 
in. iii the i-nu|ion , . , and 
ih.it 1 i 1 1 U* coii|ton may b« 
the turning point in your 
lift-, if you'll give it a chance. 



Learn to earn up to $50 a week or more in a real money* 
making field. Electricity today offers opportunities un- 
dreamed-of a few years ago., .steady jobs. ..interesting work 
rjood pay. ..a real future. And now Electric Institute brings 
— to your very door — the practical training necessary to 
qualify for the rich rewards that are waiting. There is no 
need to give up your present job ... no need to leave home, 
family and friends ... no need to travel hundreds, perhaps 
thousands, of miles to some distant city; pay out large 
sums of money for traveling and living expenses. Now t 
you can learn Electricity by a simple, easy, practical 
method . . - right at home ... at a fraction of the cost 
of going away to school . . . and with full assurance of 
your money back if you're not entirely satisfied. 

—EARN EXTRA MONEY 
BY DOING PART TIME 
JOBS WHILE LEARNING! 

Opportunities to make $5, $10, or more a week while training. 

fiy the most practical, most amazingly easy method of home 
shop training, i lit* fascinating mystery of electricity un- 
' folded to you step by step in a way that anyone can quickly 
muli-rat and and which is intended to make you a real 
practical trained man and not a theoretical engineer. I 
have designed- this course so that it in possible for my 
Students to start earning money aim >st at once. Do not 
confuse Electric Institute Training with a theoretical course, 
with dry text btxiks and tiresome, theories- By this new 
method, you are told — in plain, simple words — exacily what 
to do, and why . . . then you do the actual jobs, with real, 
full-size electrical equipment which we furnish wilhout extra 
cost as a regular part of your training. That'** the modern, 
easy Electric Institute way become a pructicat skilled 
electrician in your Mpure time -./ithoat lea i in<r your present 
job until you are ready to Lep into a real electrical job. 

GET INTO A GROWING FIELD 
FOR BIG PAY AND A FUTURE 

There is no better way to succeed in life than to train for 
specialized work in an industry that is expanding- Such 
opportimil ies are waiting in the great and growing field ol 
Electricity, where trained men are always needed. And Electric 
Institute is ready to show you the way. Mail the coupon 
now _TO])AY— for Big. New, Free Book and all facts alxmt 
this revolutionary plan of home shop training. There is no 
obligation, and no salesman will call on you. The book costs 
nothing . . . but it may be worth a fortune to YOU! 

rush the cqupON.-Tqq/xy! 

^ II. W, Peterson. President i 
ELECTRIC INSTITUTE. INC.. 

5*10 Addison St.. Dept. 15tiD. Chicago, (It. I 

Send Free Book with all facts about E. I. Home Shop Training. 1 




Address. 



ELECTRIC INSTITUTE, Inc. 

5840 ADDISON STREET, Dept. I56D, CHICAGO, ILLINOIS L__ 



H.W.PETERSON 

PRESIDENT 



Name Age. 



I 



, State , 



;_J 
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Announcing a New Book for Radio Men! 



Official Radio Service Handibook 



by J. T. Bernsley 



J_| ERE'S the sensational new book on radio servicing that contains 
I everything Service Men must know. The book, OFFICIAL RADIO 




1&* 




OVER 

1,000 

PAGES 

Over 750 Illustrations 

6X9 inches 
Beautiful Leatheroid Cover 



OVER 250 PAGES 

OF OPERATING NOTES 

Whether it is a fading .tali, lack of seusit i\ ity, mdsc within the 
rin ivii. .ilijuiinjj a i*lia»ix, puiir A.V.r. union Ml uh\ other 

tnmlttf that UKiiallv fhe ' i.ugalH.M" „f st Scoice Men 

>ou will tin, I ihe «Mii|Miiin> .iii.I niiiclv iI.miIv .Ii'mtlIk'iI in 
OFFICIAL RADIO SERVICE HANDIBOOK. Tl«- c\,icl H< ,- 
eedmc tur i.-p.iiiln^. u> »<•)! the rhauctcristir trouhle In 
almost all iiwuleU „( iiMnilf urtutcil m-Ix, will !•«• round in tl)< 
M'ltion on I >l 'I Mt ATI NiJ NllTKS— o\er 2'M |.ag. > of lhi> 

ilaiii. the hum iiiUmi i.mt infnini.it Inn to anv rail an in 

I hi* mtv hill, th'l.l. Tin- inaf.rial in this M-iTlnll ha> lin>n 
arr.in^e.1. u> u. l I j« i\**s\i\v\ *o there I- no JntlcultY in Jin* 
medial. -I\ |.<aitn« ilu mc.x.sary Infutiiiatiun. 



SERVICE HANDIBOOK, is edited by J. T. Bernsley, foremost radio 
service authority. This 1936 service guide is the only book of its kind — 
its editorial material is so well prepared that the technical information 
can be understood by even beginners in radio servicing. Every page 
contains new material, new illustrations — no reprinted literature or re- 
hashed articles. 

Over a thousand actively engaged Service Men have helped prepare 
the service data found in the OFFICIAL RADIO SERVICE HANOI- 
BOOK. Their contributions, in the form of service notes, short cuts, and 
trade secrets make this book the outstanding volume on radio servicing 
ever to be published. 

The OFFICIAL RADIO SERVICE HANDIBOOK covers thoroughly 
over 500 radio topics. It tells you how to analyze the latest commercial 
receiver circuits; how to really make money servicing midget sets; and, 
how aligning supers can be made easy. It stresses the many uses of dif- 
ferent types of test equipment; it gives you short cuts in trouble-shoot- 
ing and repairing; and, contains over 250 pages of operating notes on 
1,000 manufactured receivers. So up-to-date is the OFFICIAL RADIO 
SERVICE HANDIBOOK that it explains thoroughly what to do when 
a receiver with the "Magic Eife" goes "cockeyed." 

Service Men, previously advised about this great book on servicing, have 
already ordered their copy. Order your copy NOW if you have not already 
done so. 



SENSATIONAL PRIZE CONTEST « 



$1,800 Worth of Prizes to Be Awarded to Service Men 

You should be interested in entering one of the greatest radio contests of 
all times. There are 147 prizes in valuable servicing equipment and radio 
accessories, totaling over $1,800, to be distributed. All the details about enter- 
ing this contest, including a complete list of the 147 prizes, will be sent upon 
request — simply mail the coupon below. 

Partial Contents of this Great Book 



PART 1 CIRCUIT THEORY AND 
ANALYSIS 

R.F. Fundamentals : Superheterodyne 
Receiver Theory : A.V.C. and Tuning In- 
dicator Circuits: A.F. Fundamentals; Pow- 
er Supply Theory and Circuits: Speakers, 
Reproducers and Pick-Ups : Commercial 
Receiver Circuits of All Types, How to 
Analyze. 



PART 2— MODERN SERVICING AND 
TEST EQUIPMENT 

Fundamentals of Metering and Test 
Equipment : Standard Servicing Instru- 
ments ; The Cathode Rj<y Oscillograph and 
Associate Instruments; How to ftuild Es- 
sential Servicing Test Instruments. 



PART 3— PRACTICAL SHORT-CUTS 
IN TROUBLE SHOOTING AND 
REPAIRING 

Localizing: Trouble by Inspection Meth- 
ods: Short -Cuts with Test Instruments: 
How to Quickly am? Properly Perform All 
Types of Repairs: Unusual Servicing Ex- 
periences : Tube Troubles and Character- 
istics. 



PART 4— SPECIALIZED RECEIVER 
AND INSTALLATION DATA 

A 1 1- Wave and High Fidelity Receiver 
Servicing and Installation Ihita I Auto Ra- 
dio Receiver and Installation ; Specialized 
Servicing and Installation t Remote Tuning 
Control*. Home Recording. Automatic Rec- 
ord Changers. Apartment House An- 
tennas, etc.. etc. I ; Eliminating Noise In- 
terference. 

PART 5— MODERNIZATION AND 
CONVERSION DATA 

Modernizing and Improving Methods for 
All Types of Receivers; Converting A.C. 
Receivers for D.C. Operation and Vice 
Versa. 

PART 6 -SOCIAL AND ECONOMIC 
PROBLEMS OF THE SERVICE MAN 

Improving Knowledge and Technique ; 
Social Problems — How to Organize. Lift- 
ing of Servicemen's Organizations: The 
Future of the Servicing Profession. 

PART 7— OPERATING NOTES AND 
PRACTICAL DATA LISTINGS 

Operating Notes on Over 1.000 Receivers; 
I.F. Peaks of Approximately 3.000 Receiv- 
ers: Voltage Dividers for 3<I0 Receivers. 
Speaker Field Listing; Radio Mathematics 
and Measurements. 
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"Takes the Resistance out of Radio" 



Editorial Offices; 99 Hudson St., N«w York, N.Y. HUSO GERNSBACK, Editor Vol. VII, No. 10, April, 1934 



RADIO-ELECTRONICS 

An Editorial by HUGO GERNSBACK 



WHEN the radio or electrical engineer talks of 
electronics these days, he usually links radio and 
electronics together, because in practically all 
cases, the two arts work hand in hand. As a 
matter of fact, it is often difficult to even dissociate the 
two arts because neither would be practical without the 
other. 

Radio, which today is founded upon the vacuum tube — an 
electronic device — could not very well get along without 
electronics. 

Electronics, on the other hand, in the majority of cases, 
could not get along without its radio amplifiers and its many 
other radio devices. It is true that there are a number of 
electronic devices which do not make use of radio technique, 
but these may be called exceptional. 

Such devices as selenium cells, and a number of self- 
operating photoelectric cells, such as those which operate 
electric meters, and which transform light into electricity 
directly, are examples of such devices. 

Generally speaking, however, electronics today relies 
largely upon radio instrumentalities, and in all probability 
will continue to do so at an ever increasing rate. 

It is astonishing, the many new uses to which electron 
tubes can be put, and new ideas are being evolved so rapidly 
that it is sometimes difficult to keep track of them. Industry 
uses electronic devices in the most unexpected places, and 
there is hardly a factory today which does not make use 
of some new electronic device for some new purpose. 

The radio vacuum tube and the photoelectric cell are, of 
course, only a few of the electronic generators used in the 
electronic art. New and astonishing electron tubes are 
being perfected almost weekly. 

It may be stated that electron tubes were first proposed 
by the English scientist Crookes, who himself invented many 
curious electronic tubes, which, actuated by high-frequency 
currents, gave us our first good insight into the behavior 
of electrons in rarified gases. The well-known and colorful 
Geissler tubes of our boyhood days — those tubes which light 
up so brilliantly under the influence of a spark coil or 
static machine — were also based on Crookes* work. 

One of the most prolific designers of vacuum tubes, how- 
ever, is, no doubt, Nikola Tesla, one of the most illustrious 
scientists of our age. Although it is not well known, 
Nikola Tesla actually designed hundreds of different elec- 
tronic tubes, all of which performed different functions in 
connection with his memorable researches in the field of 
high-frequency currents. 

Tesla was the first man to demonstrate that such tubes 
could be lit brilliantly with a single connection attached to 
his high-frequency generator and that a return wire was 
not required. 

Indeed, Tesla many years ago demonstrated his "wireless 
light," whereby some of his curious electron tubes could 
be lit over a considerable distance without any wires 
at all. 

This brings us to one of the great and coming uses of the 
electronic art of the future. It has long been the dream of 
scientists and radio engineers to send power by radio at a 
distance. So far this has only been a dream, because while 
power could be sent over relatively small distances, the effi- 
ciency of the device usually was infinitesimal (as for in- 
stance in sending and receiving radio programs). In the 
future, however, the chances are that electronic devices 



will have beerf perfected to such an extent that it will have 
become possible to send powerful streams of electrons not 
only through a vacuum as we are doing today, but through 
the air. 

Tesla still maintains that in the future we will have 
power stations which will disseminate power without any 
intervening wires. That such power will be projected by 
electronic means seems a foregone conclusion. We are still 
in ignorance as to just how it will be accomplished. The 
future, however, will tell. 

One o* the great problems to be solved by the radio engi- 
neer in the near future will no doubt be the elimination not 
only of man-made static but natural static. As I pointed 
out in the June, 1934, issue of Radio-Craft 1 , it is my 
opinion that if static ever is to be conquered, it will be by 
means of an electronic device, and probably by means of a 
vacuum tube. 

That this prediction rests upon a solid foundation is best 
shown by the recent experiments of Major Armstrong, who 
by means of radio circuits and vacuum tubes exactly dem- 
onstrated this idea, and, as we go to press, additional con- 
firmation of this idea comes from the experimental laborator- 
ies of the American Radio Relay League. 

According to the A.R.R.L. report, use is made of a "check 
valve." The general principle comprises a radio tube 
paralleling another tube in the receiver's intermediate fre- 
quency amplifier stage followed by a rectifier. This in con- 
nection with a so-called "balancer circuit" practically elim- 
inates man-made static, natural stati<f, though, as yet re- 
mains unconquered. 

It is no question, however, but that we are now on the 
threshold of actual static elimination via the electronic 
tube. Such an invention will, no doubt, revolutionize 
the entire art of radio and make it possible to do things 
which engineers have been dreaming about for years. 
Lack of space prohibits mention of all the applications of 
"static-less radio," but the following is probably one of the 
most important uses. 

At the present time, when we speak of a "broadcast radio 
hookup" we think of a number of stations which are con- 
nected together by means of telephone wire-lines. 

When the president broadcasts a message from Washing- 
ton his message is seldom received, by the radio listener, 
directly from Washington — except in the case of a Washing- 
ton broadcast station putting his speech on the air. 

Instead, a Chicago or San Francisco station is connected 
by an actual wire line with Washington, D.C., then in Chi- 
cago or San Francisco the message goes out by radio from 
the respective local station. 

Up to now it has not been possible to connect radio sta- 
tions together and form a hookup solely by radio (that is, 
without recourse to the wire tie-in lines) due to the static 
interference. However, once the static eliminator has been 
perfected it will then be possible to do away with telephone 
and wire lines, and have a complete broadcast hookup en- 
tirely by radio; in which event it is probable that the sta- 
tions will be hooked together by short waves. 



i"I am certain that there are some electrical means whereby the 
unwanted noises can be tuned out or filtered out. or a combination of both 
may be adapted. I personally believe that it is not a question of aerials 
at all. and that the final solution will be in the set itself! It probably 
will be accomplished by the means of a vacuum tube, or a similar 
instrumentality." (June. 193U, issue of Radio-Craft.) 
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THE RADIO MONTH 



DIRECTION 
FINDER 

\ 




OSCILLOSCOPE 



LAS 



Two radio devices used to track-down the "shadow" 
— the direction finder and the oscilloscope. 

RADIO "SHADOW" 
UNMASKED AT LAST 

|AST month the answer 
was found to a question 
'which for some time has 
stumped radio operators, short-wave 
listeners and the entire radio profession. 

As some readers may know, a mys- 
terious type of radio interference in the 
form of a low-pitched hum similar to a 
60-cyele line hum has been interrupt- 
ing radio communication on certain 
short wavelengths, especially between 
the frequencies of 11,000 and 20,000 
kilocycles. The hum has been heard 
irregularly and it apparently changed 
in frequency from time to time. 

This mysterious "shadow" as it has 
been affectionately (or not so affection- 
ately) called, has puzzled some of the 
Hcst-known engineers in the radio in- 
dustry and become so important during 
the past 6 months that RCA Communi- 
cations, Inc., spent many hours making 
••fingerprints" of its tone, wavelength, 
waveform, and direction of emination. 

Finally, the "shadow" was unmasked, 
last month (after many possible sources 
were tracked down) hy the U.S. 
Xavff! 

The mysterious hum which was re- 
ported from all parts of the U.S., Hono- 
lulu, Nova Scotia, Puerto Rico and the 
Canal Zone has been traced to the high- 
frequency vacuum tubes used by hos- 
pitals and doctors in certain medical 
treatments. The findings were turned 
over to the F.C.C. for further consider- 
ation. It is stated that proper shield- 
ing will eliminate the "shadow." 



PHOTO-CELLS 
GIVE TELEPHONE 
TIME SERVICE 



VERIFICATIONS 

TO BE DISCONTINUED 



T; 



■HE Post Office Depart- 
ment in Berlin, Germany, 
made known last month 
that it is testing a new apparatus which 
automatically announces the time to all 
telephone subscribers. The device con- 
sists of a drum on which narrow tone- 
film strips are placed so that they cov- 
er one-half of the drum. Twenty-four 
tonebands are recorded, one for each 
hour of the day, and 6 strips are re- 
corded for the minutes. The tonebands 
are scanned by 2 photoelectric cells 
(one for the hours, and the other for 
the minutes) so that every reporting 
of the minute is preceded by a reporting 
of the hour. The time is announced 
once every 4 seconds, thus 14 times in 
each minute. A few seconds before the 
minute is over the machine is cut off 
and a buzzer switched on for 3 seconds, 
so that the end of a minute can be 
marked exactly. 

This represents a new service and a 
unique application of electronic devices. 



SERVICE EQUIPMENT 
APPROVED FOR 
F.H.A. LOANS 



S 



ERVICE Men will be in- 
terested to learn that 
certain types of servic- 
ing equipment were approved, last 
month, for financing by the Federal 
Housing Administration! 

The Precision Apparatus Co. was 
among the first to have its units ap- 
proved for financing under the above 
plan. Analyzers and tube testers 
made by this company are among the 
servicing components included 

Under this plan, dealers and Service 
Men can buy their equipment and pay 
for it over an extended period, just as 
repairs on homes, buildings, etc., are 
being financed by this Federal Admin- 
istration. 



Right, Amateur radio maintained its reputation of 
helping in time of emergency. Below, Some radio 
service equipment can be financed under the F.H.A. 
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k F interest to the DX 
fan is the decision 
made last month, by 
two well-known operators of radio 
broadcast transmitters, to discontinue 
sending out the usual verifications of 
reception. 

It is to be regretted that the Westing- 
house Company which operates W8XK 
and W1XK short-wave stations, and the 
British Broadcasting Co. which oper- 
ates the short-wave transmitters in 
England, found it necessary to discon- 
tinue this service to their listeners in 
far-off lands. 

The announcement of the Westing- 
house Co., explained that newspapers 
and magazines now carry listings of 
short-wave transmitters, their frequen- 
cies, and program schedules. The in- 
creasing volume of mail, it added, also 
makes acknowledgment impracticable. 

AMATEUR RADIO 
SAVES INFANT 

MATEUR radio again 
came through nobly 
last month, in an 
emergency. On a small island in the 
Pacific Ocean, 75 miles out from Los 
Angeles, a tiny four-months-old girl 
was ill and in need of medical aid. The 
only communication from the island, 
which is known as San Nicolas Island, 
to the mainland is by means of an ama- 
teur radio station — W6JLF — operated 
by I. P. Elliot. 

Elliot made contact with another 
amateur at Redondo Beach who called 
the local police. The latter notified the 
Los Angeles police and the Coast 
Guard — and by the time the police 
i-eached a doctor, a Coast Guard Patrol 
Boat was ready to sail. 

B* fore morning, the boat, carrying 
the doctor, hove-to on the lee side of 
desolate San Nicolas Island and another 
mark was chalked up on the already en- 
viable record established by amateurs. 
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IN REVIEW 



"RADIO FADING" 
AND SUN CLOW 



B 



I RIGHT hydrogen erup- 
tions from the sun cor- 
responded with the major 
radio fade-outs during this past year, 
according to a statement made last 
month by Dr. R. S. Richardson of the 
Mount Wilson Observatory. 

Four remarkable fade-outs of radio 
transmission were noticed at intervals 
of about 54 days and it was suggested 
by Dr. Richardson . that some form of 
unusual solar activity might be re- 
sponsible. Spectro-heliograms (in other 
words — special photos) of the last two 
fading periods which lasted about 15 
minutes each, showed in each case a 
strong eruption of glowing hydrogen — 
known as a "flocculus." Dr. Richard- 
son based his statement on these rec- 
ords. 

The careful study of such phenomena 
will eventually result in much better 
knowledge of radio transmission. 

RADIO REPORTS 
AERIAL MANEUVERS 

■HE short-range charac- 
teristics of ultra-high fre- 
quencies in the neighbor- 
hood of 35 mcs. have just been put to 
a new and interesting use by the well- 
known flier, Major Al Williams. 

The installation, which was complet- 
ed last month, is the first of its kind 
to be used in an airplane. It consists 
of a 5- watt transmitter and receiver 
installed in the plane, with similar 
equipment located on the ground. 

Major Williams uses this set-up to 
demonstrate difficult aerial maneuvers 
to aviation students and spectators, at 
various air fields. He converses con- 
tinually with an announcer on the 
ground, explaining his movements. 



V 

■ c 



Radio is now such a vast and diversified art It becomes nec- 
essary to make a general survey of important monthly de- 
velopments. RADIO-CRAFT analyzes these developments 
and presents a review of those items which Interest all. 



INSULL BUYING 
RADIO STATIONS? 



A 



CCORDING to a report 
received last month. 
Samuel Insull — one- 
time utilities magnate — is starting a 
new venture called the Affiliated Broad- 
casting Co. with which he hopes to band 
together some 26 low-power broadcast 
stations in Illinois, Wisconsin and 
Indiana. 

Mr. Insull is convinced and has con- 
vinced many of the small -station own- 
ers that there is a real field for addi- 
tional revenue by banding together. 

However, an inquiry addressed to the 
Federal Communications Commission 
was answered very definitely that they 
(the F.C.C) had no such information! 

Among stations known to have been 
approached by the ABC are WCLS in 
Joliet and WWAE in Hammond — both 
have a power of 100 watts. 

RADIO "SIGNAL 32 
NABS BABE RUTH 

L X amusing incident — 
and one which shows 
^just how efficient the 
police-radio systems in large cities can 
be — took place last month, and involved 
no less a celebrity than Babe Ruth, 
baseball's "King of the Swat," 

It seems that the Babe struck anoth- 
er car while driving home from Long 
Island, N.V'; the damage was slight 
and he decided to proceed on his way. 

However, the owner of the car which 
was hit thought differently, and before 
Mr. Ruth had crossed the Queensboro 
Bridge across the East River, he was 
greeted by an officer with a high-pow- 
ered rifle. It seems that the police, not 
knowing who they were chasing sent out 
signal "32" meaning that the quarry 
might be dangerous! 

The incident was settled peacefully. 



Left. Major Williams uses short-wave radio for an. 
nouncinq how to "loop the loop." 
Below. Babe Ruth was greeted by police guns! 



As 
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The "Pack" radio transmitter used to announce the 
results of an election. 

"PACK" TRANSMITTER 
REPORTS BALLOT 

HE engineering staff of 
station WLW found a 
new use for the portable 
"pack" transmitter which they designed 
and built a short time ago, in the experi- 
ment conducted last month in Cincinnati 
with the "proportional representation" 
method of balloting. 

This suggests a new use to which 
such short-range transmitters will, no 
doubt, be put (F.C.C. permitting!) by 
other broadcast stations on similar 
occasions. 

The transmitter, carried on the back 
of an announcer can be taken any- 
where (where it is not possible to move 
the ordinary "mike" and line ampli- 
fier) thus facilitating the reporting of 
such events. The signals from the 
pack transmitter can be picked up at 
any convenient location by a receiver 
and then carried over land lines to the 
station. While the use of portable 
transmitters is not new, this applica- 
tion is certainly a new and novel one! 

"CHECK VALVE" 
REDUCES "STATIC" 

LVTE last month, the 
American Radio Relay 
' League announced a new 
radio device, which could be attached to 
the intermediate-frequency amplifier of 
any broadcast or short-wave superhet. 

This device, which was described as 
a "balancer circuit," reduces to a great 
extent the interference caused by auto 
ignition sys- (Continued on f>nge 614) 
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MUSICAL STATIC- 
introducing RADIO-CRAFT'S 

RUBBERBAND AMPLIFICATION 

The static effect of stretched rubberbands 
opens up a newfieldforelectronicexperiments. 



Fig, A, above. The "Band-0~ Phone" in operation. 
Fig, B, below. The "static" microphone experiment. 




Jk MOST unusual and interesting 
phenomenon was discovered re- 
m V cently by Messrs. K. G. Larson 
and J. J. Loop of Indiana Uni- 
versity, and is described here in the first 
description which has appeared in any 
radio magazine. It was observed that 
when a stretched rubber band was 
plucked near the grid terminal of the 
first tube in an audio amplifier, the note 
was reproduced in the loudspeaker (see 
Fig. 1)! 

With an amplifier having a voltage 
amplification of about 50,000 the note 
can be heard from the speaker even 
when the rubberband is plucked al- 
most a yard from the grid terminal. 
However the effect almost, if not entire- 
ly, disappears when a neutral band 
(that is one without having a static 
charge on its surface produced by rub- 
bing or stretching) is set in vibration 
by jerking. This indicates that fric- 
tion or static electricity and not stretch- 
ing is the actual source of the charge. 
We will discover more proofs later 
which also prove this statement. 

After the phenomenon was noticed, a 
further study was made with electro- 
Fig, i 

Plucking a rubberband near the grid lead produces 
a tone in the loudspeaker! 



scopes and it was found that when a 
neutral rubberband was drawn against 
the knob of an electroscope, the electro- 
scope received a positive charge while 
the rubberband acquired a negative 
charge. Then, if it was immediately 
rubbed against the knob of a 
second electroscope, the rub 
berband gave to this elec- 
troscope its negative 
charge. It was further 
found that this charge 
can be neutralized 
and reversed by fur- 
ther rubbing. In all 
cases where a 
stretched rubberband 
was rubbed against 
such substances a s 
wood, iron, brass, or 
copper it received a nega- 
tive charge. Stretching a- 
neutral rubberband near the 
knob of an electroscope had no 
observable effect and a neutral stretched 
band did not attract small bits of paper. 
These experiments further proved that 
friction instead of stretching was the 
source of the peculiar charge which al- 
lowed the grid of the tube to pick up the 
tone. The results of these interesting 
experiments also suggested the possi- 
bility of combining a modern high-gain 
amplifier with this form static pick- 
up to develop practical applications. 

NOVEL EXPERIMENTS 

First a number of soft rubber ob- 
jects such as bands, balloons, also pieces 
of paper, etc., were assembled. 

A toy balloon inflated and held near 
the grid of the input tube produced 
some peculiar sounds, when rubbed with 
a hand or with such things as wood, 
wool, paper, etc. And when struck 
sharply with a finger, the balloon pro- 
Fig, 2 

A toy balloon held near a metal plate makes a 
new type of microphone! 
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duced a sound closely resembling a ket- 
tle-drum. For convenience, a metal 
plate was used instead of the grid wire. 
See Fig. 2. 

The production of such sounds im- 
mediately suggested the use of a 
stretched rubber diaphragm as a 
"static" microphone. So, a 
piece of thin rubber from a 
balloon was stretched be- 
tween the hoops of an 
embroidery frame and 
held near a metal plate 
attached to the grid. 
At first the results 
were entirely nil, but 
when the rubber dia- 
phragm was rubbed 
with wool or stroked 
lightly with a feather to 
charge it, the results were 
startling! When spoken 
into, the voice came from the 
loudspeaker with about the same in- 
tensity as from a crystal mike, and 
though there appeared to be a marked 
resonance at the low-frequency end of 
the "voice band" this probably was 
caused by the natural resonant period 
of the stretched rubber diaphragm (See 
Fig. B). 

This application as a microphone is 
different than that of any of the types 
ordinarily used since it works entirely 
as the result of a static (not "capaci- 
tative") action. The fact that the 
signals or currents were as strong with 
the grid wire as with a metal plate 
proves this! 

This success with taut rubber as a 
microphone led to experiments with 
musical instruments — using the effect 
to pick up sounds directly and convert 
them into electrical currents, with- 
out the use of a microphone, or 
pickup. (Continued on page G13) 

Fig, 3 

Direct pick-up of static (friction) currents permits 
amplification of violin music. 
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MAKING A 

"PERSONAL" SET 
FOR THE BLIND 

This A.C.-D.C. metal-tube set was designed 
to suit the special needs of a blind person — 
a personal set. It has many features. 

C. W. PALMER 



SPECIALIZED radio sets have 
been gaining favor in recent 
years, as evidenced by the devel- 
opment of all-wave sets for the 
home; portable sets for the traveling 
man; auto sets for the motorist; com- 
munication receivers for commercial 
radio communication, etc. 

However, this specialization is only 
in its early stages of development and 
we will no doubt find many types of 
receivers to fill many different needs 
as they originate. 

RADIO HANDICAPS OF THE BLIND 

One such need is in homes where a 
blind person resides. In such homes an 
unusual condition naturally exists. The 




Fig. 6. 



Th« back of the jet showing the positions 
of the parts "above board." 



Fig. A. This set has 
both braille and roman 
numerals — switch tun- 
ing of local stations, 
iron-core coils — phone 
attachments — tone con- 
trol, etc. 



blind person has difficulty in tuning to 
a particular station because of a lack 
of some reference point which will per- 
mit tuning to a desired spot on the dial. 
Also, the blind person depends on radio 
for most of the entertainment he or she 
enjoys, which means that the radio set 
is operated for many hours- of every day, 
and this might cause annoyance to 
other members of the household. 

Also, there is a second possibility 
that the listener may have affected 
hearing as well as sight. In this case, 
the volume of the radio set would be 
excessive for the other occupants of 
the house or apartment. 

The receiver described here has been 
designed to overcome all these possible 
annoyances, so that the blind person 
can fully enjoy the news, recreation 
and educational possibilities afforded by 
modern broa&asting facilities. First, 
the tuning problem is solved by using 
a special dial having raised "braille" 
numbers on one scale — thus telling the 
setting to which the receiver is ad- 
justed. And to further facilitate tun- 




ing the local stations, a switch of the 
rotary type is arranged with pre-set 
condensers so that 5 of the local sta- 
tions can be tuned-in simply by ro- 
tating this switch! Other stations are 
located by means of the raised braille 
numbers. (These characters, embossed 
on special pasteboard, were made avail- 
able through the kind cooperation of 
the American Foundation for the 
Blind.) 

And for listeners who are blessed 
with sight, a second scale on the tuning 
dial supplies the usual roman numerals 
of frequencies in kc. 

The second problem is solved by the 
addition of 2 phone-tip jacks for a pair 
of headphones to be plugged in, and a 
switch to cut out the loudspeaker if 
desired, so that either the phones and 
speaker, or the phones alone can be 
used. 

THE CIRCUIT 

The receiver incorporating the above 
features is a (Continued on page 616) 



Fig. I. The circuit and values of the superhet. The volume control resistance may be 25,000 ohms as specified in the list of parts. 
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Fig. A. A PE. cell is used in the Spectrophotometer. (G. 11 photo) 



fri NEWEST APPLICATIONS OF 

ELECTRONICS 

Some of the very latest photoelectric devel- 
opments as they are used in industry are 
here described. Learn the principles of 
operation of the Spectrophotometer; the 
production of "Audible Light/ 1 and the 
functioning of the Water Locator. 



.HOWARD G. McENTEE. 



PHOTOELECTRIC devices have 
been finding more and more ap- 
plications in industrial and lab- 
oratory procedures. In fact, the 
electronic "eye" has become one of the 
most important adjuncts to the many 
inspecting and counting operations in- 
volved in quantity manufacturing, 
whether the product is paper, cigars, 
tin can wrappers or beans! 

A few examples of such laboratory 
and industrial photoelectric methods, as 
well as a few applications of other 
electronic devices of unusual interest 
are described here to give readers an 
idea of the trend of development in 
these closely allied fields. 

THE "SPECTROPHOTOMETER" 

In Fig. A is an instrument called a 
photoelectric spectrophotometer. It is 
used to quickly and accurately analyze 
the color make-up of a wide variety of 
materials. A sample of the object or 
material to be so checked is placed in 




Fig. B, above, production of th« so-called "audible 
light." Fig. 2. below, the circuit used. <g. K. jihotoi 



the machine and in less than 3 minutes 
a chart is made showing the wavelength 
of each color of light reflected by the 
sample as well as the "quantity" of 
each color in the color make-up! 

The exact composition of any color 
in dyes, inks, paints, etc., is often con- 
fusing. For example there are blue- 
blacks, brown-blacks and red-blacks; 
while actually there is very little black 
coloring matter made which is "pure" 
black. Similarly, there are wide varia- 
tions in whites — and in other colors. 
Such color analyses are made easy with 
the spectrophotometer. 

The photoelectric spectrophotometer 
shown in Fig. A, consists of (a) a 
monochromator which is an instrument 
used in physics labs, for accurately 
breaking light into its component color 
parts; (b) a photoelectric photometer 
which measures or indicates the quan- 
tity of each color of light; and (c) a 
drum recorder which makes graphs of 
the findings of the photometer. By a 
skillful method, the individual discrep- 
ancies of the instruments are balanced 
out, thus producing very accurate re- 
sults. A circuit of this instrument is 
shown in Fig, 1* 

AUDIBLE LIGHT 

If you were to address yourself to a 
beam of light and then keep your eyes 
on a distant spot where that beam was 
focused, would you be surprised to hear 
your voice repeating what you said? 

This is another accomplishment of 
the PE. cell. Any experimenter can 
demonstrate to himself how this is ac- 
complished, by connecting a PE. cell 
to an A.F. amplifier and holding an 

Fig. 3. right above, cutaway view and outside view 
of the water locator. Fig. 4. right^ the circuit. 
Fig. I 4 below, spectrophotometer circuit. (Dale photo) 



electric light bulb in front of the cell. 
If the light is operated from the 60- 
cycle power supply line, a loud hum 
will be heard from the reproducer. This 
is the 60-cycle hum produced by the 
variations in intensity (modulations) 
of the light from the bulb. 

And if the experimenter wishes to go 
further, a diaphragm having a highly- 
polished back can be set up as shown 
in Fig. 2 so that light from a bulb (op- 
erated from D.C.) is reflected into the 
PE. cell. Now if you talk against the 
diaphragm, (Continued on pat/e 615) 
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HOW TO MAKE A 

"MAGIC EYE" 
OUTPUT INDICATOR 

Here is an electronic instrument which should prove to be 
invaluable for the Service Man and experimenter. 

CHARLES SICURANZA 



THE ELECTRONIC output meter 
is a device which should find ready 
acceptance among the service fra- 
ternity. It is not only a useful tool 
for the shop, but can be carried and 
used anywhere, because of its compact- 
ness, light weight and ruggedness. Like 
its big brother, the cathode-ray oscillo- 
scope, this unit operates electronically, 
which means no moving parts, no in- 
ertia, no time lag, and no appreciable 
load imposed on the circuit under test. 
The unit which is about to be de- 
scribed was built to take the place of 
the conventional output meter. 

The miniature cathode-ray tube, des- 
ignated as the 6E5, can be utilized in 
a number of ways. This unit, in addi- 
tion to its use as an output meter, can 
also be used as a tuning indicator or 
voltmeter. 

In order to understand how the unit 
operates as a whole, it is necessary to 
know how the 6E5 is constructed, and 
how it functions. The tube is built es- 
sentially like the bottle-shaped type 76 
triode with a 6 V. filament. In the 
neck of the tube above the triode, there 
is mounted the convex-shaped electrode, 
designated as the target, which glows 
green when the tube is operating. The 
cathode extends up through the triode, 
into and above the target and terminates 
in a small black shield at the very top 
of the tube (as described in December, 
1935, Radio-Craft). 

HOW THE "MAGIC EYE" FUNCTIONS 

The 6E5, so-called "magic eye" or 
cathode-ray tube functions in the fol- 
lowing manner: with the tube heated 
and a voltage between 200 and 300 ap- 
plied to the target, the elections from 



the cathode bombard the entire surface 
of the target which glows green be- 
cause of the fluorescent coating on its 
surface. Attached to the triode plate 
and extending into the target compart- 
ment is a small vane designated as the 
ray-control electrode. This vane is posi- 
tive with respect to the cathode and 
mounted very close to it. Now, refer- 
ring to the sketch (Figs. 1A and B), it 
will be apparent that this vane will 
absorb a certain portion of the cath- 
ode electron stream, thus leaving a por- 
tion of the target surface in darkness. 
The angle of shadow varies from 90 
deg. at zero bias, to zero angle at 8 V. 
applied to the triode grid of the 6E5. 

It is easily seen that any variation 
in grid bias affects the plate voltage 
and plate current, and since the vane, 
or ray control, is directly connected to 
the triode plate, it absorbs more or less 
electrons, which in turn controls the 
width of the shadow on the target. 

Now that we know how the tube 
works, we can see that applying a m na- 
tive D.C. voltage to the grid of the 6E5 
would close the shadow, and applying a 
positive voltage would spread it wide 
open. 

Applying an A.C. voltage on the grid 
of the 6E5 causes the shadow to flutter 
(open and shut) in step with the fre- 
quency of the applied voltage. 

A curious pattern is obtained with 
A.C. voltage (see Fig. 1C), namely: 
there is the bright portion of the tar- 
get, then the slightly darker segment 
which represents the positive peak volt- 
age, another segment even darker, rep- 
resenting the average value, and finally 
the darkest portion which actually rep- 
resents the maximum negative peak 



Fig. B, right. The rear of the unit showing locations of some of the parts. 
Fig. 2, below. The circuit of tho complete tester, with values. 
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Fig. A. The front view of the "eye." 
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Fig. I. The different actions of the 6E5. 

voltage. Of course, the voltages men- 
tioned above should not exceed 10 V. 

Referring to the circuit schematic, it 
will be noticed that the 6E5 is coupled 
to a 6B7 tube which serves as a volt- 
age amplifier and diode rectifier. The 
purpose of the 6B7 is to boost very 
weak voltages to the point where a 
satisfactory swing is obtained on the 
6E5 grid. The diode rectifier receives 
the amplified A.C. voltage and converts 
it to pulsating D.C, which is filtered 
into smooth D.C, before it is applied to 
the 6E5 grid. 

The power supply is of the conven- 
tional type using choke input for good 
regulation. 

Three tip- jacks are provided for 
high- and low-voltage input with the 
center tip-jack as the common point. 

A shielded lead with small clips and 
phone tips is used to prevent stray mag- 
netic fields from affecting the width of 
the shadow. (Continued on page 618) 
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THE SINGING 
KEYBOARD 



j^PZ DAL 



The complete instrument in operation. 



WE HAVE HAD machines that 
could talk and sing, pictures 
that could vocalize, and now 
we have giveru the musical 
keyboard a voice. In connection with 
the development of the "Poly-Tone" 
photoelectric musical instrument it 
long ago occurred to the writer that to 
play actual words in conjunction with 
electronic music would greatly add to 
the effect. 

After considerable thought and re- 
search, an instrument has been devised 
that icill ntter words which may be ac- 
companied with sustained or percussion 
musical tones produced by rotating a se- 
ries of light slits over various wave pat- 
terns as described in my "Poly-Tone" 
article in Radio-Craft, May, 1934. 

Since it is possible to record any 
sound by the method used in talking 
pictures, suppose we consider just what 
a "singing keyboard" can accomplish. 
Since beautiful photoelectric music with 
sustained and percussion qualities is 
now an established fact, the matter of 
accompaniment may be considered as 
commercially available. But how are 
we to add modulated words and what 
effect will these words produce after we 
have created them? 

THE KEYBOARD TALKS AND SINGS! 

Making a keyboard talk or sing is not 
so simple a matter as may at first be 
imagined. To make the keys and photo- 
cell play good organ music was not easy 
either, but it has been accomplished and 
the buying public is destined to enjoy 
an entirely new treat when these photo- 
electric organs are made commercially. 
The talking and singing keyboard, to- 
gether with electronic music, will place 
instrumental keyboard music on an en- 
tirely new plane; with new voice quali- 
ties and choral effects. 

For the moment I have contented my- 
self with having the standard chromatic 
scale keyboard utter a certain selected 
number of words. In the first model, 
an ordinary piano action was com- 
mandeered and some liberties taken with 
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Here is an entirely new electronic musical instrument which 
is described for the first time in RADIO-CRAFT, It has 
many applications, especially in tallcing-movies. 

FREDERICK M. SAMMIS 



it in order to provide the operations 
necessary for the work in hand. 

In the motion picture business in 
Hollywood there has come into 
use a machine called the "Moviola." 
This machine is actually a dimin- 
utive talking picture sound-head 
adapted particularly to the 
needs of the cutting rooms 
of the various talking 
picture studios. I came 
out to Hollywood in 
rather a hurry in 
192.0 to head up the 
talking picture equip- 
ment business for 
RCA and continued in 
charge of that work 
for some years. One of 
my first privileges was to 
assist in making the Mov 
iola a better instrument, or, in 
other words to make it talk louder and 
plainer, so that picture and sound track 
cutters could cut the sound track quick- 
ly and accurately to fit the cut picture. 
It is, doubtless, generally understood 
that the picture and sound are "shot" 
separately, cut separately, and only 
combined on the release prints heard 
in the theatre. 

To make a keyboard sing and talk 
many problems were faced before we 
could even arrive at "first base." The 
nutans for producing the words which 
we wished the keyboard to utter were 
already at hand but how could we bring 
these recorded words into play just 
when we wanted them and only then; 

pQ. I. The "talking keyboard" attached tq a 
"Moviola. " the sound head of which is shown over 
the keyboard. The detail at 6 shows the disc film 
holder and shutter employed. 



that was the real obstacle. Naturally, 
a recorded film sound track bearing the 
desired words was necessary. Also it 
was obvious that the above-mentioned 
Moviola would reproduce these words — 
yet, these questions arose: How were 
we to release these words when 

I Hfe >w were we to start the wor(I 

from the beginning only? 
How were we to pre- 
vent the words from 
repeating themselves 
over and over again, 
or as long as the key 
was held down?; etc., 
etc. 

No form of rotating 
or continuously-moving 
sound track seemed to ful- 
fil these requirements. Re- 
ciprocating sound tracks were 
resorted to and immediately produced 
the desired results. There was still 
a fly in the ointment, though. True, 
the depression of any key caused a 
sound track recording of the word to be 
drawn over a light slit and between the 
usual exciter lamp and light sensitive 
photo-cell, and the word then would be 
spoken by the loudspeaker; but when 
the key was released, the film track 
would travel back over the same light 
path and not only mess up the word 
itself by saying it backward, but it 
would interfere with the music and oth- 
er succeeding words as well ! 

Bear in mind that in order to produce 
a practical (Continued on ftage 6*17) 

Fig. B. A detail of the keyboard mechanism and a 
typical example of the film strips used. 
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OPENING DOORS 
AUTOMATICALLY 

A new device operating with a grid-glow re- 
lay tube which is positive in action and low 
in cost. It will find many practical uses. 
HARRY F. DART 



AUTOMATIC DEVICES for opening garage doors al- 
A\ ready include those which operate from mechanical 
» » trigger arrangements and which are actuated by 
the influence of a headlight beam on a photo-tube. How- 
ever, most of these types involve the use of a motor and 
other expensive equipment which swell installation and 
maintenance costs. A new method uses a cold-cathode grid 
tube. The circuit arrangement and mechanical equipment 
are so designed that the total installation is not expen- 
sive. 

The main advantages of this system are (1) inexpensive 
equipment; (2) rapid operation; and, (3) low operating 
cost. Simple mechanical features involve two main pieces 




OQQR-OPCUZk MECHANISM ^ / .^"TiNGlNG 

TRANS,\RMCR 



Fig. I. The circuit of 
the door-opener mecha- 
nism it seen here. The 
photocell, grid-glow, 
tube and relay serve to 
actuate mechanical de- 
vices. 



Pf cell: 
PC* 




of equipment. A door-opener, or release, is electrically op- 
erated and a set of springs mechanically opens the door. 

The door-opener, like that commonly used on apartment 
house doors, may be placed on the framework above the 
doors. It is electrically operated so that the latch releases 
when current from a bell-ringing transformer flows through 
the winding. Catches on the doors should engage the 
opener and hold the doors closed. When an impulse is sent 
through the coil, it releases the latch, allowing the doors 
to open. 

The mechanism which swings the doors open consists of 
heavy coil, door springs. They "should be mounted along 
the hinged edges so that they can exert their full force 
against the doors as they are released. Since these springs 
generally are used to close doors, they must be installed 
opposite to the usual manner, so as to open the doors — 
(which previously had been manually closed). 

(Continued on page 618) 




Fig. A. The completed electronic relay system in 
operation. A movement of the hand controls the 
window lights. 

HERE IS a piece of electrical magic 
that will draw a crowd to a radio 
dealer's show window. It en- 
ables people on the street to turn on 
an array of lights or an electric fan, 
or to start a toy electric train in the 
show window, merely by placing a hand 
close to the window glass. The device 
is easy to construct and the cost of the 
parts required is small. 

The circuit (which was designed by 
Mr. F. G. Shepard, Jr., of RCA Manu- 
facturing Company) is shown in 
the diagram. It operates on the in- 
crease in output of an oscillator, caused 
by an increase in the oscillator's feed- 
back capacity when a prospective cus- 
tomer puts his hand near an "antenna," 
or capacity plate, in the window. The 



AN A.C-D.C. 
ELECTRONIC RELAY 

Radio dealers and Service Men will find this simple circuit 
an exceptionally fine way to attract customers to their 
store windows. Very effective displays can be made. 



-HERBERT M. NEUSTADT 



triode section of the 6Q7 is the oscil- 
lator. Feedback depends on the capacity, 
represented by CI in the diagram, be- 
tween the antenna and ground. If a 
hand is brought close to the antenna, 
this feedback capacity is increased and 
the output of the oscillator rises. The 
diode section of the 6Q7 rectifies the 
6Q7's triode-section oscillator's output 
and applies to the control grid of the 
25A6 a D.C. voltage, the magnitude of 



which depends on the strength of oscil- 
lations. When someone in front of the 
window places a hand close to the an- 
tenna, the negative bias on the control- 
grid of the 25A6 is increased by the 
increased output of the oscillator. This 
causes the plate current of the 25A6 
to change sufficiently to operate the re- 
lay which controls the display. 

This circuit is capable of performing 
with extremely (Continued on pageGlS) 



Fig. I. The schematic 
circuit of the oscilla- 
tor and relay. Resistor 
R2 controls the sensi- 
tivity of the device. Two 
new metal -tube types 
are incorporated in 
this useful device. 
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RADIO PICTORIAL 



Robot Telephone Operator; Irving Berlin Uses "Home Recording"; Prison's "Tin Stool 
Pigeon"; Dial-Tuned Transmitter; Mobile Television Transmitter; X-Ray Test for Pipe Flaws, 




ROBOT TELEPHONE 
| OPERATOR] This ap- 
paratus is used to trans- 
it fer dialed numbers to an 
| audible ("voice") repro- 
duction of the same 
number. The 10 digits 
and the party letters 
are recorded on film 
strips on revolving 
drums. A photo-cell in- 
side each drum picks up 
the impulses. The appa- 
ratus is used in the Bell 
System. « ItvlJ Lal«. photo) 

IRVING BERLIN records 
new numbers on this equip-k. J 
ment to check his latest 
songs: 




DIAL -TUNED 
TRANSMITTER! 
The automatic 
dial shift system 
of this unit can 
pick any one of^ 
10 frequencies at 
the will of the op- 
erator. The pow- 
er output of this 
equipment is 400 
W. The range is 
2 to 18.1 mc. 
and the dia 
causes the cor- 
rect changes to 
be made in every 
necessary circuit 
almost instantly. 
The transmitter is 
intended for ship- 
to-shore or avia- 
tion use. 
i\v K. Co. Dhoto) 



A TWIRL 
OF THE DIAL 
SELECTS 
ANY ONE OF 
10 

frequencies! 



;| PRISON'S "TIN STOOL 
i PIGEON." This name is 
J! applied to the equipment 
?,irtad at the Wash,, D.C., 
^i Refdrmjdtory. Left, Superin- 
tendent Peak talking to the 
prisoners through the many 
• speakers (one is shown in 
Fig. B — lower-right page 
corner). These speakers, in- 
stalled in dormitories, also 
function as microphones to 
pick up voices, etc., in the 
room. A prisoner perfected 
the equipment, just before his 
<H«trls & Bring) 
• M 

i 




MOBILE TELEVISION TRANSMITTER. This truck is sent to the scene of im- 
portant events and the latter are recorded on film. This film is then scanned 
and broadcast by a transmitter also contained in the truck. Equipment is also 
carried by which the film*, 
may be projected on a {• 
screen on the rear of the i 
(German) truck. UiPS) 



X-RAY TEST FOR PIPE FLAWS. A famous pipe 
maker uses the X-Ray to test all pipe bowls for 
flaws. The equipment is shown above, while at right 
is a view of a bowl with prominent flaw. A large 
amount of the briar root used for pipe-making con- 
tains hidden imperfections which make it useless for 
this purpose. The flaws are often pebbles, which ^ 
ruin the cutting knives. 

iKuyvooalir photo) 
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"RADIO" POSTAGE STAMPS FOR THE PHILATELIST 





I 





IMPORTANT events and persons in Radio History are honored by 
1 nations on their postage stamps. Figure 1 shows a Russian postman 
who takes months to cover his route which radio (in the background) can 
accomplish in a split second. Figure 2 illustrates the use of radio in 
far away Belgian Congo. The importance of radio in the shipping world 
is pictured in Figs. 3 and 9, one of Belgium and the other Newfound- 
land. Figure 4 shows a Russian stamp depicting how radio directed an 
airplane to the camp of a Polar explorer, 0. B. Schmidt, while Fig. 11 
shows how the crew of the "Tschcljuskiyi*' was rescued by radio. A mile- 
stone in radio progress, the trans-Atlantic reception of the letter "S," 
which took place at the Cabot Tower on Signal Hill, St. Johns, New- 
foundland is commemorated by the stamp at Fig. 5. Russia printed 
-he stamp at Fig. 6, honoring Prof. PopoflF, who made important ex- 
periments with radio waves. A Greek battleship equipped with radio is 
shown in Fig. 7. Czechoslovakia has a 50-heller stamp illustrating the 
Post Ministry at Prague, which has a prominent antenna strung between 
its towers, Fig. 10. Among the states to honor radio communication is 
Guatemala, which printed a 30-cent stamp in 1018 showing the towers and 
buildings of a large radio station, Fig. 8. How many "radio" stamps do 
you know of? 







TELEVISION IN FRANCE 




The large lamps needed for this work generate 
such heat that ship-type ventilators are needed! 
The air is cooled and humidified in a arge chamber 
and piped under pressure to the studio. 




Directly above, a view of part of the transmitting equip- 
ment during the process of installation. The transmitter 
works on a wavelength of 8 meters, and has a power 
output of I kw. The studio is located at a distance of 
about 1 1/ 2 miles from the Eiffel Tower, where the trans- 
mitter and modulation units are located. A special 
cable is used to connect the two, while a concentric 
cable is used to connect the transmitter to the antenna. 
A carrier system is used between the studio, and the transmitter, 
the operation frequency being 2 mc. The transmission is of 
the high-definition type, 160-line scanning being used, with 
25 pictures per second. Two synchronizing pulses are trans- 
mitted, one at the end of each line and another at the end 
of each picture. Right, the cathode-ray tube and its equip- 
ment. Left, the high-frequency receiver. There are 6 receivers 
set up in Paris, for public demonstration purposes. 
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BATTERY 





SYNCHRONOUS! 
SPRING MOTOR I 

DRIVE PHONIC L . 

WHEEL SPEAKER 



ELECTRONIC MUSIC 
FUNDAMENTALS 

The subject of electronic musical instruments is one which 
has attracted many experimenters — it will interest you. 

EDWARD " A " n> PAPT I 




THE PRODUCTION and reproduc- 
tion of sound energy with the aid 
of a diaphragm takes place every 
day in our lives, and this phenome- 
non is so widely used that we take it as 
a matter of fact. Huge industries have 
grown out of it, such as the telegraph, 
telephone, radio, sound moving pictures, 
phonographs, and the growing indus- 
try which is electric musical instru- 
ments. There are some 40,000,000 tele- 
phones, radio sets, electrical phono- 
graphs, P.A. systems, sound motion pic- 
tures, and other equipment containing 
diaphragm reproducers in the United 
States alone, today. 

We hear sound produced by dia- 
phragms when telephoning; also at the 
moving pictures; when listening to the 
radio; and when we play an electrical 
phonograph record, and we find them 
very satisfactory for the purpose. 

ELECTRONIC MUSIC IS ON THE MARCH! 

And now we are beginning to use this 
method for the production of musical 
tones and find it equally acceptable. It 
is unimportant how the diaphragm is 
set into motion by electrical means 
since the principle remains the same. 
It can be done by a stylus in a phono- 
graphic groove, by a sound track on 
film, by a voice speaking into a micro- 
phone, or by actuating electrical keys 
which send pulsations into the electric 
current driving the diaphragm. 

The criticism of some conventional 
musicians has been unfavorable to elec- 
trical reproducers or to electrically- 
produced tones. However, naturally a 



conservative person who has spent his 
whole life in playing a conventional 
instrument will hardly welcome an elec- 
trical tone-producing instrument, al- 
though such an instrument has been 
accepted by most, as an article of merit. 
It is hardly expected of an iceman to 
make favorable comment on electrical 
refrigeration. Electrical refrigeration, 
however, has found its place in homes 
and public institutions, and electrical 
musical instruments are inevitably fol- 
lowing the same course. 

"ELECTRONIC ORGAN" HISTORY 

And now the electric musical in- 
strument of the diaphragm type is ap- 
pearing on the market after being in 
the experimental stage for more than 
30 years. These instruments are now 
being built commercially and are open- 
ing new fields in all their branches, by 
radio technicians and musical-instru- 
ment builders. 

There has been some discussion in 
musical magazines on the question of 
who was the first actually to produce 
and sell an "electronic organ" type of 
musical instrument. Careful investiga- 
tion shows that the first commercially- 
made instrument was constructed under 
a contract awarded, by a Philadelphia 
broadcast station, to Ivan EremeefT, 
chairman of the Society of Electronic 
Music, on July 2, 1933, and was deliv- 
ered in the beginning of February, 
1935. This instrument made its official 
debut on February 10, 1935, according 
to nation-wide press reports, and was 
officially pre- (Continued on page 620) 



Fig. I, Itft. Some of the method* for producing electrical, music. 
Fig. 2, below. A comparison of frequency ranges for various instruments. 
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MAKING A COMPACT 

RESISTANCE-CAPACITY 
TESTER 

Here is a unit for the Service Man and experimenter which 
will do many things that the ohmmeter will not do. 

ALLEN BEERS 



A COMBINATION ohmmeter, volt- 
l age drop and breakdown tester 
• is shown in Fig. A. 
This new device was developed by the 
writer as a means of securing the "low- 
down" on those resistors which, due to 
their location — such as in the grid cir- 
cuit of resistance-coupled stages, A.V.C. 
circuits and some bias resistors — can- 
not easily be tested. 

Here is a device which, in the course 
of giving a resistor a break-down test, 
will: (1) indicate how many ohms a 
resistor is off- value (and with greater 
accuracy than an ohmmeter) ; (2) al- 
low a potential to be applied across a 
resistor, and permit the voltage drop in 
the resistor to be measured; (3) al- 
low a variable load to be applied to the 
resistor in order to bring it up within 
a few seconds to its watts rating, and 



then permit a voltage drop or resistance 
test to be made. The same complete 
test may be given to transformer or 
choke-coil windings. 

The facilities permit a Service Man 
to quickly locate a noisy resistor or 
transformer winding; or one that is 
breaking down at intervals, thus caus- 
ing the various "intermittent" troubles 
so common in present-day receivers. 

The writer has seen resistors change 
in value or break down completely and 
in less than a minute, check OK again 
— according to an ohmmeter! What 
chance is there of this condition show- 
ing up on a resistance test, even if 
brought up to working temperature? 

Referring to Fig. 1, voltages of vari- 
ous values are taken from a 10,000- 
ohm divider which is connected across 
the 350 V. D.C. (Continued on page 621) 



Fig. A, above. The front panel of the tetter. 
Fig. I, below. The circuit and details. 
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TAPERS OF MODERN 
VARIABLE RESISTORS 

Do you know the taper needed for each particular type 
of volume control? Here is the answer to the problem. 



IN MOST volume-control circuits, the 
taper of the variable resistor used 
is far more important than its maxi- 
mum resistance. 

Nevertheless, countless orders for 
variable resistors are placed every day 
with just the maximum resistance speci- 
fied. If the order comes from a dis- 
tance, the jobber must delay it several 



days while writing for additional in- 
formation or fill the order promptly 
with the taper he considers most uni- 
versal. Should the taper so selected 
give poor service, the make of control 
is condemned rather than the method 
of ordering which was really at fault. 

Several years ago the company with 
which the writ- (Continued on page 619) 
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below. Graphs of resistors. Fig. 2, left. The 18 circuits. 
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THE 

ELECTRON IMAGE 
TUBE 

A new electron tube which has extremely 
interesting applications as a "dark light" 
telescope and microscope "copying 
camera" is described in this article. 




•"•g. A, top. Th* image tube with a microscope, 
ig. B, above. A microphotograph made with in- 
fra-red light. 




Fig. C, above. The image-tube telescope, 
ig. D, below. Movie-film view with "dark" light 




ANEW electron tube which is 
destined to make important 
changes in scientific and in- 
dustrial optical methods was 
demonstrated last month by its inven- 
tors — Doctors V. K. Zworykin and 
Vi r A. Morton of the RCA Laboratories. 

This new tube, which really starts 
a new branch of electronics called elec- 
tron-optic* takes the place of the 
usual glass eyepiece lenses of a tele- 
scope or microscope and does the work 
so much better than its glass cousins 
that there is little doubt of its future. 

When used as a telescope (see Fig. 
C) the device will operate over both 
the infra-red or 'Mark light" portions 
of the light spectrum and the ultra- 
violet area. Thus, it has a much wider 
optical range than any glass lens. This 
permits the electron-telescope to see 
through fog and even perceive smoke 
or heat waves (that is, the infra-red 
radiation) in absolute darkness. (An 
example of this use is seen in Fig. D.) 

And what is even more important, 
perhaps, it has the ability to change 
infra-red light rays into visible light 
which the human eye can perceive. 
This makes it an extremely useful 
piece of apparatus for long-distance 
photography, signaling, alarm systems 
and a war-time indicator of ships or 
planes approaching through fog, smoke 
or darkness. 

When used with an "infra-red" 
microscope (as pictured in the cover 
painting and in the photo at Fig. A, 
at the head of this page), the electron 
tube becomes a particularly valuable 
instrument for the biologist, medical 
doctor and scientist. For when used 
in this way, its infra-red conversion 
to visible light permits examination 
of live and moving specimen* which 
has been possible up to this time only 
through the use of stains and dyes 
which almost always killed the speci- 
men. (A striking example of such mi- 
croscopy is seen in Fig. B.) 

The only method available to the 
scientist to accomplish this action, 
heretofore, has been the use of an 
infra-red microscope with a motion 
picture film sensitive to the infra-red 
spectrum. This method is so clumsy 
and slow that it is practically worth- 
less for bacteriology. 

But enough of what the tube will 



do. There are without doubt many 
uses for this tube of far more interest 
and importance than those which have 
been thought of since its demonstra- 
tion. These will become known when 
the tube has reached the "production 
stage." 

HOW IT WORKS 



The optical similarity between elec- 
tron actions and the actions of glass 
lenses has been known since the time 
when the early Crookes tubes were 
used by scientists in developing the 
X-ray, cathode-ray, and other useful 
tubes. However, it was not until the 
cathode-ray tube was developed that 
this similarity was keenly felt. In the 
cathode-ray tube, if an absolutely flat- 
ended tube was made, it was found that 
the image was distorted due to a phe- 
nomenon which is known in optics as 
spherical aberration. By correctly 
shaping the fluorescent end-plate or 
"image plate," this distortion was almost 
eliminated — just as correctly grinding 
the glass lenses will almost eliminate 
the same effect. (Anyone who has 
looked through a lens at a distant ob- 
ject has noticed the view-distortion 
around the edges of the glass disc — this 
is spherical aberration.) 

In the case of the electron-image 
tube, however, this effect was accom- 
plished by shaping the photoelectric 
cathode of the tube in the form of a 
"dome." 

Let us take a look at a cross section 
of one of the tubes, so that we can 
learn just how the remarkable effects 
mentioned above can be obtained. In 
Fig. 1, we see two of these cross-sec- 
tional views. 

In the cross-sectional view at Fig. 
1A, we see a photoelectric cathode on 
which the optical image or view is im- 
pressed, and a series of focusing rings 
(anodes). 

THE TRANSLUCENT CATHODE 

Let us digress for a moment and 
consider the photo -sensitive 
cathode. In the early days of photo- 
electric cell design it was believed that 
electronic emission could only be ob- 
tained from a photo-sensitive layer 
when the light beam was thrown di- 
rectly upon the photo-sensitive layer 
and electrons (Continued ov page 622) 
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NEW DEVELOPMENTS 
IN P. A. AMPLIFIERS 

A new 35 W. amplifier having very desirable 
characteristics is described in detail. It uses 
metal tubes and develops a gain of 95 db. 



THE AMPLIFIER described here was designed to take 
advantage of the benefits offered by metal tubes. It 
employs a high-gain circuit with an output sta^e con- 
sisting of 4 — 6F6s in push-pull parallel. Its rugged con- 
struction throughout and the fine quality of its reproduction 
make it particularly suitable for P. A. work. 

As a starting point in the design of this amplifier, the re- 
quirements for a modern system were noted, namely: 

(a) High gain (sufficient for the new microphones) ; 

(b) High power output; 

(c) Low distortion (under 5 per cent); 

(d) Low hum level; 

(e) Simplicity of construction. 

To take care of the low- output-level microphones en- 
countered today, it was found that a gain of about 95 db. 
would be necessary. While this gain will take care of 
crystal and high-level velocity and dynamic microphones, a 
preamplifier should be used with the extremely low-level 
unit. To take care of the varied power requirements met up 
with in P.A. work, a power output of 35 W. was decided upon. 
The average amplifier available in the past to meet the 
specifications in the preceding paragraph would be quite a 
complex unit. However, through proper application of the 
new metal tubes, it was found possible to accomplish all 
this with only 3 stages, and on a single compact chassis in- 




The appearance of the complete amplifier ready for use. 



corporating newly-developed chromshield A.F. filter and 
power components. 

THE CIRCUIT 

Figure 1 illustrates the appearance of the final amplifier. 
Figure 2 is the corresponding wiring schematic. The unusual 
simplicity of construction and wiring is apparent at a 
glance. There is nothing tricky in the entire circuit. An 
input transformer is not mounted on the chassis due to the 
strong tendency toward the use of crystal microphones and 
high-impedance velocity mikes. 

The input feeds directly into the first grid, with a 0.5-meg. 
grid-circuit volume control. Tube is a 6C5. This tube is 
an ideal voltage amplifier as it has an appreciably higher 
amplification factor than the 56 or 76 (20), and has a plate 
resistance of only 10,000 ohms, which means that practically 
the entire amplification factor is made available. This tube 
.is parallel-fed and transformer- (Continued on page 617) 
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A very comprehensive summary of the 
equipment desired by a majority of Service 

Men as indicated by the recent Service CCDX/l/^C J^*4 A kJ 

Shop Contest conducted by RADIO-CRAFT OCKY ll*C IVlAIN 



ALFRED A. GHIRARDI & I. ELLIN 



THE AGE-OLD riddle, "Which came 
first, the chicken or the egg?", has a 
counterpart in the question, "Do 
radio test instrument manufacturers 
develop instruments first and then edu- 
cate radio Service Men to use them, or 
are most new instruments brought out 
by the manufacturers only after the 
Service Men have made their needs 
known to them?" 

It is generally conceded among the 
servicing fraternity that the former 
has been the case for quite some time. 
The test equipment manufacturers have 
really been more progressive and for- 
ward-looking than the rank and file of 
Service Men in this respect. They have 
developed test instruments and placed 
them on the market before most Service 
men really were aware that they needed 
them. We have only to cite the familiar, 
recent examples of the cathode-ray oscil- 
loscope, the vacuum-tube voltmeter and 
the all-wave service oscillator to make 
this point clear. At this very moment 
there are thousands of Service Men 
who feel that they really need a cath- 
ode-ray oscilloscope in their shops. They 
think so merely because the ads. and 
publicity articles of prominent test in- 
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strument manufacturers have convinced 
them that this instrument is indispens- 
able in their work — not because they 
really found out for themselves that it 
was necessary. 

In view of this state of affairs, it 
was with a great deal of surprise and 
gratification that the judges of the 
"Ideal Radio Service Shop" Contest re- 
ceived over a thousand letters written by 
Service Men located all over the world, 
each one describing in great detail just 
what is his idea of an ideal service shop, 



and exactly what equipment he con- 
siders necessary in order to do efficient \ 
first-class service work on all the types 
of receivers he noiv encounters or will 
encounter in the near future. At last 
the Service Man has been induced to 
speak for himself — to express his own 
ideas on test equipment — ideas, by the 
way, which are borne of the actual re- 
quirements encountered in day-to-day 
servicing experience under all sorts of 
conditions. The seriousness with which 
these men put (Continued on pa<je 624) 
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ANALYSES of RADIO RECEIVER SYMPTOMS 

OPERATING NOTES 



NOTICE 
Notes should exempli- 
fy repeated faults in 
particular set models; 
illustrations should be 
included. Operating 
Notes must be based 
on use of perfect tubes* 



produce too much volume, it can be 
remedied hy placing a 1 to 3 meg. 
resistor across the speaker terminals. 
This will prevent the speaker from 
a repeated disaster. 

F. A. Merrick 



Clarion Set: Kylectron Speaker 
Repair. The owner complained of a 
lot of crackles and loud bangs. Very 
little music could be received. I 
found the set had a Kylectron con- 
denser-type electrostatic speaker. 
Further inspection revealed numer- 
ous sparks shooting all over the 
movable section of the speaker. I 
also found that the rubber sheet in- 
sulation between the foil on the one 
side and the stationary grid on the 
other side, was broken in many 
places. 

There was only one way to repair 
the set and that was to replace all 
6 section* of the speaker. This* I 
found, would cost far more than the 
customer wished to pay. so the 
speaker was repaired in the follow- 
ing way : 

Disassemble the speaker and re- 
move the foil-covered rubber sheets 
on each of the 6 sections ; clean and 
sa ve the cord that is inserted in the 
ridwe around the frame to hold the 
rubber in place. 

Next, procure 6 rubber baby pants 
similar to Fig. Hi, and cut them the 
size of the unit*. Fig. 1C. Then 
place the rubber sheets on the 
frames and use the cord to fasten it 
to the frame. Fig. 1A, stretching it 
at the same time. Make sure that 
the rubber is stretehed evenly all 
around. If this caution is not 
heeded the speaker will rattle con- 
siderably. 

Having placed the rubber in this 
manner the edges can be folded over 
and vulcanized with rubber cement. 

Then coat the entire surface of 
the rubber with rubber cement. Also 
coat the foil sheets with the same 
cement. The foil should be of the 
soft type that does not crackle when 
handled. (I got mine from large* 
size candy bars.) 

After the cement dries the foil 
will stick like an inner-tube patch. 
Fig. ID ; it can be smoothed out with 
the palm of the hand. You are now 
ready to connect the speaker and 
make a test. If the volume of the 
set is too great and the heavy notes 



RCA Victor R50, R55. Set plays 
OK for 20 to 30 minutes, then slow- 
ly fades down. We must realize that 
condensers that have been in service 
for about two years or more often 
develop leakage although they may 
not break down and short. 

We have been using a simple test 
circuit for condenser leakage test 
which has proven very satisfactory. 
See Fig. 2B. Naturally this is ap- 
plied to paper-type condensers only. 
By applying test prods to the sus- 
pected condenser, after disconnect- 
ing condenser leads from the cir» 
cuit, a full-scale deflection of the 
meter is obtained after which the 
meter hand returns to zero if there 
is no leakage in the condenser. 
Should a complete zero reading not 
be obtained a leakage of some ex- 
tent is present. 

By applying this test to condenser 
C34, Fig. 2A. a reading equal to the 
30 V, position on the meter was the 
lowest obtained. Likewise a reading 
of 40 V. on C36. 

These were replaced with external 
units and the set worked OK. We 
have used this test on condensers for 
some time with complete satisfac- 
tion and it is surprising the num- 
ber of condensers which show quite 
some leakage, while at the same 
time voltage readings on the set are 
not affected. 

The average "B" eliminator has 
adjustable voltage output so that 
you may control voltage for those 
condensers rated below 250 V. while 
at the same time 2f>0 V. is high 
enough to test condensers rated at 
even higher voltages. 

Fred R. Ward 



RCA Victor R-27. A case of low 
volume in this A.C.-D.C. set was 
traced to the double 5 mf. electro- 
lytic condenser bypassing the ca- 
thode bias resistor in the detector 
and output stages, as shown in Fig. 
3. The condenser had decreased in 
capacity and when opened seemed 
to have dried out. possibly due to 
the heat from the heater series drop* 
ing resistor which is mounted in the 
chassis near the condenser. How- 
ever, the same trouhle was later 
found in a DeWald set of similar de- 
sign having the resistor in the power 
cord. In this case the decrease in 
capacity had not been so great. 

Harold L. Kramkr 



Fig. 1. A way to repair the Kylectron type of speaker used in Peerless sets. 
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"Sound" Experiences. This experi- 
ence occurred while working as a 
sound projectionist. 

A certain radio receiver gave very 
noisy reception. A Service Man who 
had made several unsuccessful at- 
tempts to locate the trouhle. finally 
called me to take a look at the set. 
The customer complained that the 
voltage in his locality seemed to 
vary so much that the parlor light 
would change noticeably, which led 
me to investigate the light he men- 
tioned. It was of the Pull chain 
type and when I pulled the chain I 
noticed that the set made more than 
the usual click ; the sound continu- 
ued for a couple seconds not as in- 
dividual clicks but as a steady noise, 
accompanied by flickering of the 
light. Then everything would ap- 
pear OK until a trolley car or truck 
went by when the crackling would 
again begin. A new socket, in the 
fixture, in place of the one with de. 
fective contacts remedied the condi- 
tion, which was caused by radiation 
of energy, from the arc thus formed. 

Here is another experience. It was 
1 :30 p.m. and time to start the show. 
The arc light was burning ; I started 
the machine, threw the picture on the 
screen — but no sounil came forth ! 
Hurriedly I looked around but could 
not see anything at fault. Occasion- 
ally, with the volume on the fader 
set quite high, a rasping sound 
would come, but no real music or 
talking. This was all traced to a 
poor contact on the grid prong of 
one of the si»ckets : the trouble arose, 
even though I had previously lis- 
tened to a click from the stage 
speakers before starting time. 

Eino A. Kasaki 



Stewart-Warner 950 and 100 
Chassis. These sets have a tendency 
to oscillate badly and also tunc 
broadly. After the usual methods, 
such as increasing the condenser ca- 
pacity have been tried and soldered 
pigtails to the rotor shaft also have 
failed, remove the second R.F. 24 
tube and substitute a 35 or 51. This 
will remove all oscillation and so 
sharpen up the tuning that it will 
be possible to bring in the Canadian 
station at 720 kc. without inter- 
ference from WOR at 710 kc. 

Smitty Radio and Electric Co. 



Model 35 Marconi. The complaint 
on this set was that it had a crack- 
ling noise, and a bubbling sound. 
Two weak 56 tubes were found and 
replaced. This did not correct the 
trouble, however. After turning the 
chassis over several times, oscilla- 
tion started, and could not be 
stopped. It was found that one 
tuning condenser section had no di- 
rect ground lead, and repairing this 
defect, and also cleaning the l'otor 
contacts cleared up the trouble. 




Above, Rg. 2. Trouble in an RCA 
R50, R55. Below, Fig. 3. RCA-Victor 
R27, a case of low volume. 
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Fada 51C. The volume control of 
this set was very noisy. As new 
controls for these machines have to 
be ordered from the United States 
(they are not distributed in Canada 
now! the following method was used 
as a temporary repair. 

Install a 5.000 ohm unit and in- 
sulate the shaft. Connect a 1.500 
ohm fixed resistor in series with it 
and increase bypassing with a .25- 
mf. condenser. The best size is de 
termined by experiment, choosing a 
size which will offset oscillation. 
The set thus repaired worked as 
well as new. 



Lyric S7. The set was dead and 
the pentode output tube was red hot. 
The output transformer was open, 
which left no voltage on the plate 
and the screen-grid had to carry the 
full load. 

Davis Radio Srrvice. 

Portage la Prairie. Manitoba 



Atwater Kent Model 60. This set 
would play very well for a few mo- 
ments and then cut out. Snapping 
the power switch off and on would 
usually bring the set back to opera- 
tion, but it would always stop again. 
A continuity check on the speaker 
revealed an open voice coil. A care- 
ful inspection showed that one of 
the leads running along the speaker 
cone from the output transformer 
lug to the voice coil was spliced. 
Vibration had loosened this splice 
enough to cause a poor contact, and 
a little volume sufficed to cause it 
to cut out. A drop of solder rem- 
edied the matter. 



Brunswick 14. Abrupt fading 
and return of signal was expe. 
rienced with this set. Whenever the 
analyzer was plugged into a socket 
the set would perform perfectly, and 
all voltages appeared correct. Pull- 
ins out one of the 45-type push-pull 
tubes also would bring back its pep. 
After many continuity tests, the 
first A.F. transformer secondary 
was caught open-circuited. It had 
previously tested closed several 
times. 



U. S. Radio No. 8 Series Super. 
An annoying case of fading had de- 
veloped and was traced to a defec- 
tive .04 -mf. coupling condenser be- 
tween the plate of the type 27 sec- 
ond detector and the 47 output tube. 
A new condenser restored the set to 
full operation. 



U- S. Radio Model 26-P. Except 
for a faint whisper from a local sta- 
tion, the set was dead. A check re» 
vealed a lack of screen-grid voltage 
on the 24 tubes in the R.F. stages, 
due to a shorted .4-mf. screen-grid 
(Continued on jmge 616) 
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THE DESIGN OF 

MODERN TEST EQUIPMENT 

A really comprehensive discussion of design problems re- 
lating to service instruments. Part I "covers" the meter. 



SAMUEL C. MILBOURNE, 



.Part I 



AS MOST electrical measuring de- 
Mil vices are basically current-meas- 
* * ttrers, no matter what their scale 
may be, let us first take up a standard 
D'Arsonal 0-1 ma. meter and explain 
briefly its theory of operation. 

In form of construction, such a meter 
consists of a permanent horseshoe mag- 
net between the 2 poles of which is sus- 
pended an armature; attached to this is 
a pointer and a spring arrangement to 
hold the pointer to its zero position 



when no current is being passed through 
the armature coil. When a current is 
passing through the armature coil, it 
becomes an electro-magnet, with two 
poles of opposite polarity, and the re- 
action between the energized coil and 
the permanent magnet causes the coil 
to rotate on its axis so as to facilitate 
the attraction of the unlike poles and 
the repulsion of the like poles of the 
two magnets. 

The amount of the movement is de- 




meter — a current- indicating device. 



termined by the balance attained be- 
tween the resiliency of the spring 
mechanism and the strength of the mag- 
netic field set up by the current flowing 
through the coil. Since the strength of 
the magnetic field set up around the 
coil is determined by the amount of cur- 
rent flowing (Continued on page 626) 



Fig. I. Circuit! f or indicating current and voltage, using the basic current meter and a simple vector diagram (R = 500 ohms; Xc = 3,490 ohms; Z = 3,590 ohms). 
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METAL TUBE 
"SHORT" AND "OPEN" 

TESTER ©• F. BENKELMAN 

The use of a carefully planned network of resistors permits 
leakage and short tests on all metal tubes. 



THE NEW octal-base tube socket 
lends itself to the design of a ser- 
ies-resistance type metal tube short 
tester. The only parts required are an 
octal-base tube socket, 4 — 500-ohm in- 
sulated resistors, 2 — 1, 500-ohm insulat- 
ed resistors, and 1 — 5,000-ohm insulat- 
ed resistor. 

In the circuit diagram, the terminals, 
as numbered in the resistor circuits, 
connect to the respective numbers in 
the tube-base diagram. The illustra- 
tion shows the under-socket appear- 
ance of this arrangement with l-W. in- 
sulated resistors connected to the socket 
terminals. The junction between the 
2 — 1, 500-ohm resistors is connected to a 
flexible lead to which must be attached 
a small grid-cap for tubes with top- 
cap connections. Terminals 3 and 8 
have additional flexible leads for con- 
nection to an ohm meter. 

Practically all of the metal tubes 
have heater terminals in positions 2 

RADIO-CRAFT for APRIL, 



and 7. As may be observed from the 
diagram, the heater filament of a tube 
would complete a circuit from terminal 
3 to terminal 8 through the resistors. 
Neglecting the small resistance of the 
tube heater, the sum of the resistors 
in the circuit is 10,000 ohms. An ohm- 
meter connected to terminals 3 and 8 
should indicate 10,000 ohms when a 
good tube is inserted in the socket. If 
the heater circuit of the tube is open, 
the reading will be above 10,000 ohms. 
If the heater circuit is intact and a 
leakage exists between elements of the 
tube, the reading on the ohmmeter will 
be less than 10,000 ohms — because that 
leakage would be in shunt with one or 
more of the resistors. 

Defects, due to the mechanical dis- 
placements within a metal tube, usual- 
ly form a low-resistance short which 
may be easily detected with this ar- 
rangement. As will be observed on the 
diagram, the (Continued on page 627) 
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AN AUTOMATIC 

ELECTRONIC 

POTENTIOMETER 

An electronic instrument which has many 
applications in controlling electric devices. 



AN AUTOMATIC potentiometer in 
SSL which the balancing circuit is 
f \ continuously and rapidly adjust- 
ed by photoelectric control has just been 
announced. The instrument provides a 
highly sensitive means for indicating or 
recording voltage or current at ranges 
as low as 2 millivolts or 5 microamperes 
full-scale, or even lower if required. 
Temperature or other physical quanti- 
ties convertible to electrical terms may 

Circuit sho*in^ the PE. cells and mirror galvano- 
meter with a vacuum tube amplifier. 




POTENTIAL 
SOURCE 



STANDARD RE*5TOR»: 



The exterior and interior 
views of the electronic 
potentiometer which is 
photoelectrically oper- 
ated in a special bridge 
circuit. 



be indicated, recorded or controlled with 
a speed and precision hitherto unattain- 
able in dealing with the minute elec- 
trical input encountered in many such 
applications. 

The instrument furnishes an indicat- 
ing current capable of operating a num- 
ber of meters, recorders, control relays, 
etc., which can be placed at a:iy distance 
from the potentiometer proper. 

The instrument contains no moving 
parts with the exception of the gal- 
vanometer itself, which has no control 
torque and is free of zero drift. De- 
flection of this mirror ga'vanometer 
causes a beam of light to differentially 
illuminate a pair of photo-tubes. These 
photo- tubes are in a bridge circuit con- 



nected to the grid and cathode of a 
vacuum tube, so arranged that the 
changing light "differential" between 
the photo-tubes results in a change of 
grid voltage. This change in grid volt- 
age, in turn, electronically readjusts the 
indicating current to balance the circuit 
across the standard resistor. The cir- 
cuit will hold itself constantly in bal- 
ance, and immediately readjust itself 
for any change of input value. Balance 
involving a full-scale change in indi- 
cator deflection takes place in a fraction 
of a second. 

This system of balancing is inde- 
pendent of elements other than the 
value of the standard resistor and the 
meter giving (Continued on page 615) 
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Fig. I. The 2 circuits used in the tests described. Circuit A is used in obtain- 
ing the curve A in Fig. 2, below. Curves B, C and D were derived from 

circuit B 
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Fig. 2. Total distortion as a function of load im» 
pedance for varying resistance and capacity. 

Fig. 3. Total distortion as a function of R for vary- 
ing values of capacity and load. 
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DISTORTION IN 

RESISTANCE-COUPLED 

AMPLIFIERS 

.VIRGIL M. GRAHAM 



IN THE consideration of distortion in 
a radio receiver there is one source 
that the designer is liable to overlook 
even though he is thoroughly cognizant 
of the technical facts. It is the coupling 
of a h gh-gain A.F. amplifier to the suc- 
ceeding tube. The correct values of 
load resistor, coupling condenser, and 
grid resistor of the following tube are 
important as regards harmonic produc- 
tion, as well as frequency range and 
other limiting factors. In the design 
of higher-fidelity receivers any source 
of distortion becomes important, even 
though it is not great in magnitude. 

The purpose of this article is to pre- 
sent some quantitative data on the re- 
sults of changing the relative sizes of 
the plate and grid resistors and coupling 
condenser in such a network. 

For the quantitative investigation, 
the data used for the accompanying 
graphs were obtained with the circuits 
shown in Figs. 1A and IB. 

Much data of academic interest could 
be shown but it was deemed better to 
present data which should be more use- 
ful for practical application requiring a 



minimum of calculation. 

Accordingly, Fig, 2 shows 5 curves 
of total distortion as follows: 

TABLE 1 



Curve 


finuit 


IN. 


A 


Fig. IA 


M to .$-Mc«. 


B 


F«. IK 


0.1 Mrs. 


r 


Fi*. IB 


0.1 Me*. 


i) 


FUt. IB 


.25 Mi**. 


K 


Fur. IB 


.25 Mmc. 



.005 luf. .06 to I Mo*. 

.05 inf. ,05 to I Men 

.OOS nif. 0.1 to 2 M 

.05 inf. 0.1 tu 2 MpK". 



Data for curves was taken with the 
triode section of a type 6Q7 tube oper- 
ating as follows: 



K'l » 250V. 

2.5 v. 



K*'tf ,<m trrid) =0.5 V. r.m.s 

Vj = 6.:i v. 



It will be noted that the last 4 curves 
are plotted against the load impedance 
values resulting from RL, C and R. 
Curve A shows the effects of reducing 
the load and thus working on dynamic 
characteristics of greater and greater 
curvature. Curves B, C, D, and E, 
therefore, show the increase of distor- 
tion due to the introduction of the re- 
active components of the networks in- 
dicated. The effect of a change of 10 to 
1 in the capacity value of the coupling 
condenser (Continued on page 619) 
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THE VERSATILE CATHODE-RAY TUBE 



After a brief introductory summary of 
cathode-ray theory, the author discusses 
several new and interesting applications of 
cathode-ray equipment. The article con- 
cludes with a very interesting M open forum 11 
on cathode-ray terminology. 

R. D. WASHBURNE 




OSCILLOLOGY — a pretty- 
sounding word, and one that 
stimulates the imagination to 
conjure all manner of attri- 
butes for its basic component — the cath- 
ode-ray tube. 

Strange as it may seem, there is hard- 
ly a conceivable application of the cath- 
ode-ray tube, which cathode- ray equip- 
ment either is now performing, or is 
in a fair way to accomplish in a short 
time. The "tree" of oscillology, Fig. A, 
testifies to the amazing scope of this 
rapidly-growing field. 

Without going too much into detail, 
let us take just a moment to define a 
tew terms. Oscillology is the study of 
cathode-ray technique; its instrumental- 
ities are the oscilloscope and the oscillo- 
ftrtiphy and their associated components 
(oscillators of various types, and their 
respective power supply systems). (The 
electromechanical modus operandi, now 
seldom used outside the laboratory, 
could be included by slight changes in 
the above definition of oscillology.) 

Preceding issues of Radio-Craft have 
discussed these details at length. 



WHAT ARE CATHODE RAYS? 

Cathode rays, be it recalled, are the 
electrons that are radiated by certain 
substances when these substances (ordi- 
narily oxides, and usually heated by a 
filament) are (a) placed inside an 
evacuated envelope; (b) then, connect- 
ed to the negative (cathode) terminal 
of a suitable voltage supply; and, final- 
ly, (c) the positive (anode) terminal of 
this voltage connected to an electrode 
(the anode elect rode) inside the same 
evacuated envelope. The electrons then 
pass in a steady stream from the cathode 
to the anode. 

These cathode rays in themselves arc 
invisible, but they may be caused to 
manifest their presence by having inter- 
posed in their path a substance (usual- 
ly, iviUcmite, pasted onto che inside, 
domed end of the vacuum tube) that 
glows or fluoresces when the ray -elec- 
trons strike or impinge upon it. 

So much for the actual cathode-ray 
tube, the preceding generalities con- 
cerning which, da.e back to the middle 
of the 19th century. Even the oscillo- 
scope and oscil- (Continued ov page 628) 



C. This "analyter" segregates and records 
every component in a given sound. 



£9 




Fig. 6. Lily Pons "sees" her high C. 




Fig. D, above. This "pre-recording" osci'lograph 
supplies "before," "during," and "after" data. 
Fig, A, left. "Tree" of the ray-tube fie'd. Space 
limitations preclude a more detailed br~aV-d~»wn. 
Fig. F, below, the flaw-testing of razor-blade steel. 
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MODERNIZING THE 
SET ANALYZER 

A free-point selective system using 2 meters from an old 
analyzer to produce a modern, flexible, servicing unit* 



R. P. HILTNER, 



Pig. A. External appearance of the new unit. 

WITH THE advent of multi-ele- 
ment type tubes and complicat- 
ed circuits embodying these 
tubes, the old reliable set analyzer is no 
longer able to cope with the require- 
ments necessary for making a complete 
set analysis. 

With the above thought in mind, a 
plan was devised for modernizing obso- 
lete set analyzers into a 2-meter ana- 
lyzer employing the meters of the old 
analyzer, namely, (1) an A.C. meter, 
the initial range of which must be 0-4 
V. or less, and (2) a D.C. meter having 
a sensitivity of 1 ma. or less, (1,000 
ohms-per-volt). 

The method used for circuit analyses 
is known as the "master rotary-free- 
point selective system" and makes use 
of 4 positive-action rotary switches per- 



mitting speedy voltage, resistance and 
current measurements to be made at all 
socket pin positions; and, for external 
tests, makes possible the use of only 
2 polarized pin-jacks for all ranges 
without the necessity of removing and 
re-inserting test leads. 

Referring to the schematic circuit 
diagram (as drawn from an original 
by G. Salerno), it is noted that the 9- 
wire analyzer cable connections are 
wired parallel with the contacts of the 
"NEGATIVE SELECTOR," the "POS- 
ITIVE SELECTOR" and pin positions 
of the individual 4, 5, 6, combination 7, 
and octal-base type sockets located on 
the analyzer panel. 

This circuit arrangement is the 
nucleus of free-point analysis insofar 
as it enables any 2-socket pin positions 
to be analyzed merely by rotating the 
"POSITIVE" and "NEGATIVE" se- 
lectors to the desired positions. In other 
words, these 2 selectors can be charac- 
terized as 2 "automatic" test prods. 



Direct-current measurement for any 
element of a tube is obtained through 
the use of the "CURRENT SWITCH." 
This switch is of the 2-deck rotary type 
and is unique in design in that it opens 
circuits which normally are closed, and 
inserts the milliammeter into the vari- 
ous cable leads of the analyzer plug, as 
shown in the schematic diagram. 
(Continued on page 620) 

Fig. B. The back of the panel, showing parts. 
Note symmetrical arrangement of the components. 




REQUIREMENTS IN 
SERVICING 16MM. TALKIES 



Some of the requirements for 
servicing home talkie equip- 
ment for the Service Man* 



THE DAY is rapidly approaching when the alert and 
live-wire radio dealer and Service Man will have to know 
something about sound-on-film, especially such devices 
as 16 mm. "home talkie" equipment. 

With quantity production placing 16 mm. sound-on-film 
projectors in a popular class within reach of the general 
public, the question arises — who will merchandise this type 
of equipment? 

The fact that amplification circuits, radio tubes and re- 
producers are an integral part of these units, makes it seem 
more than likely that radio or electrical stores are the most 
logical organizations to handle them, both from the stand- 
point of knowledge and of repair service. 

So far, it seems that the dealer and Service Man are 
either indifferent or entirely unaware of this rapidly grow- 
ing source of potential income; growing, so to speak, in 
their own front yards. 

SIMPLICITY OF "TALKIES" SERVICE 

The sound section of a movie projector is really less com- 
plicated than the "noise suppression" and "automatic vol- 
ume control" circuits in the run of current superheterodyne 



■J. J. BRESSLER. 



radio receivers, and certainly far easier to understand for 
trouble shooting. 

It is the writer's contention that once the radio service 
and dealer groups get the "hang" of the 16 mm. field, they 
will automatically become potential service depots for the 
local theatres, another source of lucrative profit. 

The exhibitors and theatre owners themselves are not 
only willing to accept you, Mr. Dealer and Mr. Service Man, 
but anxious to, IF they can be sure that they will receive 
the proper service, which at the present is available only 
from the larger companies. 

The difference lies in time. As a rule the exhibitor has 
to wait for an out-of-town trouble shooter, whereas a local 
man, if immediately available, would be called without hesi- 
tation, because it means many dollars lost for every minute 
the house is dark. 

Some of the points of which the (Continued on page 621) 
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Kg. I, left. The light 
path from exciter lamp 
to PE. cell. 

Fig. 2, right. The dif- 
ferences between the 
two types of recording, 
and width of film. 
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FIRST PRIZE $10.00 

SECOND PRIZE 5.00 

THIRD PRIZE 5.00 

Honorable Mention 

EXPERIMENTERS: Three cash prizes will be awarded for 
time- and money-saving ideas. Honorable mention will be 
given for all other published Hems. Send in your best "lcinks M l 



4. 5 ™,7"B" , flATTE.q.ir 



PS i 
J + 



Fig. I. Testing transformers. 
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EARPHONE 

CONTAINED IN OTHER 
PHONE CASE , 
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I 



I TWO PEW 
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CELLS 



TEST LEAOS 



Fig. 2. Handy testing unit. 
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Fig. 3. A novel filament supply. 




V2 "-thick 

FELT COMPLETELY 
COVERING INNER 
BAKELITE 
PORTION 




Fig. 4. Comfortable earphones. 



Pilot light 




SUT CUT 
X.VVITH HACK 
SAW BLA0E 



old fountain 
pen or tubing 



FIRST PRIZE— $10.00 

TESTING TRANSFORMERS. One 
of the most frequent causes of noisy 
or scratchy reception in receivers is 
a defective winding of an A.F. 
transformer. It is very difficult to 
test for such a condition, since the 
winding is not actually open. A 4.5 
V. battery may be connected across 
either winding of a suspected trans- 
former, and a pair of phones across 
the other winding:. If the trans- 
former is faulty, a loud scratching 
sound will develop in a few minutes. 
In case no noise shows up, reverse 
the phones and battery, connecting: 
each where the other previously 
was, so as to test both winding*. 

George H. Nakas, 
Honolulu. Hawaii. 



SECOND PRIZE— $5.00 

TESTING UNIT. One of the phones 
in a headset that I use for test pur- 
poses burned out. Since only one 
phone is needed for test work, the 
arrangement shown in Fig. 2 was 
dc vised. The headset was an old 
Baldwin make and the 2 pen light 
cells tog-ether with the small toggle 
switch just fit in the case of the 
burned-out unit. By throwing the 
switch to the proper position, the 
headset may be used either for con- 
tinuity tests, or simply a* a receiver 
for audio testing 

Ivan S. Graham 



THIRD PRIZE— $5.00 

FILAMENT SUPPLY. Often times 
the proper size resistor L* not handy 
for reducing the line voltage to the 
correct value. When the power sup- 
ply is A.C.. the scheme pictured in 
Fig. 3 may be used with fine re- 
sults. The formula for finding: the 
size of the condenser is: E (volts) 
= 1,200 x 1 (amperes) x C (capacity 
in mf.). For example, in the case 
illustrated. 108 = 1,200 x .06 x C, 
which works out to C euuala 1.5 mf. 
Good-quality paper condensers must 
1h» used, but the voltage rating need 
not be very high, a condenser of 
about 200 V. rating being sufficient 
for use on a line up to 125 V. The 
condenser acts just as the more or- 
dinary resistor to drop the voltage 
to the required value for the tube. 

P. MORTZ 



SHORT-CUTS 

IN RADIO 



made of pieces of any thick, soft 
fabric, as heavy felt. They should 
be cut out large enough to com- 
pletely cover the earpiece of the 
receiver. The material should be at 
least %-in. thick and is cut in a 
circular shape to conform to the 
earpiece. No hole is cut for tha 
center, however, the discs of felt 
being left intact. They are then 
glued in place. 

The re*ult will be a very com- 
fortable fit, and in addition, the 
tone will be found rich, and "easy" 
on the ears ; cheap headphones will 
lose the "tinny" sound they often 
have. 

Griffith Sfxiilbr 



HONORABLE MENTION 

REPLACING DIAL LAMPS. Most 
set builders and Service Men have 
had trouble in removing or rep lac* 
ing a dial lamp in certain sets. A 
handy tool for this purpose may be 
made from the rubber barrel of a 
discarded fountain pen or from a 
piece of hard-rubber tubing. See 
Fig. 5. A slit is made in one side 
with a hacksaw. The dial lamp will 
be found to fit snugly in the tubing, 
as the split permits a slight amount 
of spring to the ends; this holds 
the bulb firmly, but allows the tube 
to be removed easily when a bulb 
has been put in place. 

Harold Madf.es' 



HONORABLE MENTION 

TUBE TESTING KINK. The unit 
shown jn Fig. 6 has been found of 
use when testing automobile radio 
sets which have tubes placed bot- 
tom-*ide up. Often such a set will 
be found to test well when on the 
service bench where the tubes are 
right side up. but when installed in 
the car. poor results are had! The 
extension socket is simply a short 
length of cable of the remiired num- 
ber of wires, with a socket on one 
end and a tube base on the other. 
The corresponding prongs of each 
are connected together. Several of 
these may be made for different 
numbers of prongs, since the cost 
is very low. Another use is to 
shake a tube while it is in opera- 
tion, as in Fig. 7, thus showing if 
it is shorted. 

John Mednansky 



HONORABLE MENTION HONORABLE MENTION 



PHONE CUSHIONS. Those who 
wear headphones for long periods of 
time will appreciate the suggestion 
pictured in Fig. 4. The cushions are 

Fig. 7. Extension socket in use. 



TWEETER SPEAKER. A repro- 
ducer of this type may be made 
from an auto horn of the air type. 
The<e units have a tapering throat 



Fig. 8. A homemade tweeter. 



Fig. 5. Above, lamp remover. 
Fig. 6. Below, an extension socket. 
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ANY GOOO HEAVY BRASS 

0YNAMIC DlSC SDLOERED TO 
REPRODUCER. MOAN 

UN,T ) , DETAINING 




of a size which can easily be adapt- 
ed to a speaker unit. A heavy brass 
disc is soldered to the small end, as 
shown in Fig. 8, and a cardboard or 
fibre washer is used between the 
disc and the speaker unit. The horn 
should be between 10 and 15 ins. 
long, and the speaker unit may be 
of any good make. Be sure to slip 
the retaining ring onto the small 
horn end before soldering on the 
disc. 

Joe Yeager 



HONORABLE MENTION 

WINDING KINK. When winding 
long single-layer coils, it will be 
found helpful to place a small piece 
of paper under each 10th turn as 
depicted in Fig. 9. This will allow 
easy counting of turns, and is much 
easier (Continued on page 618) 



CUT OFF ON 
DOTTED LINES 




SET SCREW 



60TT0M view of Old Dial 



Fig. 12. Inexpensive bar knobs. 



TAP WITH HAMMER 
HERE TO DECREASE 
WI0TH OF GROOVE 




Fig. II. Vernier drive repair. 




Fig. 10, above. Sensitive relay. 
Fig. 9. Below, counting turns. 




SMALL PIECE OF PAPER 
PLACEO UNOER EVERY 
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THE LATEST 
RADIO EQUIPMENT 




MUSIC WHILE YOU 
DRINK! 

(944) 

THE CABINET shown is so con- 
structed that any of several 
different makes of receivers may 
be easily installed. Ample space 
is provided for installation of a 
large chassis and loudspeaker. The 
outside dimensions arc 41x28x- 
15Va ins. deep. The cabinet work 
and wood used are of the best. 



Radio set and liquor bar. (944) 




Comprehensive tube tester. (945) 





TUBE CHECKER 
(945) 

EXCEPTIONAL versatility is fea- 
tured in this tube checker. 
The heater voltage may he applied 
to any 2 prong* , by the use of se- 
lector switches. Leakage between 
any 2 elements is tested with the 
cathode hot. the indicator being 
a sensitive neon bulb. Any leak- 
age of over 0.5-meg. shows bril- 
liantly; the leakage may be meas- 
ured on the meter if desired. An 
index number system is used, and 
over 1 OU popular tubes are ar- 
ranged on a chart for quick refer- 
ence. A large number of odd 
tubes are arranged in the same 
way on another chart. 



NEW CARBON RESISTORS 
(946) 

(AerOvOx Corp.) 

A SPECIAL moulded body that 
is non-liygroscopic is used on 
these new resistors. They arc 
said to be absolutely noiseless on 
or off load, and are non-inductive 
with no appreciable resistance 
change at high frequencies. All 
ratings are based on R.M.A. 
standards and the units are color 
coded. They are available in rat- 
ings of % <C>, K. <H>, and 1 
(A) W.. and resistances of 10U 
ohms to 10 megs. 



DELUXE ANALYZER 
(947) 

(Supreme Instruments Corp.) 

IT IS claimed that this is the 
most complete (yet simple) 
analyzer ever designed. The meter 



Modern-design ribbon mike. (949) 



Above, Deluxe analyier. (947) 
Below new permanent-magnet dvnamic. 
(948) 





is of the long-scale. 5 in. fan 
type. All types of tubes may be 
tested, a built-in power supply be- 
ing furnished. Ranges' D.C. ma., 
5. 25, 125. 250. 500, 1,250: A.C. 
and D.C. volts 5, 25, 125. 250. 500. 
1.250. all 1.000 ohms-per-volt. 
Capacity ranges: .05, .25, 1.25. 
2.5. 5, 12.5: resistance, 2.000, 
20.000 ohms. 0.2-meg.. 2. 20 
megs. The instrument rectifier is 
protected against overload. The 
free-reference-point system of set 
analysis is used. All equipment 
is housed in an oak case with de- 
tachable cover. 



Frequency modulator unit. (952) 




Electrolytic condenser. (953) 



PERMANENT-MAGNET 
REPRODUCER 
(948) 

ALINE of permanent-magnet 
dynamic speakers is now of- 
fered, which includes sixes of fi, 8, 
10, and 12 in. units. The latter 
is illustrated. These highly ef- 
ficient speakers are made possible 
by use of the new alloy — alnico, 
which enables results to he ob- 
tained that are equivalent to 
those of the electromagnetic field 
type, now in general use! The 
new speakers are more compact 
ami lighter than the older type, 
which eliminate two of the dis- 
advantages of this type repro- 
ducer. 




NEWEST RIBBON MICRO- 
PHONE 
(949) 

(Universal Microphone Co.) 

COMPACTNKSS is a fee lure of 
this new unit, as it measures 
only 2« <l 4 x4 a ix , »-in. thick. The 
weight is 1 '» lbs. It is designed 
for all types of operation includ- 
ing broadcast. I\A. work, and 
amateur activities. Case is hinged, 
and swivels to the required angle. 
It is furnished complete with 
plugs. 

(Continued on lMfie G.it) 



Above, volume control kit. (955) 
8elow, safety fuse puller. (956) 




Name and address of any manufactur 
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LOW-PRICED SERVICE 
OSCILLATOR 
(962) 

(Triplets Elec. Inst. Co.) 

HERE IS a self-contained signal 
generator which covers the 
ranpe from 100 to 30,000 kc. (all 
on fundamentals ) , in 6 bands. 
An extra-long 12-in. direct- reading 
vernier scale is used which en- 
ables the user to set the instru- 
ment with great accuracy. Per- 
fect attenuation on all hands is 
a feature. A separate A.F. os- 
cillator supplies a 400-cycle sig- 
nal which may be used when de- 
sired. The case is of dull black 
finished hardwood, and measures 
7%x6Six4 *?h ins. deep. <This 
case matches other test equip- 
ment, so that all may be fitted to- 
gether in one box.) The neces- 
sary batteries are contained in 
the rase. An A.C. model with the 
same features is available at the 
same price for those who desire 
that type instrument. Also, the 
battery-operated unit (circuit is 
shown) may be had without the 
A.F. oscillator. 



value when feeding directly to the 
plates is 1 met*. Blocking con- 
densers are built into the instru- 
ment to cut off any D.C. which 
would otherwise enter. 

The apparatus is ideal for use 
in taking photographs of wave- 
forms, due to the perfected lock- 
in system, and the linearity of 
patterns. Return-trace has been 
eliminated, except at the highest 
frequencies. 

A calibrated scale may be at- 
tached to the escutcheon plate of 
the 906 tube for use in examina- 
tion of waveforms and resonance 
curves. 

A safety switch opens the 110 
V, primary circuit, so that it is 
impossible to open the case with- 
out entirely cutting off the power. 

The physical dimensions are, 
12Vfexl8%x8% ins. wide. The 
total weight is 2 1 Vj lbs. 



NEWEST IN OSCILLO- 
SCOPES 

(963) 

(Triumph Mfg. Co*) 

ANEW idea in oscilloscope con- 
struction is shown. The con- 
trols are mounted on the top of 
the cabinet, while the tube itself 
is mounted at an angle so that it 
may be viewed from almost any 
position. It is also better pro- 
tected than it would be in the 
usual position. Every control of 
the instrument is designed for 
ease of operation, and the more 
important controls are arranged at 
the front of the deck. A special 
lock-in circuit is used to prevent 
the image from drifting. The 
sweep circuit has a range of 20 
cycles to 50.000 kc. and has a 
calibrated switch and a vernier 
control. A self-contained syn- 
chronizing sweep may be switched 
on without the use of any other 
apparatus, to show the power line 
waveform, 

Both horizontal and Vertical 
axes have amplifiers of about 37 
Kain. The deflection sensitivity 
is 2 V. peak per in. or 0.7-r.m.s. 
V. per in. Without the amplifiers, 
the sensitivity is 75 V. peak or 
27 V. r.m.8.. per in. 

The entire instrument is of very 
ruKged construction, and is well 
able to stand continued use in 
laboratory or any industrial ap- 
plication. All tubes may be easily 
reached by simply removing the 
metal hood. The tubes used are: 
J- 906, 1- S79, 1- 885, 1-80, 2- 
(>C6s. 

The input impedance when us. 
ing the amplifiers is 0.5-meg. : the 



INPUT ROBOT TUNER 
(964) 

(Radolek Co.) 

THE "HEART" of the R.F. sys- 
tem of several new radio receiv. 
ers made hy this company is a "radic 
robot.*' All the circuits of the R.F. 
system are contained in this unit, 
including oscillator and R.F. coils, 
band switch, padding and aligning 
condensers, and the combined oscil- 
lator — 1st -detector tube. 

The use of this unit is said to 
provide for much better reception, 
and to make the receiver much 
easier to service. The multi-coil 
system provides a separate set 
of coils for each band. 

The circuit of the unit as it 
is attached to a receiver, and its 
actual appearance, are depicted. 
The robot is first aligned when 
made, then it is again aligned af- 
ter assembly in the receiver, as- 
suring peak performance under all 
conditions. 



NEON-TYPE OUTPUT 
INDICATOR 
(965) 

(Zephyr Radio Co.) 

THE USE of an "output indi- 
cator** is an absolute necessity 
in these days of multi-band super- 
heterodyne receivers. Most types 
of such equipment are so very ex- 
pensive that in the past many 
Service Men have had to do with- 
out them. 

The apparatus here shown, how- 
ever, is low-priced and very re- 
liable. A long-life (about 1,000 
hours, in the usual, intermittent 
service), low-price neon tube is 
employed. This type of indicator 
is very sensitive. 

The transformer is so designed 
that the indicator may be con- 
nected directly across the voice 



coil of a speaker, no adapters be- 
ing needed. Due to the high step- 
up ratio of the transformer, a po- 
tential of less than 1 M» V. is 
necessary to bring the tube to full 
brilliancy, once it has been set. 
One plate of the tube takes a 
slightly higher voltage to light 
than the other; when ready for 
the final adjustment of a receiver, 
the potentiometer is so set that 
only 1 plate lights. Careful ad- 
justment of the receiver then 
will increase the voltage suffi- 
ciently to light the other plate, and 
an extremely accurate adjustment 
may be so obtained. 

The case is of steel, finished 
in dull black, and measures 2x- 
3x5 ins. 





650 ^ 
OmmS J 



£50 »rf 
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VACUUM-TYPE POWER 
RELAY 

(966) 

THIS relay is designed for 3 
main uses, (1) protection 
against fire and explosion hazards. 
(2) remote control of high volt- 
a*es. and currents, and (3) repeated 
contacting with elimination of pitted 
points. Radio men working with 
all manner of special control units 
will be glad to know that a switch 
of this type is available. It is a 
S.P.S.T. switch and may be had 
in either normal-open or normal- 
closed contacts. 

The switch, as shown in the 
detail illustration, is operated by 
means of a solenoid, C (equipped 
with heavy leads. A), which moves 
the contacts within the vacuum- 
sealed chamber. The vacuum 
chamber, D, is of hard glass which, 
in turn, is enclosed in a metal 
container, B, filled with sealing 
compound, F. The contacting ele- 
ments consist of a plunger, E, of 
extremely high heat resisting 
metal, which moves into or out of 
2 pools of mercury, G, terminating 
in leads H. 

The switches are designed for 
operation at 110 V. A.C. at 20 A., 
or 65 V. D.C. at 20 A. Maximum 
rating is 2 kva. Speeds up to 100 
contacts per minute at full load 
are possible, while at decreased 
loads up to 400 contacts per min- 
ute may be made. The control 
coil operates on 110 V., .015-A. 
A.C. The mechanical size is 5 1 2 
ins. long by 1 \' 2 ins. dia. 





Above, and below, a separately-built 
"radio robot" receiver-input unit 
(964) 




CRYSTAL-CONTROLLED 
CALIBRATOR 
(967) 

(RCA Manufacturing Co.) 
ACCURACY of 2 parts in a mil- 
# \ lion is guaranteed for the 
calibration of this inexpensive 
unit. It has 2 fixed frequencies 
of 100 kc. and 1,000 kc, with a 
switch for selection; these two 
frequencies, and their harmonics, 
may be integrated to secure «r- 
c urate (Continued on paste 6JJ) 



Left, and below, new service-oscillator 

circuit. (962) 
Right, latest in power relays. (966) 1 1 




Above, and below, commercial-type 
neon output indicator. (965) 
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CORNERSTONES OF RADIO 

-THE BRIDGE 

In this, Part II, the author describes, in an easily-understood 
manner, a subject which has stumped many radio experi- 
menters — the Wheatstone Bridge and its uses. 

E. W. SLOPE 



PART II. 



FEW radio men immediately recog- 
nize a fundamentally-direct rela- 
tion between the mechanical scales 
of the apothecary, and electrical 
balance as it exists in a radio circuit. 
Nevertheless there lies underneath the 
deceptive veneer of appearances a prim- 
al bond that, once discussed in terms 
of the former, will make clear as A-B-C 
the functioning of the latter; let us con- 
tinue, then, our searching analysis (in 
3 parts — Ohm's Law, the Bridge, and 
Phase — of which this is Part II) of 
radio fundamentals for the beginner. 

Since we measure electrical power not 
in mechanical units, such as the ounce 
or grain, but by means of electrical 
units, we cannot expect to find in a 
radio set an exact replica of a drugstore 
balance. But despite the fact that an 
"electrical balance" looks quite differ- 
ent from the "mechanical balance" (or 
scales) of commerce, when we speak 
about "stabilized" circuits, and "neu- 
tralized" stages the truth is that we are 
referring to something which has its 
actual root 8 in the balance principle 
(though, this relation may not be in- 
stantly recognizable) ! 

In former times when electrical en- 
gineers in discussing electricity and its 
applications spoke about devices called 
"balances," the actual relation between 
these two kinds (mechanical and elec- 
trical) of balances was then more im- 
pressively indicated than today, when 
these electrical balances are called 
"BRIDGES." 

If we wish to understand the princi- 
ple of the electrical bridge we immedi- 
ately must discard the conception of the 
word "bridge" as defined in the follow- 
ing description: "A bridge is a struc- 

Fig. 4, left. Circuits A to E, inclusive, illustrate 
important fundamental principles of bridge opera- 
tion that the radio beginner must master. 

Fig. 6, right. This circuit introduces use of a vacuum 
tube, V, for increasing bridge sensitivity. 

Fig. 5, below. Slide-wire a-b-c shows value of Rx, 
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ture carrying a road or path across a 
stream, ravine, road, etc." In fact, and 
although there are of course good rea- 
sons why the engineer calls an "electri- 
cal balance" a "bridge," let us forget for 
a time even the electrical expression 
"bridge"; instead, let us stick to the 
term "balance." 

THE COMMERCIAL BALANCE 

Figure 4A shows the commercial bal- 
ance which has been a very familiar de- 
vice to everyone since the early days of 
childhood. From either side of the 
lever we observe 2 plates suspended, and 
exactly in the center of the lever 
there is a "zero indicator." Objects 
to be weighed are placed in plate No. 
1, at one side, and pieces of calibrated 
metal each representing a certain 
weight are placed in plate No. 2 on the 
opposite side* Some of these small met- 
al pieces are then added or taken away 
until a "balance" is obtained, or un- 
til the indicator in the center of the 
balance rests in front of the zero mark. 

The commercial balance is of course 
very simple to understand. But let us 
now substitute for these common, every- 
day objects electrical — "objects" (or 
units) — i.e., volts, amperes and ohms. 
If we should now try to balance out an 
unknown number of ohms, against a 
calibrated number of ohms, by means 
of a balance as described above trouble 
would surely occur. The reason why 
we would not succeed is simple! We 
cannot balance out purely electrical 
power by means of a mechanical device. 

Since electrical "objects" are entirely 
different from ordinary (mechanical) ob- 
jects we have (Continued on page 634) 




604 



RADIO-CRAPT for APRIL, 1936 



www.americanradiohistorv.com 



HOW TO MAKE A 

BEGINNER'S 
2-TUBE PORTABLE 

Here is a battery set that just suits the beginner. It is easy 
to build, efficient and can be carried in a coat pocket. It 
compares favorably with sets using several more tubes. 

J. T. BERNSLEY 




DESPITE the rather crowded and 
I complicated appearance of the 
2-tube receiver shown in the 
illustrations on this page, the 
beginner wil^find this set very easy to 
build; a fact which will be more evi- 
dent by reference to the pictorial dia- 
gram. Whether or not it is a desirable 
type of set depends upon whether the 
constructor has a need for a radio set 
having the following characteristics: 
This midget set will fit in the av- 
erage overcoat pocket; reception is of 
the headphone type — but with suffi- 
cient volume to make the received pro- 
grams enjoyable; the receiver requires 
no lengthy antenna for pick-up, but 
will enable reception from a consider- 
able number of broadcast stations 
simply by connecting the antenna lead 
from the set to any convenient mass 
of metal (or ground); the "A" cells 
are self-contained (2 flashlight batter- 
ies) and the "B" battery is a 90 V. 
block which will fit in the other pocket 
of the coat; battery consumption is at 
a minimum, due to the use of 2 V. 
tubes; covers the complete broadcast 
band, as well as some of the police 
calls slightly below 200 meters. 

As may be seen from the photo- 



graphs, the mechanical construction is 
professional in appearance and calls 
for some mechanical skill and ingen- 
uity in building this receiver. If the 
layout and wiring are followed care- 
fully, and the type of parts employed 
in this model are duplicated, then no 
trouble in either building the set or 
making it work properly neetl be anti- 
cipated. But, please — do not write the 
author if you should fail to get the 
anticipated results, until you have 
carefully checked all the connec- 
tions; and the electrical values and 
efficiency of the parts within the set. 
By all means do a careful and neat 
wiring job, and be sure that the sol- 
dered joints are well made, with a 
clean, hot soldering iron. 

It would be amusing to a good work- 
man, to see some of the wiring on sets 
that many constructors have built and 
sent to the author for check-up. Great 
big globs of solder (the result of an 
inefficient iron) on every joint, besides 
having all the parts present the appear- 
ance of having been "thrown" into the 
chassis at random — without regard to 
layout design. Such workmanship 
will not go well with this little 2-tube 
receiver, and unless the constructor 
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is prepared to take some pains in the 
construction and wiring it may be ad- 
visable to postpone its construction to 
some later day. 

LAYOUT OF PARTS 

The layout of parts is well illus- 
trated in the photos, and the wiring 
diagram is pictorially shown. All 
parts that are used are of standard 
manufacture, and available from prac- 
tically any complete radio supply 
house. The aluminum case may be 
made up from sheet aluminum and cor- 
ner posts, which also may be obtained 
from any supply house that specializes 
in short-wave parts; or may be pur- 
chased complete. A small section of 
aluminum between the two tubes 
serves to shield the tubes and various 
parts of each stage. The midget tun- 
ing coils are mounted on the upper 
shelf, and close to the grid-caps of each 
tube. 

The flashlight cells are mounted 
within an aluminum bracket, as shown 
in the illustrations. Insulating wash- 
ers between the top and bottom of 
each cell keep them from short-cir- 
cuiting against the grounded case. This 
particular (Continued on page 623) 




The picture wiring diagram appears at the left. 
Above It the top view 0 f the set looking down on 
the coils and condensers* And below is a side 
view showing the volume control and one filament 
battery. 
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NEW RADIO AND 

INDUSTRIAL 
TUBES 

A few of the remarkable new tubes as well 
as some of their outstanding uses are de- 
scribed for the benefit of those interested 
in electronic applications. Particular atten- 
tion is given to several industrial types. 

J. H. GREEN 



Fig. A. above. A 3-dimension tube chart, i*}-uanf» vhoto) 





Figs. B and I. A new current indicator. 

— 




Pig. C, above, Fig. 2, below. New grid-glow tube. 
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ELECTRON TUBES have found 
many unique applications in in- 
dustrial and manufacturing meth- 
ods. Perhaps the best way to 
explain the extent of this application 
can be found in the statement of a well- 
know engineer who said "Show nie the 
factory and I will show you how elec- 
tron tubes will improve the system/' 

And the development of new tithes 
and applications has hardhj started — 
at least, where industrial applications 
are concerned. Every day, new and more 
interesting uses are being found for 
these "magic bottles." 

Incidentally the unusual photo at the 
top of this page, Fig. A, though remote- 
ly resembling the Rock of Gibraltar is 
actually a new type of characteristic 
curve, made by the engineering depart- 
ment of a well-known tube company. By 
showing the curvature of the grid-volt- 
age plate-current characteristic in 3 
dimensions, engineers are better able to 
picture the actual variations which take 
place with changing bias values and sig- 
nal voltages. 

The \\\ E. D-96175— a Super-sensi- 
tive Space-Charge Tetrode. This new 
tube, shown in Figs. B and 1, is so 
sensitive that it compares favorably 
with the best electrometer — the instru- 
ment formerly used in physics and re- 
search laboratories for measurement of 
small currents. With a sensitive, lab- 
oratory-type D'Arsonval galvanometer 
as the indicating instrument this tube 
has a higher voltage sensitivity, shorter 
delay period, approximately equal ca- 
pacity, greater rug<>edness and more 
convenience of operation than the elec- 
trometer. The secret of this tube's ex- 
treme sensitivity is in the reduction of 
grid current to a value considerably 
lower than that in ordinary tubes. 

This tube will find application in the 
laboratory to measure the ionization 
currents produced by alpha particles, 
neutrons, X-rays or cosmic rays; in 
astronomy to measure the minute photo- 
electric currents eminated by the stars; 
in biology to measure the extremely 
small currents produced by living tis- 
sues; and in industrial chemistry to 
measure the hydrogen ion content of so- 
lutions. 



The KU-676— a Grid-glow Tube. Fea- 
tured in this new device are: a built- 
in time delay for protecting the cathode 
when the tube is started up and a new 
cathode design resulting in a high peak- 
to-average current ratio. 

Ultra-sensitive measurements may 
necessitate that this tube be shielded 
from light, from electric and magnetic 
fields, and from excessive vibration; 
it also may be necessary to surround 
the tube with an evacuated enclosure to 
reduce air ionization due to cosmic rays 
and stray radioactive material. In 
ordinary use, surface leakage may be 
minimized by washing the bulb surface 
with alcohol, and then by maintaining 
the bulb at above- room temperature or 
by coating it with ceres in wax; also, a 
grounded aquadag guard ring at the 
base of the bulb may be helpful. As an 
electrometer, operating voltages may be: 
filament supply, 4 V.; control-grid, 
— 2V 2 V.; plate, 4 V,; space-charge- 
grid, 4 V., or less; (plate load, 0.1-meg.). 

The unusual structure of the cathode 
in this tube is shown in Fig. 2. The di- 
rectly-heated portion of the cathode is 
an edge-wound helix, which is closely 
surrounded by an indirectly-heated por- 
tion of perforated metal actinic only on 
the inside surface. The discharge is 
thus forced to pass through the perfora- 
tions in the screen. This limits the ex- 
cessive positive ion bombardment and 
high field strengths which have de- 
stroyed the cathodes in earlier types. 

This improved grid-glow tube has 
many new uses, for instance in the time 
control of a spot welder — Fig. C. 
(Continued on pa ye 631) 



Knipp cold-cathode rectifier. 
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AN EASILY-MADE 

STROBOSCOPE 
FREQUENCY METER 

This simple neon tube unit will give the expe- 
rimenter a reliable audio-frequency meter. 



THE FREQUENCY-measuring device described below is 
very simple and can be easily built by any amateur. 
The frequency range is quite limited, but a considerable 
portion of the audio range can be covered with this instru- 
ment. 

The principle consists in the application of the strobo- 
scope affect in connection with a gas-filled glow tube. 
We see in Fig. 1 an electric motor, M, the speed of which 
can be varied within a wide range by means of a rheostat, 
R. In addition, the direction of rotation can also be changed. 
An aluminum disc (or a phonograph record), D, about 8 ins. 
in dia., which is mounted on the motor shaft, carries a small 
neon glow tube, G, insulated from the disc (if it is metal). 

One pole of the bulb is covered with paper, so that only 
the remaining pole remains visible. The alternating cur- 
rent is supplied to the bulb over 2 slide rings, S.R., mounted 
on the same shaft as the disc. A revolution counter, R.C., 
is mounted on the same baseboard as the motor and is op- 
erated by a belt from a revolving shaft over a reduction 
system. Thus the motor can be adjusted exactly to a given 




Fig. I. Details of stroboscope audio-frequency meter. 



number of revolutions. Any small fan-motor will do. 

Changeover switch Sw. shown in Fig. 1, permits running 
the motor either in one direction or the other. The voltage 
applied to the rotor is controlled by changing the position 
of slider P on the resistor, R, shunted across the two 
brushes, Bl and B2. 

MEASURING THE FREQUENCY 

The frequency is measured in the following manner: The 
motor is started and the alternating current is applied to 
the glow tube. The speed of the motor is then so adjusted 
as to have the neon bulb glow, let us say, in 4 positions of 
the disc. It may happen that the 4 positions will slowly 
either advance, or move backwards; adjust slider P until 
the 4 positions remain stationary. The readings on the 
revolution counter will permit figuring the exact number 
of revolutions of the motor per minute. 

Let us now work out an example, consider the motor is 
making, for instance, 630 revolu- (Continued on page 637) 
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Fig. I. Some filament circuits for D.C. operation. 



MANY AN experimenter and own- 
er of a large amplifier has 
wished that he knew how to 
eliminate hum. 

Proper layout, and enclosing chokes, 
etc., in heavy iron castings, have helped, 
but some experimenters have been trou- 
bled with a lot of hum and have never 
been able to absolutely eliminate it. 
Where the 50-type or larger tube is 
used, and where one or more of the 
speakers in use has a decided peak any- 
where from 60 to 120 cycles, then a 
strong filament hum is always heard. 



USES OF LOW-VOLTACE 
THERMIONIC RECTIFIERS 

One answer to the question of hum-free amplification is the 
use of D.C. for the filament supply. An argon-filled recti- 
fier tube is used to convert A.C. to D.C. at low voltages. 

RUSSELL E. LANNING 



The only way to eliminate all hum 
is by the use of direct current on all 
the tube filaments (except, perhaps, the 
power tubes). Power tubes such as 
the 50s should use separate filament 
supplies. 

The writer has had many calls from 
various sources for humless apparatus 
using as many as 4 A.F. stages and 
type 845 tubes in the output. Batteries 
can be used, but never in an outfit for 
sale. Copper-oxide rectifiers at volt- 
ages above 2 or 3 V. are entirely out of 
the question, for they are not depend- 
able and when they go bad they usually 
burn out a transformer or do other 
damage unless properly fused. 

EQUIVALENT TO BATTERIES! 

The thermionic-type rectifier tube is 
available today to supply high current 



at voltages as low as 10 V. to tubes or 
other apparatus requiring heavy cur- 
rent (9 or more amperes). The par- 
ticular tube to which the writer has ref- 
erence is a full-wave device that is 
thoroughly dependable and when used 
in a properly designed chassis is as 
humless as any battery! 

These tubes last for 1,000 hours at 
full-load and do not drop off in their 
efficiency, but go bad immediately, at 
the end of their life. When they are 
"done for," they do not harm associated 
apparatus. They may be left lighted 
in circuit indefinitely with an intermit- 
tent load on the plates without harm 
and when used in that manner last for 
man jf years! 

The output, at any desired level with- 
in the rating of the tube, is steady. The 
writer is using (Continued on page 637) 
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PHILCO MODEL 59, 4-TUBE A.C. MIDGET SUPERHETERODYNE RECEIVER 

(Broadcast band; police calls on lowest band; high sensitivity; high power output for its size.) 



This midget superheterodyne operates 
Only on 105-125 V. A.C. Total power con- 
sumption is 52 W. When tuning the set, 
use an accurate signal generator. To ad- 
just I.F.T., remove cap lead of VI and 
attach generator lead in its place. Set 
volume control at full -on position and re- 
ceiver dial at 600, and set CI and C2 for 
maximum output. Next replace cap on VI, 
and set receiver tuning dial so that con- 
denser plates are just starting to mesh. 
Set signal generator at 1,400 kc. and tune 
in the signal by means of condensers C3 
and C4. Replace the dial pointer in the 
proper position. An output meter should 
be attached to the primary of the output 
transformer. 

The final adjustment must be made with 
the sensitivity control condenser, C5. With 
the set connected to an antenna, tune in a 
station at about 130 on the dial. With a 



GND ANT 



screwdriver, turn the small fibre hex-head 
screw which is located at the back of the 
chassis directly below the antenna and 
ground terminals, until the set squeals 
(circuit oscillates). Then turn the hex- 
screw U-turn back until the oscillation 
stops. Tune in other stations at all parts 
of the dial to make certain that there is 
no squeal or oscillation at any point. If 
the tube V2 is replaced it will be necessary 
to readjust condenser C5. 

Voltages are given in the following table: 



supply voltage of 115 V. They should be 
taken from the underside of the chassis 
using test prods and a suitable A.C. volt- 
meter for the filaments and a high-resist- 
ance, multi-range D.C. instrument for all 
other readings. The volume control is set 
at maximum and the station selector at the 
low-frequency end of the band. Readings 
taken with a plug-in adapter will not be sat- 
isfactory. 

The following table gives the color code 
of the power transformer: 



Tube 


Fil. 


Plate 


type 


Volts 


Volts 


VI 


6.3 


235 


V2 


6.3 


45 


V3 


6.3 


235 


V4 


4.8 


300 



S.-G. 
Volts 

110 
35 

250 



C.-G. 

Volts 
10.5 
0.25 
0.25 



Cath. 

Volts 
25 
15 
15 



All above voltages are taken with a line 



Term. 

1-2 

3-5 

fi-7 

8-10 

4 

0 



006- 
MF 



A.C. Volts 
105-125 
6.3 
5.0 
580 



Circuit 
Primary 
Filament 
V4 Filament 
V4 Plates 
CT 3-5 
CT 8-10 



Color 
White 
black 
Blue 
Yellow 
Blk.-Yel. 
Yel.-Grn. 



R 
VOL 
CONTROL 

oi£2 >/ 6-000 
OHMS 



I.F*.460KC 



. — fAWA — ■ — v-Wy* 
■I 25000 
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FORD-PHILCO RADIO, MODEL FT9, 6-TUBE AUTO-RADIO RECEIVER 

(Special antenna circuit; dynamic speaker; non-polarized battery input leads; tone control; A.V.C.) 



A fully-charged, heavy-duty battery 
should be used when testing this set. For 
all alignments an output meter should be 
connected to the plate of V5 and to chassis. 
The lead from the signal generator must be 
connected to the cap of V3 through a 0.1- 
mf. condenser. The lone control must be 
set at "brilliant" and the volume control 
set at maximum. The attenuator on the 
generator is set so that the signal is audible 
but not loud. Adjust C8 and then CT for 
best output. Then remove the generator 
lead from V3 and connect it to the cap of 
V2 through the 0.1-mf. condenser. Adjust 
C6 and then C5 for best output. Remove 
the lead from V2 and connect to the cap of 
VI through the same condenser. Adjust 
the signal generator to 1.600 kc. Turn the 
tuning condenser plates as far out of mesh 
as they will go, and in this position halance 



the high-frequency padder. CS. and the R.F. 
padder. C2. for best response. This setting 
should correspond to 160 on the dial. Turn 
the receiver condenser to about 580 kc, 
58 on the dial, and adjust the signal gen- 
erator to the same position. Rock the tun- 
ing condenser back and forth at the same 
time turning the low-frequency padder. C4 
for highest response. The high-frequency 
position should now be readjusted. Turn 
the receiver condenser plates out as far as 
they will go and adjust the generator to 
1,600 kc. Then adjust the high-frequency 
Padder. C3 again for maximum reading on 
the output indicator. 

The antenna circuit is now tuned. Con- 
nect the antenna lead of the set to the an- 
tenna lead of the generator through a 125 
mmf. condenser. Revolve the receiver tun- 
ing condenser to 1,400 kc, and set the 



generator dial at the same figure. Adjust 
padders CI and C4 for highest output. 

If the above procedure has heen care- 
fully followed the receiver will now be in 
alignment. 

When the antenna stage is adjusted with 
the receiver installed in the car, the receiv- 
er antenna lead must be connected to the 
car antenna in the usual manner. The sig- 
nal generator lead must be connected to 
a wire placed near the car antenna, but not 
connected to it. 

No voltage readings are given for this 
set, since the manufacturer feels that they 
would be misleading, due to discrepancies 
in battery voltage, resistance of leads, and 
other variable factors. A slight change in 
signal voltage produces a relatively large 
change in operating voltages of the set. 




note -otmm stem otirtATT gWocd to use 
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DIRECT-IMPEDANCE 

AMPLIFICATION 

This Is the first of a series of high-fidelity 
receivers which will interest the set builder. 

PART I— A 10-TUBE SET 
L MITCHELL BARCUS 




IT IS with considerable pride that this 
radio receiver is presented to the 
public for the first time. Designed 
especially in response to many re- 
quests for a receiver of moderate price, 
this circuit is the smallest and "easiest 
to build" of the series to follow. Here 
is an easily-constructed, low-priced 
radio receiver which will reproduce A 
16 CYCLE NOTE at a much higher 
volume level than the balance of the 
audio range! 

In the design of this series of radio 
sets, all the problems of present day 
reception were taken into consideration. 
Primarily, the serious dropping off of 
frequencies below 70 cycles presents the 
greatest handicap to perfect reproduc- 
tion. (The author discussed this point 
in a preceding issue of Radio-Craft, — 
Editor ) // may be safely considered 
that 110 broadcast station of today trans- 
mits a 16-cycle note with even a near- 
approach to linearity compared with the 
balance of the A.F. range. The only 
satisfactory manner in which these 
losses may be retrieved is by employing 
additional amplification. The use of 
boosters or resonant tuned circuits, as 
in transformer coupled amplifiers, fails 
to achieve the ultimate corrective fac- 
tors. Further, all other amplifying sys- 
tems themselves face the same attenua- 
tion of the low frequencies and these 
resonating circuits at best barely make 
up for their own inherent overall losses. 

In the set described here, the exclu- 
sive "direct-impedance" circuit offers 
amazingly level response over the entire 
A.F. spectrum. Thus, given a practically 
flat 16-cycle output, the additional pen- 
tode amplifier stage brings even weak 
low notes up to a satisfactory level. It 
is this almost unbelievable perform- 
ance in the lowest frequencies which 



gives the set its characteristic mel low- 
depth heretofore unobtainable. 

'TUNING OUr INDIVIDUAL 
MUSICAL INSTRUMENTS! 

The importance of the low-frequency 
response, unbelievable as it may appear, 
is often not so much in the reproduction 
of the two bottom musical octaves, al- 
though these determine the entire char- 
acter of an organ, as in the bringing out 
of the background noise to which we are 
accustomed in life. As an example of 
this we may, on the larger models which 
incorporate a low-frequency volume 
control, cut out the low response on a 
xylophone solo. While we have thus 
attenuated the lows below the effective 
range of the instrument, we still have 
the normal high-fidelity performance of 
contemporary radio receivers, a life- 
less though accurate reproduction. By 
restoring the background, which may 
sound only like a series of soft thump- 
ings and indefinable noises, the solo as- 
sumes a solid and convincing reality 
completely unlike the bare music. 

To many, having never heard a low 
note on a radio set, the effect of the two 
bottom musical octaves is almost in- 
conceivable. The entire depth usually 
associated with an organ is dependent 
on these vibrant notes and their ab- 
sence alters the rich, soft music to the 
thin, piping effect normally heard on 
even the best of radio sets. 

SIMPLICITY OF CONSTRUCTION 

Should it seem that the construction 
of this receiver is difficult, it may be 
well to bear in mind that actually it of- 
fers fewer problems than many conven- 
tional sets. Both power units are ex- 



tremely easy to build, being little more 
than 2 speaker-field supplies. 

The receiver itself is most convention- 
al and is not designed to offer 'round- 
the-world reception and other features 
of no consequence to high-fidelity repro- 
duction. The incorporation of some 
method of visual tuning indication is of 
value to builders who do not object to 
the slight additional expense. The usual 
2nd I.F. stage has been omitted to cut 
down background noises and to offer less 
side-band cutting. While the variable- 
coupled type of I.F. coils have not been 
specified in this receiver, their use is 
not objectionable. 

It is by no means fatal to vary the 
layout given in the heading illustra- 
tion. As shown, however, there are sev- 
eral basic principles to which the build- 
er must adhere. In the receiver unit, 
for example, it may be noticed that the 
power transformer (L) occupies the left 
corner with the 2 filter chokes (J and K) 
ranging along the left end. This place- 
ment segregates the power supply from 
the balance of the chassis, especially the 
two A.F. chokes (G and H) which may 
be seen behind the tuning condenser. 
The units in the heading photo corre- 
spond as follows with the symbols in 
Fig. 1: 1-V1; 2-V2; 3-V3; 4-V4; 5-V5; 
6-V8; 7-V6; 8-V9; 9-V7; 10-V10; A- 
aerial coil; B-R.F. coil; C-C2; D-oscil- 
lator coil; E-first I.F. transformer; 
G-Ch.l; H-Ch.2; J, K-Ch.3 and Ch.4; 
L-Pt.l; M-Pt.2; N-Ch.5; P-Pt.3; R-Ch.6. 

"HUM" CONSIDERATIONS 



The mention of induced hum natural- 
ly calls for added discussion of that 
phase of construction. In view of the 
tremendous (Continued on page 638) 



Fig. A (in heading) the appearance of the three chassis of the set. Fig. I, below. The circuit of the set with its three-chassis construction. 
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ZENITH FARM MODEL 6V 27, 6-TUBE SUPERHET. RECEIVER 

(Low-drain tubes; claw B output; bands: 550-1,780, 2,100-6,800, and 7,000-23,000 kc.; designed for 6 V. input and Zenith Wincharger.) 

. BATTER? GhO 




V«> 


ta"es for 


this set 


are as 


follows : 




Tube 


Fil. 


Cath. 


C.-G. 


S.-G. 


Plate 


Type 


Volts 


Volts 


Volts 


Volts 


Volts 


VI 


2 


1.5 


0 


70 


X2S 


V2* 


6 


2 


0 


70 


150 


V3 


2 


2 


0 


70 


150 


V4 


6 


1.5 


0 




40 


V5 


6 


8 


0 




140 


V6** 


2 




0 




160 




TV" 3 «Via£ CONNECTED TO 

'liGht'wirc in CABLE 

ON WINCMARGER. 



THIS WIRE 
CONNECTED 
ID D* 

IN CABLE ON 

WINCMARGE.R. 



t RATTlR-r 

unr 

■NSTftUMEMT MNtl 




ID NEGATIVE 
<-) TERMINAL 
0* BATTfRf 



TO POSITIVE, ♦> 
TERMINAL Of ft ATT 



PULLEY AND, 
BAR ASSEM./ . 


, COVER 






AFTER 
^^>-- ASSEMBLY 


CHAIN / 1 
VOCABLE 




t--"-" ATTACH 
A _ r ^--. 4 * SMALL 




% SPRING 






JH^igH HERE 


VANE / 




ATTACH 
P^^ PROPELLER 


T» | SPRING 




TURN TABLE 


¥ »" 

VANE 
ANGLE 




PIPE 


LA ROE 
SPRING 







♦Oscillator C.-G. runs at — 1 V., plate at 
150 V, ** Voltages same for each section of 
tube V6. 

All voltages are measured from socket con- 
tacts to ground with a 1,000- ohm -per- volt 
meter. Note that the filament is not a sim- 
ple series connection, due to the fact that 
tubes with different filament volt ace ratines 
are used together. No rectifier tube is needed, 
since a synchronous vibrator is employed. 

Alignment procedure is as follows: 

1 — Attach service oscillator to control-grid 
cap of V2 and adjust trimmer condensers on 
l.F.T. 1 and I.F.T. 2 for highest output. 

2 — Place band switch in "A" or standard 
broadcast position and attach service oscil- 
lator to antenna and ground posts. Set serv- 
ice oscillator at 1.400 kc. and adjust trimmers 
"A,"* "B" and "C" as shown on chassis 
drawing for best output. 

3 — Set service oscillator at 600 kc. and rock 
dial indicator of receiver over 600 kc. on dial 
while adjusting broadcast padder "D." 

4 — Repeat both the above processes (2 and 
3) to make certain of correct setting. 

5 — Place band switch in "B" position and 
set white pointer on 6 mc. Set service oscil- 
lator at 6 mc. and trim condenser "E" for 
highest output, while rocking dial pointer of 
receiver slonvly over the 6 mc. division of 
the band. 

6 — Place band switch in "C" position and 
set dial at 18 mc. Adjust trimmer "P" to 
resonance while rocking receiver tuning con- 
denser slowly over the 18 mc. division of the 
scale. 

7 — Set dial and service oscillator at 9 mc. 
and twist or untwist tinned bare wire loop 
(on front section of band switch under 
chassis) for highest output. 

8 — Align broadcast band "A" again by 
adjusting trimmer "A" only. Repeat all 
operations for highest possible accuracy. 

AH testing of this set should be done with 
a 6 V. hattery. Note that the input leads 
to the set are polarized and must be con- 
nected in the proper manner to produce re- 
ception. If replacement is necessary, be cer- 
tain to use the correct type of vibrator, as 
any other will give poor or no results. 

Since this outfit is intended for use on 
farms or any other isolated location where 
commercial power is not available, it is neces- 
sary to use some other type of power to 
charge the 6 V. storage battery employed. 
The needed power is furnished by the Zenith 




Vol'. CONTROL 



CONTROL COi 

Above, a view of the general chassis layout, 
with tube and trimmer locations indicated. 



Wincharger." an automatic windmill device, 
which keeps the battery in a charged condi- 
tion. An assembly drawing of this instru- 
ment is given, from which its construction 
may be seen. The charger should be oiled 
and greased once a month. The generator 
cover must be removed in order to gain 
access to the rear bearing, and the terminal 
posts. If the generator causes interference 
in the receiver on the short-wave bands, a 
special switching arrangement is supplied by 
the makers which will allow the generator to 
run without harm although it is not charg- 
ing. It should be noted that the generator 
will be damaged if allowed to run when it is 
not connected or not charging, unless the 
above mentioned switching arrangement is 
used. 

The necessary connections to the battery 
and controls are made from the charging 
panel, a drawing of which is shown. The 
meter thereon will indicate the rate of charge 
or discharge of the battery. If repairs have 
been made to the generator or panel it is best 
to test these units for correct operation be- 
fore they are put in use. This can be easily 
done by connecting a short piece of copper 
wire between the upper and lower connec- 
tions or leads of the relay. This shorts 
the relay and makes the charging generator 
act as a motor, which will revolve the 
propeller and cause the meter to show a dis- 
charge of about 4 A. This is a positive 
check of connections in the circuit. The 
same connection may be made if the machine 
is new and stiff or if the lubricant is cold, 
to start it turning. 

No connections are shown to the receiver 
from the battery, in the diagram of charger 
connections. The receiver is simply con- 
nected directly across the battery, care being 
taken to observe the proper polarity. Wirr 
no smaller than No, 6 B & S gauue should 
be used for this purpose. Wire from charger 
to battery should be No. 8. up to 50 ft. ; No. 
6 up to 100 ft. : No. 4 up to 200 ft. 




OET 2.* r 1»av.C 

75 
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WARD 10-TUBE ALL-WAVE HIGH-FIDELITY SUPERHET., SERIES ODM 



(Features: undistorted power output, 5 W.; ranges, 535-1,730, 1,715-5,800, and 5,750-18,000 kc.; variable band width intermediate; metal 

tubes; available for any power supply; dual volume control.) 



C2l>, 



-£- ^Wu 




The socket volt a pes of this receiver are as 
shown in the table: 



Tube 


Heater 


Plate 


S.-G. 


Cath. 


Cath. 


Type 


Volts 


Volts 


Volts 


Volts 


Ma. 


VI 


6.1 


265 


120 


3.7 


9.0 


V2 


6.1 


265 


110 


9.5 


3.8 


V3 


6.1 


265 


120 


3.7 


9.0 


V4 


6.1 


265 


120 


3.7 


9.0 


V5 


6.1 


110 




0 


5.8 


V6 


4.9 








90 


V7 


6.1 


265 




14 


5.0 


V8. 9 


2.5 


265 




50 


22 


V10 


6.1 


0 




0 


0 



These readings are taken with antenna 
shorted to ground and volume control at 
maximum. The line voltage should be 115 
V. Heater voltages are read across the heater 
or filament prongs, all other voltages from 
prong to ground. The total power consump- 
tion of this outfit is 90 W. at 115 V. 

The circuit alignment is accomplished ac- 
cording to standard practice. Alignment 



frequencies are: 456. 1.730. 1,500, 600. 5.800. 
5.000. 18.300. 15.000. and 6.000 kc. It is 
absolutely necenmry to use a signal genera- 
tor and an output meter for alignment work. 
The selectivity control should be turned to 
the "sharp** position and left there for all 
adjustments. The band switch must be in 
the "B** range or broadcast position when 
aligning the I.K.. and the volume control at 
maximum point. Care must be exercised to 
set the attenuator of the service oscillator 
at the minimum position necessary to se- 
cure a satisfactory reading on the output 
indicator, in order to prevent A.V.C. action 
from causing false readings. 

It will be noted that a dual Volume control 
is used, and that section K3 is shorted out 
when the band switch is turned to the second 
short-wave position. When not shorted, this 
control functions to lower the sensitivity of 
the receiver at low-volume settings, to cut 
down the noise pick-up between stations. 

The average sensitivity of this set on the 
various bands is as follows: "IV range, 
.7-microvolt, absolute; "C** range, 1. micro- 
volt, absolute; "D" range, 2 microvolts, 
absolute. It may be found in certain cases 
that when a station is tuned in with the 
selectivity control in the "broad" position, 
the station will disappear when the control 
is turned to the "sharp** position. This is 
normal and does not indicate any fault or 
misalignment of the receiver. 



600HC TQimmER (C55) t OOO KC T«.mm£R (OA) 




The locations of the various trimmers in 
the receiver are shown on the small diagram. 
The "C" numbers correspond with those on 
the main diagram. 

Another small diagram is given showing 
the necessary connection to be made for the 
use of a phonograph pickup. A good quality, 
high-impedance pickup must be used. A 
low-impedance pickup will necessitate the use 
of a matching transformer. 

On some early models of this receiver, the 
tone control was connected as a series resis- 
tor, rather than as a potentiometer. The 
resistor. R18. was not used in early models. 
The 6K7 metal tubes replace the 6D6 tubes. 
Condenser C35 is not used in all models. 

The resistance values of all inductances are 
shown on the diagram in the form of small 
figures in parentheses. Those marked (X) 
are too low for accurate measurement. 




INTERNATIONAL MODEL 66 AND 666, 6-TUBE SUPERHET. 

(Uses regulator tube; dual band; A.C.-D.C. operation.) 



Alignment should be made by use of out- 
put meter and service oscillator. Set latter 
at 448 kc. and attach lead to set antenna 
connection. Align I.F.T. 1, then l.F.T. 2 for 
maximum output. Place band switch at 



broadcast position, turn set to 1.400 kc. and 
feed a very weak 1.400 kc. signal from serv- 
ice oscillator to antenna. Adjust trimmers 
on gang condenser for host response. Adjust- 
ment at 1.000 and 600 kc. must be made by 



carefully bending plates of tuning condenser. 
Socket voltages are as below : 




Tube 


Cath. 


Sup.-C. 


S.-G. 


Plate 


Type 


Volts 


Volts 


Volts 


Volt* 


VI 


14 


0 


100 


100 


V2 


1 


1 


100 


100 


V3 


5 






65 


V4 


0 




100 


87 


V5 


100 






35 



Line voltage should be 118 V., and volume 
control full on. A variation of 10 per cent 
is allowable. All measurements made from 
tube prong to circuit ground. 

No alignment is necessary for the short- 
wave band since this is accomplished auto- 
matically. As a rule poor sensitivity is a 
sign of incorrect l.F. alignment, which should 
be carefully checked in such cases. 



RADIO-CRAFT for APRIL. 1936 



611 



www.ainericanradiohistorv.com 




A department devoted to members and those 
Interested in the Official Radio Service Men's 
Association. It Is the medium for exchanging 
ideas, kinks, gossip and notes of Interest to 
Service Men, or others Interested In servicing. 



THIS MONTH'S SHOP PHOTO 

Radio-Craft, Orsma Department : 

I am enclosing a photo of my service bench (Fig. A). 
This was taken at a time when we were "rushed to death," 
so it looks rather mussed up. 

I read the ORSMA Members' Forum page first, always, 
and believe it to be helpful to all Service Men who read it. 

Mylo H. Candee, 
Pasco, Washington, 



Everything seems to be handy to the Service Man in this 
shop. Note the tool panel and well-stocked tube shelf. This 
is a hint to many who do not have such convenient facilities. 



AN ODD TROUBLE 

Radio- Craft, Orsma Department: 

Recently, I had a rather baffling condition while repairing 
a Crosley receiver, of a type using 2 wet electrolytic con- 
densers. A flat-type resistor had been found defective and 
the set had to be turned upside down and on its side before 
this resistor could be replaced. When the job was finished 
and the set turned right side up it was found to be inopera- 
tive. A complete test of all voltages showed everything to 
be in perfect shape but no signals could be heard. Yet every 
tube, every voltage and every circuit tested OK. 

A final last check revealed that while working with the 
set on its side, a small amount of the liquid from the elec- 
trolytic condensers had dripped out and fallen between the 
condenser plates, thus shorting several sections and effec- 
tively grounding the grid circuits of several of the tubes. 
A blotter, carefully applied, absorbed the liquid and normal 
operation was soon restored. 

I submit this in the hope that it may help some other Serv- 

Flg. 1. This drawing was submitted in our "Ideal Service Shop" contest by 
Mr. F, T. Holmes, of Old Town. Maine. Although it did not win a prize, it 
was thought sufficiently interesting to warrant publication as a novel hint to 
other Service Men. 




Entrance 




Fig. A. The Service bench of Mr. Candee. which appears to be very 
conveniently arranged. 

ice Men who have run up against the same stumbling block. 

Richard R. Stan, 
Pittsburgh, Pa, 



FROM A PROSPECTIVE MEMBER 

Radio-Craft, Orsma Department : 

Although I am not a member of ORSMA I would like 
to say some things about this valuable department. 

All 3 articles in your January number interested me. 
When I read Mr. Musson's article I was about half-through 
shielding my shack with copper screen. It has been the 
Devil's own job and I have been wondering whether to finish 
it or not, but after reading this I have decided to complete 
the job. 

The next article gave me a laugh. I had such an experi- 
ence myself several years ago, only in this case I found a 
large family of mice had been "squatting" in a Fada con- 
sole. 

The last, but not least, article is a sticker. My idea of 
servicing sets at home is "all or nothing." I carry a Su- 
preme 89D tester and a Supreme 189 signal generator on 
all service calls, and I find that with a good stock of tubes 
and a few selected tools I can take care of about half the 
jobs. But for a complete and well done job one must have 
so much at hand that I believe the shop work bench with 
its convenient equipment, tools, and parts is the proper 
place. 

I am interested in joining ORSMA. Please send details. 

J. Fred Gagnon, 
East Harwich, Mass. 
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A JUST COMPLAINT 

Radio-Craft, Orsma Department: 

I wonder if you could help me out of a little difficulty. 
I reside in an apartment, and downstairs and a few doors 
to the east is located a branch store of the National Tea 
Co. They have recently installed a combination cash regis- 
ter and adding machine which is run by an electric motor. 
The latter is not equipped with a (Continued on page 637) 
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MUSICAL STATIC 

(Continued from page 58!») 

MUSICAL 'STATIC" 

A violin was equipped with small pieces of 
metal foil (from a cigarette package) in posi- 
tions A and B in Fiu. 3 and these strips wore 
connected to the input of the amplifier, in turn. 
Some success resulted, hut it was found that 
sharp motions of the bow caused sounds similar 
to static to be amplified. Finally a line wire 
was wrapped around the wooden frame of the 
violin bow <C) and this wire connected to thi» 
amplifier. This gave much Greater volume — 
and the quality for sustained tones was much 
better than in the other two methods. How- 
ever, in this case, too. the static sounds were 
heard when the bow struck the strings sharply. 

While limited in its scope, these experiment^ 
with the violin — in which metal, gut ami wire- 
wound strings were vibrated by the horse-hair 
of the Im>w— definitely established the effect as 
one of friction. It will be noted that no rubber 
was used in the last experiment, thus showing 
that any substance with strong static-electrical 
e fleets (in this instance* the resinrd bow) way 
be used. 
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THE RUBBER B AND "HARP" 

The last experiment — and perhaps the most 
successful one from a musical standpoint — con- 
sisted of stretching rubberbands across a metal 
plate between bindinpposts in such way that 
one set of the bindingposts could be turned, to 
tune the strings. Then by tuning the strings 
like a harp or piano and plucking the bands 
lightly, a very fine electronic musical instru- 
ment was produced. The sounds did not remotely 
resemble those ordinarily produced by stretched 
nibberbands when plucked near ones ear. The 
instrument has a rich, musical tone which is 
©specially fine on the bass tones. (See Fig. A.) 

In the small experimental model, covering one 
chromatic octave, which was made, tones as low 
89 low C could be produced with all the beauty 
of a grand piano— but with an individuality of 
tone quite its own. 

The amplifier used in the experiments outlined 
above, as shown in the photos, had a gain of 
130 db. and an output of 15 W. It was designed 
for Public Address work — but any high-gain 
amplifier will serve. 

The electronics experimenter will find an in- 
teresting subject in this static effect — and who 
knows, per hap-* an even more useful development 
than the "Hard-O-Phone** — as we call the rub- 
berband "harp"* may be discovered ! 

(Credit is hereby given to The Review of 
Scientific Instruments and Indiana University 
for the basic idea presented above. All prac- 
tical applications such as the microphone, violin 
pickup and "harp" were devised by the staff of 
Radio-Craft. — I Id it or) 



AN A.C.-D.C. ELECTRONIC 
RELAY 

(Continued from page 589) 
high sensitivity, and is easy to set up and 
adjust. It ha* been found that a person can 
hold a hand stationary at a distance of several 
feet from the antenna and turn the relay on 
and off just by pointing and then lo tee ring one 
finger! The device docs not create inter fere nee 
in radio receivers, because the power output of 
the oscillator is small and the wavelength of 
oscillations is above the broadcast band. The 
sensitivity of the circuit, that is, the distanre 
between hand and antenna at which the relay 
operates, is controlled by adjustment of C3 
and It2. The maximum plate current of the 
25A0 is adjusted to a value sufficient to close 
the relay by adjustment of R3. The antenna 
can be a piece of tinfoil glued to the show 
window. The oscillator coil can be a com- 
mercial type of 8-mhy. center-tapped R.F. 
choke. This coil should be mounted close to 
the GQ7 socket so that leads can be short. It 
will be seen that since the circuit operates 
directly from a 110-V. line, no power pack is 
necessary. However, because of the direct 
connection to the line, the whole circuit, except 
the antenna and antenna-lead, should be en- 
closed in a box so that there is no danger of 
shock or of shorting the power line to ground. 
And if a metal chassis is used, care must be 
taken to avoid shorting either the metal shield- 
ing of the tubes to chassis; or, the chassis to 
a grounded object. 

This article, has been prepared from, data *m/>- 
plied by courtesy of RCA Manufacturing Co, 



WHEN SELECTING YOUR 
SERVICE-TESTEQUIPMENT 



* Triplett tube testers and 
panel instruments ap- 
proved for time payment 
sales under F.H.A. plan. 



TRIPLETT TWIN 
Used as standard 
equipment in No, 
1200 Volt-Ohm Mil- 
liammeter Unit. 




on 




Master Unit Model 1200 
Volt-Ohm Milliammeter. 



MASTER UNIT TEST SET. Model 1206 — 
A Complete servicing laboratory con- 
sisting of four separate units. Each can 
be purchased separately. 



Model 1206 complete. Dealer Net Price— $82.67 





lilCTRICAL INSTRUMENTS 



Triplett Electrical Instrument Co. 
164 Harmon Drivr. Bluffton. Ohio. 

I ']<>;i s<> send inc rmuplcU- inhumation on 

Moifel Z Nt» 1 

Name 

AiMre«» 

Vily ... 



THOR'S Latest P.A. 5 - Tube Hi -Fidelity Amplifier 

Has less than 2 dll variation between 20 to 
1 1.000 cycles. Rate<l Gain 75 <1B. Power out- 
put 16 watts continuously ami peak of 20 watts. 
This sensational performer is built around the 
following tubes ( l>-IlCAx8V— < 1 )- UCARfi— 
<l >-UCA57 — (2) 2 UG's. Tubes Specially priced 
at $3.95. 

Completely wired 1, y { - gj 

ami tested . „ . . ... 4F l/L«Ti/ 
Ready to operate les9 S l'* ak ^ ^ ■ •# 

Kola G 12" Hi-Fidelity speaker with output 

transformer to match $10.45 

Kola 12" K-12 speaker to match $3.95 

Order direct from this ad. 
MAIL ORDERS PROMPTLY FILLED 




167 Greenwich st. 



NEW YORK. N. Y, 
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TECHNICIANS' DATA SERVICE 



CitSii Ao. i Stuck on m set with an unfimn'li ir 
(^A\C rirunl. They spent long hours tracing 
trouble ,iud studying munii.ds nt vain . . . 
HTrmlJy they turned to MODKHN RADIO 
SKHVlCl\<i 11 ml there on piigf 17 i found i 
enmplete des« notion of this very ()AV(j ein-uit 
\\ ttli thul limy !o<iih*d 1 1 uj trouble in ten minutes 
and soon had the set working |M*rfeotly 

OlSC A«. 2 A low-priced u.c,-d.c„ midget f| ifl 
sonic kirn J of ' liirudih hum" trouble tln-y IuhJ 
nevor nut :n-nitM lmfuni . . MODKHN H \I)K ) 
SI H\ It'lNli gavo them tin cuos<*i mid mioiMlii^s 
oil o:i^*s- U2H to Mil, pin! llitihum w as 4 t»iii|»lololy 
mid « 1 1 1 1 1 k 1 y t-Jiuiiiiati^l hy suoply <onn<ithig a 
0 (Mil nifil ifiinh user from oun. sidr of t lie- power 
line lt» ground. Hours were saved t 
Cftse Ao. 3 Two previous service men had 
ttnnplclel> gi\eu up on ,m \mruil McmIiI 71 (Ml 
troubled with nit « mm tent n*< t pi ion . . Hut 
this service shop Iiirnod first to ft MHO Hl'Jl.U 
SKHXKJ; l)\T\ (Supplum-nt to UObLhiS 
ItAhlO SICIU I < : 1 f\ ( » ) . mid there 011 |Higtt :U of 
the, "Case History" Hod toiind thai h mis 
shorting in the entiled wiring might be the 
trou hie The iMHik was right — and tint ciistomor 
delights! — to say nothing of the service men! 

OlXf.Yo. 4 This simp lind two good tiN-hiiieians, 
hut neither one held the "selling kii.u k,' mid thei'r 
advertising never soenwd to pull" ... In 
MOhKHN KAHlO SKH\ ICINtl they found .1 
!><J-piigr 4 Impler that guv* tin m score** of prm-jlcnl 
tested tips oil selling mid advertising They 
tried out a few ami now their only problem is 
CiiUhing up with the orders' 

/If re's the o#i«? intttk that has 
everything you need f<> ktiatv 



MODERN RADIO 

SERVICING 



by Alfred A, Ghirtirdi 
1 "iOO jMf!<-s, 706 illustrations. 
Together with 240- 
pnge Supple 
merit.* 




What kind ot Jj.furiiu i it ,iu Jou nml niottl 
U Trul instrumrnti? □ Latent ifat m^ihod*? 
] leRteit repair mclhodi' □ Caw Hbtorie* - ? 
H Jjp *nd »ilv«n*in« 



JOSEPH CALCATERRA 



DIRECTOR 



A special arrangement between RADIO' 
CRAFT magazine and the publishers of this lit- 
erature, whirh permits bulk mailings to inter- 
ested RADIO-CRAFT readers, eliminates the 
trouble and expense of writing to each individual 
organization represented in this department, 

2. Hammari.und 193G Catalog. Contains 12 
pages of specifications, illustrations and prices 
on the new line of Hammarlund variable, mid- 
get, band-spread and adjustable condensers ; 
trimming and padding condensers ; R.F. and J.F, 
transformers, coils and coil forms ; sockets, 
shields, chokes and miscellaneous parts for ultra- 
short- wave, short-wave and broadcast operation, 

3. How to Get a Hammari.unh 1930 Short- 
wave Manual, A circular containing a list of 
contents and description of the new 16-page 
Hammarlund Short-Wave Manual, which con- 
tains construction details, wiring diagrams, and 
list of parts of 12 of the most popular short- 
wave receivers of the year. 

4. The "Comet Pro" Short-Wave Super- 
heterodynes, Describes the outstanding fea- 
tures of the standard and crystal-type Hammar- 
lund "Comet Pro" short-wave superheterodynes 
designed to meet the exacting demands of pro- 
fessional operators and advanced amateurs for 
a 15 to 250 meter code and phone receiver, but 
which can be adapted by anyone for laboratory, 
newspaper, police, airport and steamship use. 

5. Electrad 1936 Volume Control and Re- 
sistor Catalog. Contains 12 pages of data on 
Electrad standard and replacement volume con- 
trols, Truvolt adjustable resistors, vitreous wire- 
wound fixed and adjustable resistors and volt- 
age dividers, precision wire-wound non inductive 
resistors, center-tapped filament resistors, high- 
quality attcntuators, power (50- and 150-watt) 
rheostats and other Electrad resistor specialties. 

57, Ribbon Microphones and How to Use 
Them. Describes the principles and operating 
characteristics of the AmPerite velocity micro- 
phones. Also gives a diagram of an excellent 
humless A,C. and battery-operated preamplifier, 

62. Sprayberry Voltage Tables. A folder 
and sample pages giving details of a new 300- 
page book, containing 1,500 "Voltage Tables" 
covering receivers manufactured from 1927 to 
date, published by Frank L, Sprayberry to 
simplify radio servicing, 

64, Supreme No. 385 Automatic Tester. A 
technical bulletin giving details, circuits and 
features covering this new Supreme develop- 
ment designed to simplify radio servicing. In 
addition to the popular features of Supreme 
analyzers and tuhe testers it contains many 
direct-reading features which eliminate guess- 
work or necessity of referring to charts or 
tables, 

67, Practical Mechanics of Radio Service. 
Information, including cost, features and outline 
of lessons of the Frank L. Sprayberry course in 
Radio Servicing, and list of Sprayberry Data 
Sheets for modernizing old radio equipment. 

73. How to Eliminate Radio Interference. 
A handy folder which gives very complete infor- 
mation on how to determine and locate the 
sources of radio noise by means of the Sprague 
Interference Analyzer. A description of the 
analyzer and method of using it is included, to- 
gether with data on how to eliminate interfer- 
ence of various kinds once the source is located. 

74. Sprague 1936 Electrolytic and Paper 
Condenser Catalog. Gives specifications, with 
list and net prices on a complete line of wet and 
dry electrolytic, and paper condensers made by 
the Sprague Products Co. for radio Service Men, 
set huilders. experimenters and engineers. In- 
formation on the Sprague Capacity Indicator, 
for making capacity tests on condensers and in 
servicing receivers, is included. 

75. Sprague Teu-U-How Condenser Guide. 
A valuable chart, compiled by the Sprague Prod- 
ucts Co, which tells the proper types, capacity 
values and voltages of condensers required in 
the various circuits of radio receivers and am- 
plifiers, and how to locate radio troubles due to 
defective condensers. Includes data on condenser 
calculations. 

76. Facts You Siiouij> Know About Con- 
densers, A folder, prepared by the Sprague 
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Radio-Craft Technicians' Data Service 
99 Hudson Street. 

New York City, N.Y. RC-4 36 

Please send to me, without charge or 
obligation, the catalog, booklets, etc. 
the numbers of which I have circled be- 
low. 

2 3 4 5 57 62 «4 
67 73 74 75 76 77 

My radio connection is checked below: 

( ) Service Man operating own business. 

( ) Service Man for manufacturer. 

( ) Service Man for jobber. 

( ) Service Man for dealer, 

( ) Service Man for servicing company, 

( ) Dealer. 

( ) Jobber. 

( ) Kxperimenter, 

( ) Professional Set Builder. 

( ) Amateur Set Huilder, 

( ) Short Wave Work, 

( ) Licensed Amateur. 

< ) Station Operator. 
( ) Radio Engineer. 

( ) Laboratory Technician. 

( ) Public AddresH Worker. 

< ) Manufacturer's Executive. 

< ) Student. 

( ) - - 

I am a : 

( ) Subscriber ( ) Newsstand reader 

I buy approximately of radio 

material a month. (Please answer with- 
out exaggeration or not at all.) 



Name 



Address 



City State 

(Please print name and address) 

Avoid delay. The catalogs and booklets 
listed are now in stock and will be sent 
promptly as long as the supply lasts. 
Please use this coupon in ordering. The 
use of a letter causes confusion and de- 
lay. 



Products Co,, which explains the importance of 
various characteristics of condensers, such as 
power- factor, leakage, capacity and voltage in 
determining the efficiency or suitability of a 
given condenser to provide maximum filtering 
and safety in operation. 

77, Supreme 391 P. A. Analyzer. This book- 
let describes the features and use of the new 
Supreme 391 P,A. Analyzer, designed to equip 
the radio Service Men to cash in on the con- 
stantly growing opportunities for service in 
the sound equipment and public address systems 
used in movie theatres, schools, churches, audi- 
toriums, etc. 



THE RADIO MONTH IN RE- 
VIEW 

(Continued from page ~>R.l) 

terns, refrigerators and other forms of man-made 
stut ic and will, to some extent reduce natural 
static, though it is not a "static eliminator." 

Mr. James J, Lamb who designed the new unit 
stuted : "The general principle comprises one 
tube paralleling a tuhe in the receiver's I.F. 
amplifier, followed by a rectifier. The rectified 
no/se current* are fed back through a circuit ami 
applied to n previous tube in the receiver to 
block or rentier that tube inoperative for the 
duration of the noise impulse. 

"The period the device is active may be so 
small that the ear does not perceive any change 
in the program quality." 

In other words, this device is a special type of 
automatic volume control! 
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NEWEST APPLICATIONS OF 
ELECTRONICS 

(Continued from page 5KG ) 

the lijsht will be modulated with your voice 
ins trad of the ttO-cycJe variations of the power 
line. Hy this means, you have accomplished 
the seeminr impossibility mentioned above — 
you have made your voice modulate a liKht 
beam. 

For those interested in the amplifier shown 
in Piir. 2. ihe following values apply: 
Tl — A.F. Transformer; 

T2 — Power transformer, (JO ft V.. cenler-tappe< 
hitfh-voltajje winding. 5 V. filament winding, 
and two 2 5 V. filament windings; 

Kl — 60-ohm resistor, center-tapped ; 

112 — 13.100-.>hm resistor: 

K3 — l.f»00-ohm, l-W, resistors; 

HI — 10-meK. resistors: 

R5— 0.1-mep. resistors: 

Kti — 1-meir. resistor: 

K7 — 2.500-ohm. l-W. resistor: 

CI — .01-mf. condensers: 

02 — 2 mf, condensers: 

CS — 7 mf. condensers ; 

Ch.l — output choke: 

Ch.2 and Ch.3 30 hy. filter chokes: 
"H" — 90 V. battery. 

OIL-WELL WATER INDICATORS 

The electronic engineer has even invaded 
the oil fie Id *, for in Figs. 3 and 4 we have 
equipment which will locate with great ac- 
curacy, the depth at which water is entering 
an oil well. In the past, efforts have been 
made to make such measurements, but the 
general method has been to add to the con- 
tents of the well, such materials as will make 
the liuuid electrically conductive, then to 
measure the amount of such conductivity at 
various levels. 

The newest scheme operates on the principle 
of the difference of light conductivity of limiid, 
as measured hy a photoelectric cell. The re- 
sults are said to be more uniformly accurate, 
and the test may be made much more quickly. 

The method is very simple. The well is 
first "conditioned." by dumping in a quantity 
of mud or dye which will uniformly color 
the water and Jmver its light conductivity. 
The mixture is circulated so as to form a 
uniform density. A test run is then made 
with the instrument and a irraph drawn from 
the readings of the associated meter. Then 
a mtantity of the water in the drilling is 
bailed out to allow the so-called "'formation 
waier" to enter. The water locator is then 
again dropped down the shaft and the meter 
readings plotted on the graph. Next, a third 
run is usually made after more water has 
been bailed out. The last run is made after 
mixing the fluid near the source of the forma- 
tion water with the bailer. The 4 curves are 
then studied and the source of the water 
can be very accurately determined. 

The actual locator is quite simple in con- 
struction, as may be seen by reference to 
Fig. 3 It. At the extreme bottom is a screw 
switch, by means of which the light is turned 
on before the apparatus is dropped down the 
shaft. The water enters a passage at the 
bottom of the casing and pusses up over the 
lower lens and out the side of the casing. 
In doing so it intercepts the light beam to 
the PE. cell, which is located directly above. 
This interception causes changes in the cur- 
rent through the cell which are trans- 
mitted through the cable to the meter on 
the surface. 

The simple circuit used is shown at Fig, 4. 




AN AUTOMATIC ELECTRONIC 
POTENTIOMETER 

(Continued from ixigc 598) 

the final readings. Changes in supply voltage, 
vacuum-tube characteristics, photo-cell effi- 
ciency, light-source intensity, etc., lie outside 
the critical circuit. Thus* the instrument can 
be used on the regular power supply, and need 
not he checked against a standard cell. The 
standard resistor is arranged for plug-in con- 
nection, so that the range of the instrument may I 
be changed at will. 

This article has been prepared from data 
nupplied by courtesy of Weston Electrical In- 
strument Corp. 



Allied i Radio 

CORPORATION 

833 W. JACKSON BLVD..Chtcaqa 




ALLIED RADIO CORP. Dept. D 

833 W. Jackson Blvd., Chicago. 
□ Send me your FREE NEW SPRING 
SUMMER 1936 RADIO CATALOG. 



AND 



CODE teacher: 

The NEW Master Teleplex 

Kor beginner*, experienced operators, and schoolroom. 
The sure easy way to learn cwle and ro >iep n> *«>ur speed. 
Tli is amazing new instrument will record your own send- 
ing on double row perforated paper and repeat it hark to 
you at Any speed you desire. 10.000 words c.m Ik* recorded 
on one iypc. 

No Batteries' No Winding All Electric 

It Is the same In principle; and in operation is «|ual to 
the Wheat stnni' Perforator and Transmitter, which cost 
over *|.00il. 

Buy It or Rent It 

Send fot Folder „\l, uhleh tetls you how to get the use of 
this Instrument without tmyiiiK it. No obligation. We fur- 
nish complete course and personal Instruction u'i<h :i money 
hack guarantee. I^ow eost. easy terms. Write today for 
information. 

TELEPLEX CO. 
72 Cortlandt St. New York City 

The New Master Tele pie*— "The Choice of Those Who Know" 



STENTORIAN 

SOUND AMPLIFIER NUCLEUS 

REM KM HER I 
- Build your 
Amplifiers 
STKNTOUIAN 
» so —tor pow- 
erful clear 
volume at low 
eo«t. Kor sta- 
d i ii m >. call 
h y s t e m «, 
I-Mlces. h a n - 
quets, advertis- 
ing, etc. 

XIV LETS includes "Pull-Plum*' moist urc- proofed 
transformer, chokes, audio?, outputs and lettered chas- 
sis. 'M0-i;»-30 watt amplifier*. A. Ait power. 2.5, 
6.3 v. tutics. Also for mike I're-Amplthers: and lot- 
tery amplifier. 

rprri Send for full details nnd Mlus. bulle- 

rritt ' » tti — STK NTOH I AN Amplifier Nuclei 
and name of your distributor 

General Transformer Corp. 
504 S. Throop St., Chicago 
Manufacturers off Replacement Units_ 
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Train at Home Under 
FACTORY ENGINEERS 
for GOOD PAYfpsre^tme 
and Ju If -lime Jobs in 

RADIO 



RADIO-CRAFT 



foi 



APRIL, 1936 



LEARN TO EARN 



A 

WEEK 



" p to$75..„.. 

If w>u 're illssiit lulled uiili small |mv — and an uncertain fu- 
Turi'. Kvt in> l>lg Fit KB t>ook. "HAhJO'S n'TTUiv AND 
YOI "IIS."" Tills l«^k i i*J Is liow you fan |p«rn al liomt uit- 
tirr tht* HUprrvisiou of factory mir inters 10 make more 
minify ulmoiil al om-v in ItaJio — how to make Radio 
life's work, or how to earn $3 to $20 a wwk extra in 
snare time. 



your 
your 



MORE OPPORTUNITIES THAN 
EVER BEFORE 

\\K\T, was Hat No's hing«»t year. Over 5 million new gets 
suli!. (her 110 million ilollars paid for sen- ire alone. Where 
(inly h feu hundred men were employed a short time ago. 
Thoutiaiidti are employed loday. Anil where a hundred job* 
liiiid up to $7,"i a week— there are thousands of twh 3ol» 
riniay iimny pnyiiiK e*en more. New full time johs and 
lime Jul»s are IjeiiiK created all the time. 



'SHOP TRAINING 
HOME 



ft 



FOR THE 




It-T-I Training is different. It conies to you right out of 
The factories where Radio nets and other varumn-tuhe de- 
vices are made. It whs Manned and prepared and Is super- 
tlsed h.v radio cngim-ris IN theae faetorien — by men ah' 
iMilnti'il for The |iut|i»*e. R-T-I wlil I rain you as the 
Radio ImUmtrv uams yuii trained. 

TELEVISION. PHOTO 
ELECTRIC CELLS. 
PUBLIC ADDRESS 
SYSTEMS INCLUDED 
Radio sen 1 ice «ork is 
plentiful hut It's only tha 
starring point In K-T-! 
T r ii i n 1 n k. From there 
you'll go Thniuuh the 
whole field of Radio anil 
Kkrt ron ies. You will learn 
aluHjt every new develop- 
ment, including Tele- 
vision you'll he ready 
when Television hreaks. 

4 WORKING OUTFITS 
FURNISHED 

Start almost at onre do. 
iiu: part time radio work. 
I furnish 4 outfits of ap- 
haraluti that Jim hulld 
into test etiuipment with 
which .volt can iln arlual 
johs and earn extra niniiey. 
My training pays its own 
way. ami yon cet jour 
money hark If not satis* 
lied. A ne or lark tif ex* 
m-r tenet- is no handicap 

FREE BOOK 

I'iiid out why R-T-l 
Traltivd men Kel "tlulek 
Results" ami "Rig Re- 
sults. Semi for "Kadlo's 
Kul ore and Yours" tndav. 
It tells aljout lludio's 
iuna?.ing upportunit les. It 
doft-rllieN my approved 
train inn — what R-T-I stu- 
dents are dolnu ami mak- 
ing. II (fives lilt- named 
of -~0 II niis who endorse 
and r«'eotiimeufl R-T-l. 
It's FREK. 



BIG MONEY CN AUTO 
AND POLICE RADIO 
WORK 

W. II. Purr. 40.> N. ItittiSt., Ktti.wtp 
<'ily, Kmid.. U.T.I muJ.-i.t 
■ fittrfr iff 35 radio cquipt>r<i l"i.li.-r- 
.HTH. Ilf ***i*> S1T30 no .1 month .i1.ll 
fix- auto. bui>. oil. etc. II* wij». 
■"It I tinil m.t tiikfii yi-nr mntw I 
■>uuld hot I"- uiili" to lit.ld litis fth." 



MAKES $600 IN ONE 
MONTH 

lli-rln-n h. ItiujiiMun. Gorman. 

wturtPiJ iiiukinft irtuln-J ttilh 
I « hfwin* finished, tl.- "U>-- 
•.iiim>.,( my It 11 TruininK I made 
1*50 in 3ei.tr ruber and over WOO 
in OdnU-r. 1936. It pay* to be 
K-T-l Tr»in*d." 



Ray D. Smith 
President Radio and 
Television Institute 

Dept. 224 
2150 Lawrence Ave.. 
Chicago 



MAIL COUPON FOR FREE BOOH 



1 RAY D. SMITH, Pr*ald*nt 

| Radio and T*l*vl*ton Inttitut* (R-T.l) 

* 2 ISO Lawrvnc* Av*. T D*pt. 224 

I Chicago, 111. 

I Without obligating me, send Kit UK Uottk a Unit snare- 

| time and full-time Radio opportunities anil how I can 

| I tain for them at home. 

| Name „ „ - 

J Address - 

| * - ity State 




MAKING A "PERSONAL" SET 
FOR THE BLIND 

(Continued from page 585) 
superhet. of the latest type, ha vim? an A.C.-D.C. 
| power supply unit. Iron-core coils are used 
throughout to produce the greatest possible 
efficiency in a small space. Metal tubes are 
also employed, for the same reason. 

A 6A8 is used as combined first -detector and 
oscillator. This is followed by a new type metal 
tube — a 6P7. This tube is a combined pint mi r 
and triode which acts as both the I.F. amplifier 
and the second-detector. By an unusual met hot! 
nf tapping the bias resistor, the single cathode 
is allowed to supply the correct bias for pentode 
I.F. amplifier and triode detector. The A.F. 
tube is a pentode — a 25A6 — which is similar to 
the type 43 having a 25-V. filament. 

The rectifier tube is a double cathode tube 
similar to the 25Z5 glass tube. One cathtxle is 
used for plate supply to the tubes while the 
other supplies the field current for the speaker. 

The filter choke in the power supply unit is a 
special type unit having windings designed to 
reduce the degree of hum to the lowest possible 
level. The coil is enclosed in a heavy shield to 
limit the field surrounding the coil. These pre- 
cautions were taken because the set is to be 
used with phones and even a low hum level 
becomes annoying after a time when you are 
wearing headphones. 

Condenser C20 prevents annoying clicks, etc. 
(due to electric light switches being snapped 
off and on, etc.). on headphone reception; re- 
verse the line plug for least hum. 

An adjustable tone control, C14. consisting of 
a group of small fixed condensers and a switch, 
all in one bakelite case mounted on the side of 
the cabinet, takes the place of the usual resistor 
and condenser. This serves the double purpose 
of blocking condenser for the phones and tone 
control. This hookup of the phones permits the 
use of Rochelle salt "crystal" headphones. 

THE CONSTRUCTION 

The layout of the parts can be seen from the 
Photos. It is not essential to follow the layout 
exactly, though any wide change might cause 
circuit oscillation or hum and it is advisable, 
therefore, to follow the layout as nearly as pos- 
sible. 

The circuit is straightforward and should 
cause the amateur set builder or Service Man 
little trouble. 

When the wiring is finished and the set is 
ready for adjustment, turn the tuning switch 
to the Position for normal tuning and adjust 
the trimmers on R.F. and I.F. coils as well as 
the padder of the oscillator over the entire 
broadcast hand. 

Finally, adjust the double pre-set (Ca to Ce) 
condensers for the various local stations desired, 
moving the station-selector switch, Sw.3, to the 
correct position for each station as desired. 

(Additional details concerning "pre-set" con- 
densers are contained in the article, "Making the 
Lazy man '4' Receiver," October, 11*35, Rutlio- 
Craft.) 

LIST OF PARTS 

•One set of poly iron coils, antenna (1501) oscil- 
lator (2000) and trap coil (R4561 ), LI. L2 
and L3; 

*Two polyiron 465 kc. I.F. transformers, (types 
ClOlm and C200m ) IFT1 and IFT2 : 

One Wholesale Radio 2-gang. 365 mmf. variable 
condenser, Cl and C2 ; 

One Solar <TQD) dual 70 mmf. trimmer C« : 

One Solar (TQD) dual 100 mmf, trimmer Ch; 

One Solar <TQD) dual 140 mmf. trimmer Cc ; 

One Solar (TQD) dual 220 mmf. trimmer Cd : 

One Solar (TQD) dual 400 mmf. trimmer Ce : 

•One dial (with special braille numerals for 
blind section, and kc. scale for visual tutting) ; 

One IRC 150 ohm, 1 W. resistor. R2 ; 

One IRC 10.000 ohm. ^-W. resistor, R3 ; 

One IRC 300 ohm, 1 W. resist«>r. R4 ; 

One IRC 2.000 ohm. 1 W. resistor, R5 ; 

One IRC 625 ohm. 1 W. resistor, R6 : 

One IRC 20.000 ohm, 1 W. resisti*. R7 ; 

One Rlan 178 ohm line cord resistor. R8 ; 

One IRC 0.1-meg. 1 W. resistor, Rfl ; 

One IRC 0.5-meg. 1 W. resistor, R10; 

One Centralab 25,000 ohm volume control, with 
line switch, (No, 4 taper) Rl and Sw.l : 

One Centralab 2 circuit, 6 position switch, Sw.3; 

One Aerovox or Cornell-Dubilier .002-mf. con- 
denser, C3 ; 

Seven Aerovox or Cornell-Dubilier 0.1-mf. con- 
| densers, C4, C5, C7, C8, C9, CIS and C21 : 
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One Solar 400 mmf. padder, C6 ; 

One 4 mf. Aerovox or Cornell-Dubilier 50 W 
electrolytic condenser, CIO ; 

One Aerovox or Cornell-Dubilier 250 mmf, con- 
denser, Cll; 

Three Aerovox or Cornell-Dubilier ,01-mf, con- 
densers. C12, C19, C20; 

One Aerovox or Cornell-Dubilier 10 mf. 50 V. 
electrolytic condensers, Ci3 ; 

*One tone control, C14; 

One Aerovox or Cornell-Dubilier 8 mf. t 200 V. 

paper condenser, C16 ; 
Two Aerovox or Cornell-Dubilier 8 mf., 200 V. 

electrolytic condensers. CI 7. C18; 
One Wright-DeCoster 8 in. dynamic speaker with 

2.000 ohm field, and transformer for type 

25A6 tube; 

One Alloy Transformer Co, 150 ohm filter choke 

in a heavy alloy case, Ch.l ; 
Four Eby octal sockets ; 

Two Hamniarlund 85 mhy. R.F. chokes, R.F.C 1 

and R.F.C.2; 
One Blan aluminum chassis, 16 x 6 x 2 in> 

high ; 

One Blan shorting-type phone tip-jack unit 

JI. J2; 
One Ulan snap-switch. Sw.2 ; 
*One coronet 6 AS tube, VI : 
*One coronet 6P7 tube, V2 ; 
•One coronet 25A6 tube, V3; 
•One coronet 25Z6 tube. V4 : 

One cabinet, and miscellaneous wire, screws, etc. 
(•Names of manufacturers sent upon receipt of 
a stamped, addressed envelope.) 



OPERATING NOTES 

(Continued from page 596) 
bypass. The leads to the screen-grid were clipped, 
the screen-grid tied together and bypassed with 
a .5-mf. tubular condenser and no further trou- 
ble was experienced. This comlenser has been 
found defective in several of these sets. 

Kennedy 4 A.C-D.C. The receiver cut out 
and was very noisy, A thorough check of the 
chassis revealed all components to be oK. 
Finally, ench tube was jiggled in it* socket! 
whereupon the trouble was localized in the 
socket of the 6H7 tube. A loose connection was 
found at the plate terminal of the socket. This 
was resoldered and the receiver gave no further 
troub]c - Stanley Stolba 



A.C. Dayton "Navigator" — Unusual Tube 
Fault* One of the most baffling cases we have 
ever had was an A.C. Dayton, Navigator. This 
set hud excellent selectivity but hardly any 
volume. The voltages and current measurements 
were normal and no defective parts could be 
found in the circuit. The owner hnd mentioned 
something about "special tubes." and this led 
us to investigate as to what kind of tubes the 
set had originally used. Sure enough, the set 
hnd come equipped with Speed tubes, which have 
a very high mu. The repair was etfected by 
replacing all of the 27 -type tubes in the set 
with 56-type tubes, after which the set had 
plenty of Volume. EUGENE Kincbey 



Echophone (No model number visible). The 
complaint was, terrific noise, while tuning and 
at times weak reception, more noticeable on deep 
tones. (Note: the line switch is on the tone 
control.) 

An analyzer test disclosed nothing at first hut 
when reception "Mocked" and the tone control 
shaft been me hot it showed a defective tone con- 
trol condenser, with resultant lack of plate 
voltage, 

Ren iling plates out of tuning condenser cleared 
up the tuning noise. They had been touching in 
certain positions, 

Lyric Model D. The owner complained of ris- 
ing and falling volume. Also, turning on a light 
in the house won It! cair*e volume to be deafening. 
Oscillation was sometimes apparent. 

An analyzer test disclosed correct voltages, 
tubes tested OK, also substituting new ones gave 
no different reception. 

The remedy was a new volume control. Also 
added .25-mf, to screen-grid and cathode by- 
pass units which cures oscillation in all these 
models. 

Philco Model 20. The set made a noise like 
an express train. An analyzer test gave no in- 
dication of incorrect voltages. All units and 
tuhe* tested OK but a new volume control madt? 
reception normal. Davis Rapio Servick. 

Po rt tt ft c La Frairiv, Xfau., Canada 
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THE SINGING KEYBOARD 

(Continued from page 588) 
instrument, it had to be simple, positive in 
action and inexpensive. Above all. the mechan- 
ism must be so designed that it would not inter- 
fere with the delicate touch of the keys. Many 
seemingly favorable methods had to be discarded. 

A COMPLETED INSTRUMENT 

Fisture A is a general view of the instrument. 
It will be noted that there is nothing unusual 
about the appearance for, in fact, it is simply 
an orthodox 5«octave organ keyboard with the 
usual electrically-connected stop keys. The form 
of the console may be whatever taste dictates ; 
this model was designed for the home of a "cliff 
dweller" in a New York City apartment, hence, 
the keys telescope into the cabinet when not in 
use. In a cabinet no larger than the one shown, 
as many as 3 manuals may be accommodated 
with all the necessary stops, couplers, etc. 

Figure 1A illustrates the equivalent of a 
piano-action key. For the sake of clarity, but 
1 key (and action) is shown, but it will be 
obvious that each key of the keyboard has a 
similar action (with its attendant photoelectric 
mechanisms) . 

THE KEY ACTION 

When the key (A) is depressed by the player's 
finger, as shown, instead of striking a string 
as is usual in a piano, it causes the drum (B) 
to be rotated clockwise 90 deg.. thus draw- 
ing a sound track (C), attached to this drum, 
across a Hfcht slit and between the exciter lamp 
(G) and the customary photoelectric cell (D). 
A more simple means that was found to have 
merit was to attach the end of a loop of sound 
track to the hammer arm of an ordinary piano 
action and thus perform the same function as 
the drum shown in the sketch. 

Let us suppose that we are to use this ma- 
chine as a special-purpose instrument for mak- 
ing "talkie" cartoons- At once it will be evi- 
dent that we have a machine with which the 
composer may try out various combinations of 
words and music and learn at once just how 
they will sound in the finished work. The in- 
strument will probably have 10 or more sound 
tracks recorded side-by-side upon the strip of 
film, and featuring such words as "quack" for 
a duck ; "meow" for a cat : "moo" for a cow. 
etc., and. perhaps the words "la la." or the 
"hum" of a human voice. 

OBTAINING ONE-WAY ACTtON 

At E of Fig. 1A is shown a simple device 
that permits the sound track to pass light im- 



pulses to the photoelectric cell only while travel- 
ing in the clockwise direction. This little bit of 
fabric or other opaque material which acts as 
an auxiliary light shutter, makes the reciprocat- 
ing sound track behave. It will be noted that 
the lower end of this little curtain is in contact 
with the film surface and, consequently, is drawn 
clear of the light beam when the sound track 
travels to the right. 

In this manner the bit of sound track says 
"quack" or "la la" or whatever is recorded upon 
it, only when a key is depressed and not when 
the key is released or at any other time. The 
optical system and exciter lamp are designated 
by F and G. 

Figure B shows a bit of motion picture 35 
mm. film with the usual sound track at one 
side and occupying about 1/10-in. of the width. 
Since we have no picture to occupy the portion 
of the film usually reserved for it. we may record 
upon this area some other words which may be 
brought into play by manipulating the stops at 
the keyboard, these stops move the light beam 
over any one of the sound recordings or other- 
wise shut off those not desired. 

The sound track shown in Fig, B is an actually- 
recorded "quack" of a perfectly good live papa 
or mama duck— and not an imitation. It could 
as well be the bark of a dog, the hum of a hu- 
man voice at the proper pitch, or the universally- 
understood "la la" known to all, and to my mind, 
superior to much of the twaddle indulged in by 
some of our tin pan alley song writers. 

SECURING PERCUSSION EFFECTS 

Figure 11) illustrates a rather interesting type 
of light shutter mechanism used on the new 
poly- tone instrument that produces percussion 
effects. At (A) is the light shutter: (C) is a 
flexible shaft and a tiny connecting bell crank 
which is operated by a solenoid controlled by the 
keys: (B) is the light shutter with an opening 
or window adjacent to the flexible shaft that 
operates it: (D) is the percussion cycle of a 
struck piano string: and, (E) is the sustained 
cycle of that same vibrating string. 

The action of these shutters that produce per- 
cussion effects is as follows. When a key is 
depressed and the solenoid (not shown) pulls 
the little shutter crank, the shutter and the 
flexible shaft rotate 90 deg. and in so doing 
the leaf of the shutter without an opening opens 
the aperture over the percussion cycle. This 
aperture is quickly closed but in so doing the 
window in the shutter opens up the sustained 
cycle of the string recording. 

Space will not permit more detailed descrip- 
tion but very interesting developments are being 
made daily. 



NEW DEVELOPMENTS IN P.A. 
AMPLIFIERS 

(Continued from page 695) 

coup ted to a pair of 6C5s which in turn drive the 
output tubes through a special driver trans- 
former. 

POWER STAGE 

Four 6F6s in push-pull parallel are used in the 
output stage. It was found that these tubes 
can deliver more power and at less distortion 
connected as pentodes, rather than as triodes. 
In the circuit shown, the available power output 
is 35 W. at 5 per cent distortion, and 40 W. at 
1 Per cent. The 6F6s in A prime operate some- 
what differently than the type 42 glass tubes, 
and appreciably more power can be obtained 
from these tubes as pentodes than as triodes, 
and at low distortion. Due to the higher mu of 
the tubes operated as pentodes, low bias is re- 



quired (21 V.) for A prime operation, and also 
less driving power is necessary. A pair of 
6C5s were found capable of driving the 4 pen- 
todes to maximum output with self-bias. 

It will be noted that 1,000-ohm resistors are 
used in series with 1 pair of grids to stabilize 
the push-pull parallel combination. The input 
and output transformers are very important 
in this A prime circuit and should be perfectly 
matched, or the power output will be consider- 
ably reduced. The output transformer shown 
is universal in nature, having both a 500-ohm 
line termination and also a tapped voice-coil 
winding which will take care of any number of 
reproducers up to 20. The hum level is kept at 
a negligible value through the use of a good 
2-stage, choke-condenser Alter and an addi- 
tional resistance-capacity filter in the first stage. 

All in all, it is apparent that the metal tubes 
lend themselves well to the construction of high- 
quality P.A. equipment. 

This article has been prepared from data sup- 
plied by courtesy of United Transformer Corp, 



The circuit of the Metal tube amplifier described. 
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WESTON 

Instruments 



put more 
money in my 
pocket" 



rh 



My '665' Analyzer ■Pf 
has served me for al- 
most three years (since it was first in- 
troduced) and it's good for years to 
come. I don't have to buy a new ana- 
lyzer for the metal tubes. That saves 
me a good sum. And it's the most 
dependable instrument. Look how 
WESTON designs and builds." 



Exclusive Socket Selector— saves time — and 
removes obsolescence factor from the 
analyzer. 

Quality wire- wound resistors — insure accu- 
rate readings under all temperature and 
humidity conditions. 

The world-famed WESTON 301 Meter — 
sensitive and sturdy —stands the gaff and re- 
mains accurate. 

Exclusive open-circuiting pin jacks — permit 
quick insertion of meter for current measure- 
ments, without disturbing circuit. 



Full wave bridge type rectifier— accurate 
over wide frequency limits. 

And this name WESTON is on instruments 
used in laboratories the world over ... the 
finest procurable. 

• 

The above statement from a 
WESTON owner merely confirms the 
reports from users everywhere. 
WESTON Instruments cost far less 
because they are built to serve for 
years. The coupon will bring com- 
plete information. 



WESTON ELECTRICAL INSTRUMENT 
CORPORATION 

599 Frelinghuysen Avenue, Newark, N. J. 
Send bulletin on Weston Radio Instruments. 

JVame..-— ** 

Address— • • 

City.. 



I 



State 
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Radio Engineering 
Library 

—especially selected hy radio specialists of 
Mciiraus-iiitl publications 

—to give most complete » dependable coverage 
of facts needed by all whose fields are grounded 
on radio fundamentals 
—available at a special price and terms, 

These hooks cover circuit phenomena, tube theory, net- 
wiirbs, measurf mentis, and other subject* — give specialized 
treatment of all Ileitis of practical design and application. 
They are hooks of re«>gnfied position In the literature — 
hooks you will refer to and be referred to often. If you are 
practical designer, researcher or engineer In any field 
based on radio, you want tiiese books for the help they 
give In hundreds of problems throughout the whole field 
of radio engineering. 

I volumes, 2W1 page*, 2 toe Illustrations 

1. Evcritt's COMMUNICATION ENGINEER- 

ING 

2. Terman'a RADIO ENGINEERING 

3. Chaffee's THEORY OF THERMIONIC 

VACUUM TUBES 

4. Hand*. HIGH FREQUENCY MEASURE- 

MENTS 

5. Ilenney'a RADIO ENGINEERING HAND- 

BOOK 

10 days' examination. Special price. Monthly payments. 
$36.00 worth of hooks cost you only $23.50 under this 
offer. Add these standard works to your library now: pay 
small monthly Installments, while you use the books. 

I 1 

SEND THIS ON-APPROVAL COUPON 
McGraw-Hill Book Co., Inc. 

| 330 W. 42nd St., Now York, M. Y. | 
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SHORT-CUTS IN RADIO 

(Continued from page 601) 

thnn trying 1 to count the turns after the winding 
is completed, 

Henry C. Mattincly. 



HONORABLE MENTION 

CHEAP RELAY. Having need for a photo-cell 
relay and having a lack of cash ( I), the 
unit in Fig. 10 was rigged up. It is made from 
the filament relay of a discarded Philco "B" 
eliminator. The original winding was removed 
and the bobbin Wound full of No. 32 enam- 
eled wire. This relay will operate on very low 
current. 

W, R. MCEl.MURRAY 



HONORABLE MENTION 

DIAL REPAIR. Certain types of vernier dials 
of the traveling-pointer type developed annoying 
slippage after they have been in use for a 
time. The dial disc wears thin, as may be seen 
in Fig, 11, The repair is made by taking the 
shaft out and tapping it lightly with a hammer 
to close the groove slightly. 

E. E. YOUNCKIN 



HONORABLE MENTION 

BAR KNOBS. Many radio experimenters have 
old i obsolete radio dials in the junk box. These 
may be converted into bar knobs by cutting off 
the sides with a hacksaw. The operation is 
shown in Fig. 12. 

George. M, Shriveb 



HOW TO MAKE A "MAGIC 
EYE" OUTPUT INDICATOR 

{Continued from page 587) 
A standard-size flashlight lens and focusing 
shell is used over the 6E5 tube shield to en- 
large the image. This is not strictly necessary, 
but it does help prevent accidental breakage 
of the tube dome. 

APPLICATION AND USES 

Due to the high input resistance of the 6B7. 
and because of the blocking condenser used on 
the HI tip-jack, the shielded lead, when plugged 
into the HI side* can then be attached anywhere 
from antenna to loudspeaker. 

Starting from the antenna, with the shielded 
lead clips from antenna to ground, very little 
decrease of shadow is noted — the same result is 
noted from grid to ground on the first R.F. 
tube — but from grid to chassis, and from plate 
to "B plus'* of the following stages there should 
be a progressive decrease in shadow width as 
the amplification of the receiver increases, 
stage by stage. 

Putting a D.C. voltage, fluctuating or other- 
wise, on the grid of the 6B7, will cause that 
voltage to be amplified, and when applied to the 
diode Plates will flow through unchanged (since 
you cannot rectify D.C). Therefore, a fluctu- 
ating D.C. voltage will cause a fluctuating shad- 
ow width. It is very interesting to watch the 
shadow follow the variations in audio voltage. 
It is obvious that with 2 of these units con- 
nected to input and output stages of a receiver, 
many useful tests can be performed. For in- 
stance, a crackling A.F, transformer with a de- 
fective secondary, would cause the shadow of 
unit No. 2 to jerk open and shut while unit No. 
1, connected across the primary would remain 
steady. If the primary, only, should happen to 
be defective, both units would show a jerky 
shadow. 

The underside of the indicator chassis. 




LIST OF PARTS 

One chassis, drilled, black crystalline finish; 
One Stancor power transformer, 600 V. C.T., 

6.3V., 5.V.; 
One Stancor filter choke; 
One Aerovox 4 mf. condenser; 
Two tube shields with bases, for dome-type 

tubes ; 

Three Eby wafer sockets, 1— 4-prOng, 1— 

prong, 1 — small 7-prong ; 
Three Eby insulated tip- jacks (1 — Black, 1 — Red, 

1— Green) ; 

One 36-in. shielded lead, with clips and phone 
tips : 

Four Aerovox 0.1-mf, bypass condensers; 

Two Aerovox mica condensers, 1 — 100 mmf. and 

1 — 500 mmf.; 
One Aerovox 5-meg., % W. carbon resistor ; 
One Aerovox 1.5 -meg., % W. carbon resistor; 
One Aerovox 1-meg.. l /> W. carbon resistor; 
Three Aerovox 0. 5-meg., % W, carbon resistor; 
One Aerovox .2'>*meg.. H W. carbon resistor: 
One Aerovox 300-ohm, x fa W, carbon resistor ; 
One 5 ft, rubber-covered A.C, line cord with 

cap ; 

One roll hookup wire; 

One RCA-Radiotron, Sylvania, or National Union 
6E5 tube; 

One RCA-Radiotron, Sylvania, or National Union 
6B7 tube: 

One RCA-Radiotron, Sylvania, or National Union 
80 tube; 

One standard-size flashlight lens and holder. 



OPENING DOORS AUTOMAT- 
ICALLY 

(Continued from page 589) 

CIRCUIT ARRANGEMENT 

The electrical circuit operates directly from 
the regular 60-cycle lighting line (see Fig. 1). 
The transformer, A, converts 110-120 V. light- 
ing power to 440 V. Since the load on the 
secondary of this transformer is extremely 
light, well under I.W., it does not require a 
very high power rating. In fact, transformers 
like those in radio receiving sets may be used 
(so long as the voltage requirements are 
satisfactory). 

Choke coil B should have a fairly high in- 
ductance, say of the order of 100 hy. The 
maximum current drawn through this portion 
of the circuit is extremely low and for that 
reason, a current-carrying capacity of 1 ma. 
will be ample. If more convenient, this in- 
ductance may be replaced by a fixed condenser 
with a capacity of 0.1-mf. 

The adjustable resistance, C, should have 
a maximum value in the order of 20,000 to 
50.000 ohms. Screen-grid resistor D should 
have a resistance of 50 to 100 megs. 

The photo-tube at E is an SR-50 type. A 
cardboard or metal tuhe, approximately 2 ins. 
in dia. and from 8 to 12 ins. long, may be 
mounted vertically below the sensitive cathode 
of the photo-tube, which rests in a horizontal 
position in the control box. Directed so as to 
pick up the reflection of the headlight beam, 
such a tube will tend to prevent operation of 
the photo-tube by extraneous light from one 
side or the other. 

The heart of the device (F, Fig. 1) is a 
type KU-618 grid-glow tube of the cold- 
cathode type. It has no filament, and oper- 
ates by breakdown or ionization of the neon 
gas within. 

When there is no light falling on the photo- 
tube, the grid-glow tube passes no current 
except for a few microamperes (between the 
shield and cathode); the amount of this cur- 
rent is limited by the 10-meg. resistor, G. As 
soon as light falls on the SK-50 photo-tube, 
the grid voltage is increased and current 
passes between the anode and cathode. 

This current passes through relay winding 
H; this winding should have a resistance of 
between 200 and 1.000 ohms. The relay may 
be of the D.C, "telephone** or other similar 
type. With some types of relays, it may be 
desirable to place a small condenser of 0,1-mf. 
or larger, across this winding to prevent chat- 
tering. The contacts of the relay will in turn 
close the circuit through the bell-ringintc 
transformer, I, and energize the winding of 
the door-opener indicated at J. 

Our Information Bureau wilt gladly supply 
manufacturers names ttnd addresses of any item* 
mentioned in Radio-Craft. Please enclose stamped 
and set f -addressed return envelope. 
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TAPERS OF MODERN VARI- 
ABLE RESISTORS 

(Continued from page 5U3) 

or is connerted standardized upon 6 variable ro- 
s stance tapers as suited to any probable radio 
need. About a year ago. however, curve No. 5 
was omitted as unneressary. and curve No. 7 
was a<lde<l. Thi-se curves arc shown in Fie. 1. 

Resistance tapers 1, 2 and 4 are illustrated 
with the low end of the taper at the riirht side 
of the chart, because they are intended for 
circuit locutions where smooth resistance rhan*r«' 
from the riirht terminal is most important, and 
are tested from that end in manufacture. 
Curves 3, 6, and 7 are commonly used in cir- 
cuits where smooth resistance chance from the 
left end is most important, and are therefore 
tested from the left terminal. 

Figure 2 illustrates the 18 basic circuits that 
are commonly used for volume or tone control. 

Taper 1 has uniform resistance change from 
either end. Jt has a uniform load characteristic 
d ssipatinK 1 W. through the total resistance. 
l »-W, through half the total resistance, etc. 
It is the safest taper to use when in doubt since 
fair control may he obtained with it in almost 
e-.ery circuit, although the taper properly desig- 
ated will give better control. Commonly used 
n circuits 4. 5. anil 15. 

Taper 2 has slow resistance change at maxi- 
mum volume. The rate of change progressively 
increases as the knoh is rotated counter-clock- 
wise. This is sometimes termed a reverse log. 
taper. Principally used as a series rheostat in 
the cathode or plate circuit where the current 
carried may be heavy at maximum volume but 
very small at minimum volume. Recommended 
for circuits Nos. 4, 8, or 9. 

Taper 3 has very slow resistance change from 
the left or minimum volume end with a smooth 
change from the right end. This taper was 
especially developed for the many small receivers 
u ing a single potentiometer to control both the 
Hiitenna and "C-bias" circuits. Use where the 
control changes the bias of 1 or 2 tubes 
with the maximum resistance not exceeding 25.- 
000 ohms. Do not use when controlling the 
bias of more than 2 tubes or with heavy bleeder 
current, for this taper may then be overloaded 
and eventually burn out. Taper 3 may he used 
in circuits Nos. 1, 3. or 6. 

Taper 4 has slow resistance change from the 
right or maximum volume end with a short 
taper from the left end. Like curve 3. it is in- 
tended for antenna — "C-bias'* circuits. With 
the same overall resistance as taper 3, taper 
4 will carry much more current in the "C"- 
bias circuit because of the more gradual re- 
sistance change from the right end. Use where 
' C-bias" change gives the principal volume- 
control effect. Commonly used in circuits Nos. 
7. a, or «J. 

Taper 6 h a semi-log. curve with slow re- 
sistance change from the left or minimum vol- 
ume end. Used as an antenna shunt, as a tone 
control, and as a volume level control in the 
A.F. control-grid or in most A.V.C. circuits. 
Recommended for circuits Nos. 1, 2, 3, 10, 11, 
12, 13, 16, 17, and 18. 

Taper 7 is a true fog, curve providing straight 
line attenuation over a range of 60 decibels. It 
is a very expensive taper to manufacture. 

Many of the newer sets have a taper volume 
control to provide some mensure of tone compen- 
sation. In nearly every instance, these are tap- 
ered similar to curve No. 6 with the tap located 
at approx. 10 per cent of the max. resistance. 

This article has been prepared from data sup- 
plied fiy courtesy of Ccntralab. 



DISTORTION IN RESISTANCE- 
COUPLED AMPLIFIERS 

(Continued from page 598) 

can be noted by comparing curves R and C, and 
curves D and E. To aid in interpreting results 
for practical applications, curves R, C, D and K 
of Fig. 2 are re-plotted in Fig. 3 as functions 
of R (indicated as B* C D* and E\ respectively). 

For purposes of illustration the triode section 
of a type 6Q7 tube wa* used but it is obvious 
that the principles apply to all tubes of this 
general class with this type of output coupling. 

Thin article has been prepared from data 
supplied by courtesy of Hy grade Sylvan ia Corp, 



These Splendid Books 

FREE! 

Think of itl 2 books 
full of invaluable in- 
formation, to be had 
for just the mailing 
costsl One with 20 
c o m plet e trans m ittcr 
designs including 12 
tested transmitter RF 
section designs and 8 
modulator and speech 
amplifier designs. Cir- 
cuits, complete parts 
specifications, induct- 
ances, etc. all included. 

Tett complete designs for 
public address amplifiers 
in the other book. It In- 
cludes one for every pur- 
pose, from 3 Watts to 30 

Watts output, with complete parts lists for each. 

These books should be in every amateur's technical library. They are invaluable for reference 
purposes. Just 22 cents in stamps, to cover postage, brings them both to you, or get them 
from any Standard Distributor. Send for your copies today. 

STANDARD 
TRANSFORMER CORP. 

856 Btackhawk Street, Chicago, Illinois 



mmi this coupon! 



I STANDARD TRANSFORMER CORPORATION. 
| Dept. C, 856 Blackhawk Street, Chicago, III. 
I am enclosing 12c for Transmitter Manual. 
I am enclosing 10c for Amplifier Manual. 





$ PRAGUE 

FINEST LINE OF 



AMERICA'S 



SsAwLce Wtsn 



, htndjr Pncktt Tool Cm— k**on ynm tool* 
I tuc'thr-r in • conrrni*nt |.|*ce. Fit* in ynur li»P 
I !*x*«rf or fmti-ni on your belt. SftV** wMt and tear 
|o n pocket*. lUv* your loot* r**dr when you need 
I them. Hif h f rad« genuine leather cam. douhla 
•ewed, imp (lap- Kae it at y<nir iobhrra 
if he cannot •tiPPljf Voil write Ufc> HI li 
L t rated circular of Radio Service Aid* 
LFR.EE on requptt 

GENERAL CEMENT MFG. CO. 
(r<k1,o 0»n«i«a) Rockford. IlllftOl* 



Please Soy That You Saw It in Radio-Craft 



. . . Now vou can get an 8 mf d. Sprapue 
450 V. Condenser for only 57c net — either 
in the Tiny-Mikes or standard size units. 
..uOr, if you want the finest, most uni- 
versal replacement money can buy, try 
an 8 mfd. EC "GOO Line'* unit — the Rolls 
Royce of Condensers. 

Remember: YOU DON'T HAVE TO 
CHECK SURGE VOLTAGES IN A 
RECEIVER WHEN USING EC's AS 
REPLACEMENTS. , . . 

You owe it to your reputation to use 
the best— ON EVERY JOB. 

SPRAGUE PRODUCTS CO. 
North Adams. Mass. 



CONDENSERS 

QUALITY UNITS 




SRVE $$$on R8D1QS 



«5T 




Buy »< factory . 

rboo« Inm AC DC All....*. 
Fans. Car and M«Ul Tut* modvla 
Sand po.tc.rd for NEW I9J6 Baraa.n 
C.i.V->« FREE. Ct <Wta.U of 30 
day TRIAL plan .ad Aj«nt - lUr _ 
propo-t**- Ai» aia for 9*t NEW I 
Part* CalaJoa. 

ZEPHYR RADIO CO. , 

11 m Li*«m««, Dvtrtri, Mi*. DEPT. 
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Tube, fcnos 

FILLED WITH 
WAX 



TlN rou LINCM etTWfttH 

(two layers of wax- impregnated 

■ CAncftOARO TUOlNtt, A AN« B 




SPIRAL tHO OF WlH lUD? 
SOLDERED TO FOIL ENDS Or 
MON-lMDUCTtVELY WOUNft 
CON0EN4CR SECTION 




Ale t a I- Sealed 

TUBULARS 

In addition to a thoroughly impregnated section 
and wax-sealed ends, these units have an im- 
bedded metal-foil wrapping to keep out mois- 
ture. Truly triple-sealed. Most dependable. 
Longest life. Note these features: 

A Thoroughly impregnated 
Paper section. 



0 Tube ends filled with 
wax. 

m Metal- foil liner in card- 
board tubing. 



\ Wax*impregnated card- 
board tubing. 

M Truly tri ple*$ealed. 
Dampness cannot pene- 
trate. 

m Longer life. Belter terv- 
ice. 



W% ATA Send for new 1936 Catalog covering 
■ "complete AEROVOX line of condens- 
ers and resistors. Also sample copy of monthly 
Research Worker. 



LJ CORPORATION 

77 Washington St. : Brooklyn, N. Y. 



Train Now fir New 

RADIO ~ 




Analyzer & 
Resistance 
Tester— 
Latest 
Design — 
YOURS 
Without 
Extra Cost 



Get Into a Line 
Where There's 
Action — Every Day — 
And a Payday Every 
Week-You Be the Boss! 

II I Kb t now while hundreds are 
looking for work wht»rp there 
I«n*t any. the radio service 
nYld can use trained men. 
With the [»r<»|HT training and 
the necpssary equipment, yo» 
run enter this field and make 
a ciimfnrtiihle living. We In* 

elnd** with our c«mrse this modern set analyzer and 
trmihlf shooter wit hunt any extra charge. This 
pfeee of i>ipt1|nnent Ims proved to bo n rahinhle 
help to our im-mlNT*. Aft<*r n hrlof |u*riixl uf trnin- 
Infr you ran take the set analyzer out on service calls and 
really compete with "old timers/' We show you how to 
wire shortwave receivers — analyze and repair alt type* of 
radio sets— and many other profitable Joha can be yours. 
Teaching you this Interest I tin work Is our huMness and we 
have provided ourselves with every facility to help you 
team Quickly yet thoroughly, if you possess average intelll- 
Pence and the desire to make real progress on your own 
merits, you will be Interested. 

ACT NOW — MAIL COUPON 

Start this very minute! Send for full details or our plan and 
free booklet that eiplalns how easily you can now rash In on 
radio quickly. Don't put it off! Write today. SEN D NOWl 

S RADIO TRAINING ASSN. of AMERICA ■ 
I Dept. RC-64. 4525 Ravens wood Ave.. Chicago. 111. 
• Gentlemen: Send me details of your Enrollment Dan ■ 
■ and Information on how to learn to make real money • 
I In radio Quick. ■ 



Z Name.. 



■ Address.. 



Chy... 



ELECTRONIC MUSIC 
FUNDAMENTALS 

(Continued from page 592) 
sented to the public over coast-to-coast radio 
broadcasts and abroad, for 6 months, begin- 
ning on April 6, 1935. 

The following is a brief description of dia- 
grams of various simplified methods for the 
production of tones electrically: 

Interrupter-type Tone Wheel. Figure 1A il- 
lustrates the simplest method for the produc- 
tion of tones electrically — without amplifica- 
tion. The pitch of the tone depends upon 
the number of revolutions and the number of 
segments on the commutator passing a eon- 
tact brush per second. The quality of the 
sound from the speaker is rich in harmonics, 
but is usually marred by brush noises. 

Generator-type Tone Wheel, Figure IB 
shows a simplified method of tone production 
in the form of a generating unit consisting of 



MODERNIZING THE SET 
ANALYZER 

(Continued from page 600) 

AVAILABLE RANGES 

The A.C. voltage ranges available are 0*4* 
0-8. 0-16. 0-160. and 0-800 V. 

The D.C. voltage ranges available are 0-5, 
0-10, 0-100, 0-500, and 0-1.000 V.; direct cur- 
rent ranges are: 0-10, 0-100, and 0-500 ma. 

Three direct -reading ohmmetcr ranges are 
provided on the D.C. meter, namely, a "low 
range" — 0-3,000 ohms; "medium range"— 0- \i~ 
meg. and "high ohms" — 0-2^ megs. 

LIST OF PARTS 



One etched-metal panel : 
Two "Precision" etched-metal scale plates; 
One 9-wire analyzer cable, plug and adapters : 
One 4-deck, 12-contact rotary switch — "RANGE 
SELECTOR" : 

a toothed iron wheel which is made to rotate Two 2-deck, 12-contact rotary switches — "POS1- 



front of a magnet with a coil, A minute 
alternating current having approximately the 
energy output of an electrical phonograph 
pickup, originates in the coil and is fed to 
a matching transformer and thence into the 
grid of an amplifier, for conversion into sound 
energy at the loudspeaker or reproducer. 

"Electric Eye" Tone Disc. Figure 1C rep- 
resents a simplified photoelectric tone gener- 
ator employing a 6V, auto lamp and a motion 
Picture photo-cell. This arrangement is dif- 
ferent from those shown in Figs. 1A and B, 
since the keying circuit from the battery to 
the lamp has no influence on the sound. 

Tone Film. Tn Fig. ID, the upper section 
illustrates a well-known method of electrical 
tone production, using sound film as a medium, 
as used in the motion picture practice. Film 
A is made to move uniformly upward (or 
downward) and light from the filament of the 
lamp is focused in the form of a light alit 
onto the sound track, which has translucent 
repeating patterns. 

The lower section of 
Fig. ID illustrates the 
Eremeeff method of tone 
production. Film B is 
stationary, and rend- 
justable at desired in- 
tervals, in front of the 
photo-cell. 

Figure 2 represents a 
keyboard with 2 dia* 
prams for comparison. 
The upper diagram 
shows frequency ranges 
of various voices and 
conventional musical 
instruments, compared 
with the tones of a 
good organ. 

The lower portion il- 
lustrates methods for 
synthesizing fundamen- 
tal frequencies with 
their partials and sub- 
parttals at predeter- 
mined variable intensi- 
ties. This method of 
synthesis (artificial pro- 
duction) is used in elec- 
tronic organs and is 
impossble for adapta- 
tion to pipe organs, 
since change in inten- 
sity result* in change 
of pitch of the partials 
of the fundamentals, 
produced by "couplers." 
u^ed in the pipe-organ 
practice. (For further 
information, see "Elec- 
tromagnetic Musi c." 
last paragraph, Radio- 
Craft, November. 1932.) 

Figure IE shows a 
complete but simplified 
diagram of a synthetic 
musical tone-generator 
for producing one fun- 
damental and two har- 
monics, each of which 
is adjustable in its in- 
tensity by selected taps 
to the secondary of a 
transformer. The opera* 
tion is similar to that 
of Fig. 1C. 



TIVE and NEGATIVE SELECTORS": 
One 2-deck. 10-contact switch, special type — 

"CURRENT SWITCH": 
One dual poten. — 0-2.000 ohms. — 0-G.500 ohms — 

"ADJUST OHMS" ; 
One S.P.D.T. toggle switch — A.C. -D.C. switch; 
One D.P.S.T. pushbutton switch — "READ 
METER" : 

One D.P.D.T. pushbutton switch— "REVERSE 

METER"; 
One 0.5-mf. condenser ; 

One resistor to increase the millivolt drop of 
thte D.C. meter to 250 mv. (to complete with 
shunt values) — Ml: 

One kit of D.C. multipliers— M2-4.750 ; M3- 
5.000; M4-90.000 ohms; M5-.4-meg. : M6-.5- 
meg. ; M7-3.000; M 8-40.000 : A.C. multipliers — 
M9-8 V.; M10-I6 V.: M11-M12-160 V.: M13- 
800 V. : shunts— Sl-25 ; S2-2.224 : S3-0.555 ohms ; 

One carrying case, sockets, pin jacks, terminal 
strips, etc. 

This article has been prepared from data sup- 
plied by courtesy of Precision Apparatus Corp* 



The circuit of the modernized set analyzer. 



1 M 12 h -4 L$ h*7 -Ci 
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MAKING A COMPACT RESIST- 
ANCE-CAPACITY TESTER 

(Continued from page 593) 
output of a "B" power supply. By means of 
Sw. 1, any desired value may be fed to the 
positive test lead pin-jack via Sw. 2 and Sw. 
4, through the resistor under test to the nega- 
tive pin- jack : through Sw. 2 again to a suit- 
able resistance box for balancing-out purposes ; 
back through Sw. 4, through meter No, 1 : 
through Sw. 4, through Sw. 2 to the negative 
leg of the power supply. 

The voltage drop is measured on meter No* 2 
which connects to a D.P.D.T. toggle switch 
(Sw. 3). Meter No. 2 measures either the ap- 
plied potential or voltage drop. 

Meter No. 1 connects to a 4-pole, 4-th row, 3- 
position key switch (Sw. 4) and is Used as an 
ohm meter (when used in conjunction with a 
resistance box), with Sw.2 and Sw.4 thrown to 
position 1. When Sw.4 is in position 2, meter 
No. 1 is cut in the circuit as a milliammeter for 
breakdown test ; Sw.2 in position 2 for break- 
down test. Meter No. 1 showing the current 
through resistor under test and meter No. 2 
the voltage drop. By applying Ohm's Law* the 
watts rating (or higher) may be applied to the 
resistor. Placing Sw.4 in position 1 also shorts 
the positive leg through to the positive pin- 
jack, while in position 2 it shorts the negative 
leg from the resistance box to the negative 
supply lead when meter No. 1 is used as a 
milliammeter. This simplifies the operation 
and does away with 2 extra shorting switches. 

To use the unit as an ohm meter, Sw.2 and 
Sw.4 are placed in position 1. Switch Sw.l is 
set on 5 V. with 5,000 ohms cut in on the re- 
sistance box to give the standard -scale ohm- 
meter (that is, from 100 ohms to 0.1-meg. ). 
The remaining values are multiples — that is, the 
10 V. with 10,000 ohms will read double the 
resistance of the above range. The 100 V. with 
0.1-meg. will read 20 times the resistance of 
standard range, etc. When Sw.5 is closed we 
have the old familiar "shunt'* method: that is, 
the test lead pin- jacks come directly from the 
meter; the Potential and resistance are in series 
across the meter; meter reads full scale, This 
range covers from ^i-ohm to 100 ohms. 

Figure 1A. First let us find the value in 
ohms a resistor is high or low. Say the value 
is 15.000 ohms; with Sw.l set on 25 V.; Sw.2 
thrown to position 2; Sw.4 to position 1; and 
Sw.3 to applied potential. Noting values in- 
volve 25 V. of applied potential, resistor under 
test is 15.000 ohms. Since meter No. 1 is a 
1,000 ohm^ -per- volt meter, 10,000 ohms addi- 
tion resistance is required for full-scale deflec- 
tion. This is cut in on the resistance box. Now 
close line Sw, of the power supply unit and 
note the deflection on meter No. 2 ; adjust this to 
exactly 25 V. using the line ndjustor. Now note 
meter No. 1 deflection. Since it is known that 
the resistors of the resistance box are correct, 
if the 15.000 ohm unit is correct in value full- 
scale deflection is obtained. The amount of 
resistance cut in is the value in ohms that the 
resistor is low. 

If meter No. 1 reads less than full-scale de- 
flection, the 15,000 ohm resistor is hi eh in value 
and it is simply necessary to cut out resistance 
from the box until the meter reads full-scale. 
The amount cut out will be the value in ohms 
that the resistance is high. 

To give the resistor a voltage drop and break- 
down test, refer to Fig. 1C. When switches are 
thrown to respective position, you have this 
hookup. The procedure is then as follows : 

First connect a pair of test leads across the 
terminals of the resistor. It is 15,000 ohms with 
a 1-W. rating. Set Sw.l to 300 V.; Sw.2 to 
position 2; Sw.3 to the applied potential: Sw.4 
to position 2. Now cut in 285,000 ohms re- 
sistance on the resistance box. Close the line 
switch and adjust the applied potential to 
exactly 300 V. on meter No. 2. Now flip Sw.3 
to Voltage Drop. Meter No. 2 should read ap- 
proximately 15 V, 

To apply a breakdown test simply begin to 
cut out resistance on resistance box. The cur- 
rent in meter No. 1 will begin to increase as will 
the voltajre drop on meter 2 and by simply 
applying Ohm's Law, W~ExI and noting the 
readings of meter No. 1 and No. 2 the watts 
beimr dissipated through the resistor as resist- 
ance is cut out may be determined. 

The same procedure used for resistors can be 
used for transformer windings and choke coils. 
I A transformer winding of 3,000 ohms D,C. re- 
I sistance will show a 3 V* drop on the 10 V. 




Under-panel view of the test unit. 

scale of meter No. 2, while a choke coil of 400 
ohms D.C. resistance will show a voltage drop 
of 0.4-V. on the 1 V. scale of the meter. 



REQUIREMENTS IN SERVICING 
16 MM. TALKIES 

(Continued from page 600) 
average radio man can easily acquire a working 
knowledge are: (A) types of sound tracks: 
(B) function of the exciter lamp: (C) theory 
and operating functions of the photo-cell. 

TYPES OF RECORDING 



There are 2 types of recording in general use 
at the present time: (1) constant width — varia~ 
hie density (more commonly known as "West- 
ern Electric") recording, which consists of 
shaded lines that vary in thickness (see A, Fig. 
2) : and (2) variable n-idth — constant density 
("Photophone") recording, which, when in- 
spected, seems to be a facsimile of an oscillo- 
scope curve (see B, Fig. 2). 

In either type of recording, a definite, narrow 
beam of light, created by an intense light from 
an "exciter lamp'* is passed through an optical 
lens arrangement in the soundhead (see Fig. 1). 

16 MM. ADJUSTMENT CONSIDERATIONS 

The exciter lamp must be properly placed in 
its socket so that full illumination is obtained 
from it. The correct position of this lamp is to 
have the filament of the lamp parallel to the 
sound gate or aperture plate of the soundhead. 
It is important that the light-beam from the 
lens tube be horizontal where it strikes the 
opening of the sound aperture. 

To install the photo-cell it is important to 
know which is the anode (or positive) contact 
and the cathode (or negative) contact of the 
cell. This can be checked by looking at the 
photo-cell itself. The thin red wire running 
vertically through the center of the photo-cell is 
the positive or anode element; while the plate 
directly back of the wire rod is the cathode or 
negative element. 

There are several points of radical difference 
between 16 mm. and 35 mm. prints that may not 
be apparent at first glance to the layman. The 
16 mm. in use for sound-on-film has only one set 
of sprocket holes (Fig. 2C). and these are cen- 
tered on line with frame lines one perforation 
at each line. The sound track replaces the 
other set of sprocket holes and is .065-in. wide 
as compared to ,071 for the 35 mm. film. This 
allows for practically as great a volume level 
at 100 Per cent modulation using the variable 
width — constant density method of recording as 
is obtained on the professional recordings on 
35 mm. 

The 16 mm. traveling at 36 ft. per minute as 
compared to 90 ft. per minute for the 35 mm. 
has caused practically the same complications 
with tone fidelity as in 33^ r,p.m. recordings, 
when compared to 78. In the case of film, 
trouble was encountered in recording the high 
frequencies due to cramping in the linear 
path. However, 4.500 cycles is the present cut- 
off for 10 mm. which is near the cutoff for radio 
sets other than the latest wide-range sets cap- 
able of reproducing to 7,500 cycles. The pres- 
ent top-register for 35 mm. film is 9.000 in 
standard equipment, with an increase to about 
12.000 cycles expected shortly. 

This article •has been prepared from data 
supplied by conrtesy of S.O.S. Corp. 




AT THESE J*BJC£5 



• Model 430 Tube 
Tester $18.00 

• Model 710-A Set 
Tester .*16.SO 

• Model 720-A Point- 
to-Point Test- 
er $15.00 

All prices are dealer's 
net* 



MODEL 554-A 
NEW READRITE ALL-WAVE 

SIGNAL GENERATOR 

L Uses Plug-in Coils. 

2. Five Coils supplied covers 
range from 100-20,000 kc. 

3. Uses 2 #30 tubes for perfect 
attenuation. 

4. Calibration Curves supplied 
with each instrument. 

5. Complete with tubes, batteries 
and other necessary accessories. 

If you want a real surprise in per- 
formance, try this Signal Generator. 
Compare it point for point with any 
Signal Generator, regardless of price. 

Other Readrite Products 

Readrite manufactures all types of 
testers used for servicing radio sets, 
including: Oscillators, Set Testers, Tube 
Testers, Resistance, Continuity and Ca- 
pacity Testers, Point- to-Point Testers 
and inexpensive Indicating Meters. 




MAIL COUPON NOW! 



READRITE METER WORKS 
4t6 College St., Bluff ton, Ohio 



I am Interested In * 

IMcase send we your new 1936 Catalogue Q 



City 



... sy»tp 
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GREAT PLANS AHEAD FOR 
NATIONAL UNION RADIO 
SPECIALISTS! TIE UP NOW! 




: NATIONAL UNION RADIO CORP. of N. Y. * 
1 570 Lexington Avenue, New York, N. Y. j 

■ Send circular telling me what I can ■ 
° get from National Union and where ! ! 

, Nam* 

p Street 

I City 



State. 



METAL TUBES 

Have Not Made Obsolete 

THE SHALLCROSS 
UNIVERSAL TESTER 

Liberal allowance made on your 
obsolete meters and instruments. 



RANGES: 



Volts A.C--DX. 

5-25- 100-250- 1000 
1000 ohmc per volt 

Milliamperes D.C. 
1-10.(00. 1000 

Capacity 

.001-10 Mfd. 

Paper or eleelrolylU 

condenser*. 

Inductance 
I- 10.000 Henryi 

D.C. Resistance 

.5-5.000,000 ohml. 



Send full description of old instrument you 
wish to trade-in and 6c in stamps for Bulletin 
61 J-PE describing the Shallcross Universal 
Tester. 



HALLCROSS Mf G. COMPAN Y 

Electxtcal \UcaUiUny initiumenh, 
Aitid AccuiaU fyiisfotL 

TOO uA( pt«t IOuUvaUP 

COLLlNGDALf.PA. 



PATH OF 
ELECTRONS 




r£i J n£ ^f^-m ' ' VOLTAGE 

CATHOOE v=^ a -r ni - DlVtDER SCREEN 



VO 



A- 




VO V 2 V3 



Fig. I. Two forms of Image tubes are shown in 
cross-section, 

THE ELECTRON IMAGE TUBE 

(CoHthmtd frum page 51*4) 

were thus reflected hack from the layer (which 
was always a dense mass having a heavy metal- 
lic coating on the inside of the glass wall of the 
tube, thus making it quite opaque). 

Later research has shown that a micro- 
scopic Inyer of platinum sputtered on the 
glass or quartz plate is sufficient for the con- 
ducting layer and a thin layer of oxidized 
silver reacted with caesium vapor, forms an 
efficient photo-sensitive layer. 

This type of cathode is transluseent and, 
in fact, may be actually transparent — yet it 
arts as an efficient photo-sensitive surface. 
With this type of photo-sensitive layer, a light 
beam impinging from the rear, through the glass 
or quartz plate will throw a stream of elec- 
trons from the sensitive layer as a continuation 
of the light beam, instead of reflecting them in 
the old manner. 

It is this typo «f photo-sensitive layer that 
Dr. Zworykin uses for the cathode of his 
tube. Referring 1 again to Fig. 1A, the tube 
contains a dome-shaped cathode, a series of 
ring-shaped anodes (which we will mention 
later), and a fluorescent screen at the opposite 
end of the tube. The electrons emitted as a 
r< suit of litfht striking the semi-transparent 
cathode move in more or less straight lines, 
so that the image is reversed, just as it 
would be in a terrestial telescope of ordinary 
design; Fig. 1A shows why this is so. 

The electrons emitted by the photo-sensitive 
cathode will not all move in a straight line 
from the surface of the layer, due to ir- 
regularities in the layer's surface, etc. How- 
ever, if we place a metal cylinder in the tube 
in front of the cathode, and connect this cyl- 
inder to a source of high voltage, the elec- 
trons will be furced to follow straight paths. 
Hy cutting the cylinder into individual nar- 
row rings and applying gradually increas- 
ing voltages to these rings (giving to the 
ring nearest to the cathode the lowest volt- 
age) an increasing effect of concentrating the 
electrons toward a central or focal point will 
be obtained. Thus the electrons are not only 
made to follow straight lines, but the lines 
are forced to gradually converge. The elec- 
trons leaving the edge of the dome-shaped 
cathode are affected much more than those 
near the center and those which are exactly 
at the center are not affected at aLl, since 
the forces affecting them are equal and op- 
posite. 

Thus, the electrons leaving the top of the 
cathode are bent down and strike the bot- 



tom of the fluorescent screen, while those 
from the bottom reach the top of the screen. 
This results in a reversal of the image and 
accomplishes the desired focusing. 

Now by introducing an additional ring in 
the tube in the form of a plate with a cir- 
cular opening (or aperture) at the center, 
and connecting this plate to a source of volt- 
age different from the rings, any stray elec- 
trons will be prevented from reaching the 
fluorescent screen and the effect of the rings 
d>r "focusing anodes", as Dr. Zworykin calls 
them) will be increased. (See Fig. 1H.) This 
r.'iuses an increase or decrease in the magni- 
ijing power of the image tube over the tixed- 
fpcus type. (Fig, 1A.) 



FOCUSING THE TUBE 



In any optical instrument, it is important 
to have some means for adjusting the foeii. , 
This cannot be done by moving the electrodes, 
when the tube has been sealed off, so the "ef- 
fective position 1 * of the focusing anodes and 
aperture plate are adjusted by varying the 
potentials applied to these electrotles. 

Thus, by varying the potential on the aper- 
ture plate, the position of the "lens" is 
shifted, which has the dual effect of enlarg- 
ing or reducing the size of the image and 
changing the focus so that the focal length 
set by the annular anodes can be adjusted 
to bring an image in or out of focus with 
the fluorescent image screen. 

The complete tube — as shown in the illus- 
trations — contains a voltage divider within, to 
properly distribute the potentials to the focus- 
ing rings. This leaves the overall potential 
on the annular rings, the potential on the 
aperture plate and the potential on the cylinder 
surrounding the remainder of the tube's length 
available for adjustment. Although voltages of 
about 1.2f)0 are needed for the imawe tube, the 
power supply unit is quite compact since the 
current flow is very low, being used only for 
FE, current and leakage. 



PRACTICAL RESULTS 

In the demonstration of the tube, before 
the American Association for the Advance- 
ment of Science, the assembled scientists wit- 
nessed the projection of motion pictures fo- 
cused on the tube which converted light rays 
into electrons. The electrons sped through the 
tube and reproduced the pictures in enlarged 
form on the screen. (The degree of magnifica- 
tion varied between V* and 3 times by adjust- 
ing the focusing potentials.) Continuing the 
demonstration, a dark glass filter was placed 
in the beam of the motion picture projector 
being used in the demonstration. All visible 
light rays were stopped dead, yet the electron 
image tube continued to reproduce the en- 
larged picture-! with hardly any noticeable loss 
in clarity! Figure E shows the reproduction 
of a cartoon reproduced with infra-red light 
as described above. 

The demonstration also included a display 
of the effect of sphericaJ aberration when a 
flat cathode was used and the correction ob- 
tained with the dome-shaped cathode. Fig- 
ures F and G show the image of a grid 
when reproduced with both tubes. 

In the above description, an attempt was 
made to describe in as simple language as' 
possible the results and method used in the 
Zworykin image tube. The reader will find 
that a knowledge of optics as described in any 
physics text book will help in understanding 
the action and the similarity' between optical 
lenses and the newly-developed electronic 
lenses. 



Fig. E. Infra-red image, 



Figs. F. and G. Spherical aberration and its correction. 
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(Continued from, payc 605) 

phase of the receiver's construction may be 
modified to suit the constructor, since it 
is not. hy any mentis, the best method of con- J 
struct ion and is not at aU criticaJ u'ith re- , 
vard to the efficiency of the set. The coils, how- 
ever, should he mounted as shown, and not. 
too close to the ttufea of the case since the 
grounded sides will then tend to absorb enerRy 
from the coils and reduce their efficiency. 

The controls for operation of the receiver 
are all m< anted on one end of the case, which 
constitutes the upper side; this is the side 
which protrudes from the pocket so that the 
controls are easily accessible and may be 
mitnipuJated at will. The controls consist of; 
(a) the switch — for turning the filaments "on" 
or "ofF" ; (b) the volume control, which per- 
mits adjusting the sensitivity of the receiver; I 
and (c) the tuning control, which actuates 
the 2-khuk variable condenser. 

CIRCUIT DISCUSSION 

In order to secure maximum possible sen- 1 
sitivity and selectivity from 2 tubes it was 
decided to employ 2 tuned circuits. One sta»re 
to consist of T.R.F. amplification, the other 
to be a tuned detector circuit. The type JM 
tube would have been satisfactory were it not 
for its physical dimensions. Hence, the use 
of a 1A4 and a 1A6. 

In the wiring diagram it will be noted that 
the 1A4 is employed as the R.F. stage. The 
pentode section of the 1AG is employed as the 
detector, while the triode section is used for 
A.F. amplification. The gain (amplification) 
from this section, although very slight, is 
mute acceptable. In addition, there is an elec- 
tron-coupling effect (due to the construction 
of this tube placement of the various grids) 
between its 2 sections (pentode and triode). 
Consequently, any R.F. component which may 
exist in the plate of the detector tube is fed 
back, by electron-coupling, to the grid of the 
detector tube. In this manner regeneration is 
created, which serves to boost the sensitivity 
of the receiver. 

Since the voltage of two flashlight cells in 
series results in 3 V., and the tubes require 
only 2 V., an 8-ohm resistor is employed for 
reducing the initial voltage to the required 
value. The gain (amplification, or sensitivity) 
of the R.F. stage is controlled by a 200-ohm 
Potentiometer which connects across the 3 V. 
supplied by the cells. The "on-off" switch is 
connected in series, before the potentiometer, 
to prevent any constant current from flowing 
through this resistance, especially when the 
power is turned "off." 

LIST OF PARTS 

One I.C. A. midget variable condenser, 350 
mmf. each section; 

*One midget antenna coil (shield removed) ; 

*One midget R.F. coil (shield removed) ; 

One I.C. A, aluminum case, 7^x4x2^4 ins. 
deep ; 

One power switch; 

♦One midget 200-ohm potentiometer; 

One wire- wound 8-ohm resistor; 

One Aerovox or I.R.C. 6.000-ohm 1-VP. resistor ; 
One Aerovox or -I. It, C. 3,000-ohm 1-W. re- 
sistor; 

One Aerovox or I.R.C. .25-meg. *4-W. resis- 
tor; 

One Aerovox or I.R.C. 0.1-meg. 1 ,&-W. resis- 
tor; 1 
One Aerovox or I.R.C. 2-meg. V 4 -W. resistor: 
One Cornell-Dubilier .0l-m,f. 200-V. tubular 
condenser ; 

One Cornell-Dubilier .05-mf. 200-V. tubular 

condenser ; 

Two Cornell-Dubilier 0.1-mf. 200-V. tubular 
condensers ; 

Two Cornell-Dubilier 250-mmf. fixed mica con- 
densers ; 
One 6- prong wafer socket : 
One 4-Prong wafer socket ; 
One I.C.A. 5-terminal bakelite strip; 
Two No. *J35 dry -eel Is; 
One Sylvania 1A4 tube; 
One Sylvania 1A6 tube; 

Miscellaneous parts, such as aluminum scrap 
for shelving and bracket* ; knobs, etc. 
•Name and address of manufacturer will be 
furnished upon receipt of a stamped and self- 
addressed envelope. 
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. . .There's A Future Now 
For Men Who Train! 

This story from IRSM NEWS clearly shows that 
there is a good future for good wen in the Radio 
Service field. New equipment and new trends de- 
mand that YOU keep pace by training and studying, 
because among radio servicemen it is going to be 
"the survival of the fittest." 



PRACTICAL RIGHT 
FROM THE START 

Written for experienced 
serv icemen and roverinjt 
every Important suhjvrt. Voir 
c;«n do mm* jobs ami niiike 
mute money after tho first 
few lesson:;. 



Service and Public Address Engineering" 



WRITE 
FOR 
FREE 
BOOKLET 



This new CRTI course is an ''insurance policy" 
on your future. Things are changing fast in 
Radio. The good servicemen today, might be the 
"ham" tomorrow! Radio needs good men and 
you need training to hold down the job you're 
expected to do* CREI can help you as we have 
helped others — let us tell you how. 



CAPITOL RADIO ENGINEERING INSTITUTE 

14th and Park Road, N. W., Dept RC-4, Washin^on, D. C 





OXFORD 
SPEAKERS! 



A wide line of finest quality in- 
struments, moderately priced. 
There is a size and type for every 
RADIO, PUBLIC ADDRESS and 
THEATER purpose. See your Job- 
ber or write us regarding type of 
equipment you need. 



WRITE US "ATTENTION DEPT. CT 





JSotv Ready! 

"SUPER-PRO* 



The 



Amateur-Professional Receiver 

^plllv tit mat noeiver ever to bear the I lain- 
*>ti)»r1ii!i<[ name — the receiver that uul*|U-r- 
form* all iirrrrdlnjg standards of sensitivity, 
select ivity mtil lone. 

Write Dept. RC-4 for Complete Details 

HAMMARLUND MANUFACTURING CD., 
424-438 W. 33rd St., New York. 
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Build'lt'Yourself 

A Short Checker 
For Metal Tubes 
Made with Insulated 
Continental Carbon 
Resistors 
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Send this ad and $1.00 to any jobber list- 
ing CONTINENTAL Carbon resistors and 
the parts illustrated will be sent with Bul- 
letin 104 containing complete instructions, 
postpaid in U. S. A. 
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A BETTER 
SERVICE 
BUSINESS 
FOR 

YOU! 



Chances are ten to one that YOUR busi- 
ness CAN be made better, wore efficient, 
MORE PROFITABLE. 
.... You CAN get better jobs. 
. , , . You CAN expand to do all types 
of work quicker and easier. 
You CAN learn to merchandise your 
business to greater advantage. 
Enthusiastic letters from many Sprayberry 
graduates offer convincing proof. I have 
helped them on the road to success — and 
perhaps I can help you. Certainly, as a 
serviceman, you owe it to your business 
future to mail the coupon today and GET 
THE FACTS about Sprayberry's Practical 
Mechanics of Radio Service. This will place 
you under no obligation — and it may be 
the turning point in your business career. 
You have nothing to lose — much to gain. 



N. W.. 



F. L SPRAYBERRY, OUST* 

Without cost or obligation, pletse send Tour book 
■iTTTINO PROFITS AND EFFICIENCY INTO 
SERVICING." 
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EQUIPMENT FOR THE SERVICE 
MAN 

{Continued from page 595) 

forth their ideas is evidenced by the fact that 
most of the letters must have taken the Con- 
testants at least 8 or 10 hours to prepare ! 

After the winners of the contest nad been 
decided and the judges were through with the 
letters, the writers decided to carry the contest 
material a step further in order that the readers 
of Radio-Craft might obtain some practical bene- 
fits from it. Accordingly they carefully examined 
every one of the letters again and tabulated the 
essential ideas expressed in them. 

List of Essential Equipment Recommended For 
The "Ideal Radio Service Shop" 

1. Set Analyzer 

2. Tube Checkers (2) 

3. Test Oscillator and Output Meter 

4. Grid-Dip Oscillator (optional) 

5. Cathode-Ray Oscilloscope and 

Wobbler 

6. Vacuum-Tube Voltmeter 

7. Ohmmeter 

8. Wheatstone Bridge 

9. Condenser Analyzer and Tester 

10. Substitution Condenser Units or 

11. Substitution Resistor Units or 

12. Decibel Meter (optional) 

13. Magnetic-type Test Reproducer 

14. ••Universal"-type Dynamic Reproducer 

15. Test Tuner with own Power Supply (for 
Substitution) 

16. Test Turntable. Phone. Pickup. Records and 
Amplifier Unit 

17. Test Power Supply Unit 

18. Wattmeter (0-100-200.500-1.000W.) 

19. Portable Battery-Ope rated Interference Lo- 
cator (optional) 

20. Those shops which do auto-radio work re- 
quire a Vibrator Tester, arid both 6 V. 
and High-voltage Power Supplies. 

21. Those shops which service battery-operated 
receivers require a 6-V. Storage Battery 
with Trickle Charger, at least 135 V. of 
**B M Batteries, and 22 V. of "C M Bat- 
teries. 

22. Those shops which do P. A. work require 
the usual Sound Truck fully-equipped for 
portable work. 

DETAILED SPECIFICATIONS OF 
INSTRUMENTS 

(A) Portable Set Analyzer: For portable 
use. the volt-ohm-milliammeter, used together 
with a socket selector unit of the plug-in type 
is demanded by most Ser vice-Men. 

1. The outfit must make regular voltage-cur- 
rent socket analyses, and point-to-point (or 
"free reference") voltage and resistance tests 
(see section for recommended meter ranges). 

2. Most Service-Men seem to prefer the use of 
selector switches rather than pin-jack systems. 
However, those few who expressed a prefer- 
ence for the use of pin-jack terminals and 
jumpers on the panels gave good arguments 
in favor of this arrangement, claiming that: 

(a) Switches and switch troubles are there- 
by eliminated. 

(b) The panels and test instruments are 
simplified considerably as regards the wir- 
ing. 

(c) A more flexible, low -cost system is pro- 
vided, and confusion is reduced. 

3. The single-meter type instrument calibrated 
directly seems to be preferred. Fan-type met- 
ters are desired. In some cases, there is a 
preference for separate meters for A.C. and 
D.C. measurements. 

4. The analyzer should incorporate facilities for 
tube checking, and power output level tests. 

5. Provision should be made for inserting head- 
phones in the circuits to audibly test R.F. 
detector or A.F. stages for noise, etc. 

fi. The control-grid cable should be effectively 
shielded to prevent oscillation and consequent 
change of readings. A neon tube oscillation 
indicator is helpful for checking: this condi- 
tion. 

(B) Shop Set Analyzer: For shop use. 
the analyzer should have at least 2 or^ more 
meters, mounted either on the panel or in the 
unit (in the case of a rack-and-panel assem- 
bly). Fan-type meters at least 5-in. -large are 
desirable — especially when they have multiple 
scales. (See also Test Panel and Test Bench). 



(C) Meter Ranges Desired 

(a) D.C. Milliamperes : 0-5-10-25-50-100-250- 
500. 

(b) A.C. Milliamperes: 500 maximum (de- 
tailed ranges not quoted). 

(c) D.C. Amperes: 0-1-5-10-25. 

(d) A.C. Amperes: 0-1-5-10. 

(e) D.C. Volts: 0-5-10-50-150-300-500-1,000 
(1.000 ohms-per-volt. or hit/her). 

(f) A.C. Volts: 0-5-10-50-150-300-500-1,000- 
1,500 (1.000 ohms-per-volt, or higher) . 

(g) Ohms: Most of the Service Men stressed 
the necessity for a range such that low 
values down to 1 i -ohm may be accurately 
measured. The other ranges should be: 0-50- 
100-1.000-10.000-0.1 meg.-l meg.-lO megs.-30 
megs. Scales should be marked clearly to 
avoid confusion. The ohmmeters are de- 
sirable in combination with voltmeters of 
low range, or are combined as volt-ohm- 
milliammeters. 

(D) Tube Checker: Most of the Service Men 
desire to have tube checkers which are so 
designed that they will not become obsolete when 
new tubes are brought out. There should be 
sufficient sockets on them to make adapters un- 
necessary, but the use of too many sockets should 
be avoided. There should be as few controls as 
possible and the tubes should receive their actual 
rated voltages when tested (both plate and fila- 
ment). Tests should be accurate regardless of 
the line voltage, and some reliable form of line 
voltage check and compensation should be in- 
cluded. The checker should test for: 

(a) shorts between elements (hot cathode). 

(b) leakage between elements. This test 
should be very sensitive — especially for short- 
wave tubes. A neon-tube indicator for leak- 
age is preferred. 

(c) gas. 

(d) noise. 

(e) worth of tube. 

The mutual-conductance type of test is pre- 
ferred by most for service use, with an emission 
test applied to diodes and rectifiers. Some sug- 
gest provisions for plugging phones into the 
circuit for audibly detecting noisy tubes. Facili- 
ties for testing all the grid sections of multi-grid 
tubes are stressed. The English-reading type of 
tester is preferred for counter use. For field use, 
opinion is divided between the English-reading 
and the numerically-calibrated scale type of in- 
strument. 

(E> Service Oscillator: Most Service Men 
desire A.C. line operation with self-contained 
power pack. Others need both A.C. and D.C. 
line operation. Those in rural districts prefer 
battery operation with all batteries self-contained. 

The R.P. range most preferred is from 100 
kc. to about 30 mc. This provides facilities for 
testing I.F. amplifiers directly, also. All sig- 
nals should be fundamentals only, and scale 
should be accurately calibrated and clearly 
marked. 

The oscillator should be well shielded and 
provide a calibrated attenuation adjustment from 
at least V2-V. to -microvolt. The importance 
of being able to secure extremely low output for 
aligning sensitive sets below the A.V.C. point is 
stressed. 

Practically all prefer provisions for cutting in 
modulation at will (which should be variable). 
The majority prefer external modulation by the 
following methods (in the order of their prefer- 
ence) : 

(a) by a calibrated, variable 20- to 15.000, 
cycle A.F. oscillator which may also be used 
for testing A.F. amplifiers, reproducers, etc. 

(b) by a single 4.000-cycle note. 

(c) by a microphone or phonograph pickup. 

(F) Grid-Dip Oscillator: An all-wave, grid- 
dip type oscillator is generally considered valuable 
for indicating circuit resonance when matching 
tuning coils, checking shorted coils, detecting 
defective padding condensers and other effects in 
the oscillating circuit. 

(G) Cathode-Ray Oscilloscope and Frequency 
Wobbler: The concensus of opinion is that most 
of the oscilloscopes now on the market do not give 
a sufficiently well defined image, are insufficiently 
sensitive for use in aligning all receivers en» 
countered, and need a larger screen (at least 5 
ins. in diameter). The following suggestions 
have been put forth for consideration : 

(a) a frequency wobbler having a 12 kc. 
"low" sweep range and a 20 kc. "high" 
sweep range. 

(b) a 15-6.000 cycle sweep circuit generator. 

(c) an A.F. harmonic filter for distortion 
analysis. 

(d) calibrated removable transparent scale 
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MODERNIZE YOUR RADIO 



WITH THE 

MYSTIC EYE 
TUNING UNIT 



Perfect Tuning 
with the New 
Cathode Ray 
Tube. 
Can be easily in- 
stalled on all sets 
using A.V.C. with 
2% v. or 6 v. tubes. 

Completely wired 
with the standard 
Cathode Ray Tube 
24* of 5 wire cable, 
one MEG resistor 
panel escutcheon 
and mounting 
screws, and special 
bracket. 

List Price $3.00 

Regular discounts 

apply. 
See it at your job- 
ber, or write to 

EMPIRE RADIO CORP. 

1217 Washington Blvd. Chicago, III. 




7-TUBE SUPER KIT 

Kit Includes: ANTENNA COIL: R.F. 
COIL; OSCILLATOR COIL : 1st IF. 
COIL: 2nd I. P. COIL; 3-flAN(J ft1 OC 
TUN IN <i CONDENSER. lTliv . 

Schematic circuit diagram for A. C. and Auto 
Receiver furnished. 




T.R.F. KIT 



ANTENNA COIL; 2 R.F. COIL ; 3 -GANG CI 
DEJUR TCNINO CONDENSER, price. ^1**3 
Write for our special circular radio part* 
and tubes. 

Send enough money for parcel post or we sblp 
by express colled, 

ARROW SALES CORPORATION 

631 Waihintton Blvd.. Chicag o, UHnel* 



CLASSIFIED ADVERTISEMENTS 

Advertisement. In this section are Inserted at the 
cost of twelve cents per word for each Insertion — 
name, In it tali and address each count as one word. 
Cash should accompany all classified advertise- 
ments unless Placed by a recognized advertising 
agency. No less than ten words are accepted. 
Advertising for the May. Iti'M, issue should be 
received not later than March 5, 1036. 



A.C. AUTO GENERATORS 



TCRN SCRAP INTO MONEY. ACTOTOWER SHOWS 
you how easily and economically auto generators can be 
convened Into A. t\ or I>. C. generators am) 1). «!. motors, 
2 to 1000 volts; for sound, radio, power, light, or welding. 
No previous experience necessary— complete Information all 
in new l»ook, with simple Instructions an<t illustrti inns. 
Endorsed by thoiKHnds. Only $1.00 postpaid. Autonower, 
Inc.. 4M-C 8. Hoyne Ave.. Chicago. 



RADIO 



RADIO ENGINEERING, BROADCASTING, AVIA- 
tion and police radio, servicing . Marine and Morse Teleg- 
raphy taua-ht thoroughly. All expenses low. Catalog 
free. Dodge's Institute. Pine street. Valparaiso. Indiana. 
IKON CORK* I.F. TRANS FOltMERS 175 Oil K.C. 
tor each. United Coll Co., 2*220 S. Kedzie, Chirugu. 
Illinois. 



Vril f THE LARGEST AND FINEST CATALOG 
• OF THEATRE S0UNO EQUIPMENT 
EVER ISSUED! 

FREE ON REQUEST 

Hundreds of row items, valuable charts, data, etc., 
amazing money-makinir BARGAINS TO SEIX! 

Sft Q mRP l«0O B'way. N.V.C 



"AERIALS AND HOW TO USE THEM" 

Contain. di*J(r»m« nn<l complete Informal ion for rltminailn* w>Im> 
on ftl) t> an da. improvii.c foreign iw«ptton. w *»f «nt«hn* rotiplrre. 
balanced If ne fill rrm, uhrft hwh fr^qti^nry tranamimiion and rrrcptian, 
ham op^raiinn. ami multlpU inatalJalioiia tM *p*rl n>rnt houafw and 
■lor* demonstration b->ok-upa. 

Sent pout paid for a dime 
Arthur H. Lynch, Inc., Dept. R, 227 Fulton St, N.Y.C. 



screens for reading R.F. selectivity, imped- 
ance, inductance, reactance, capacity, current 
and voltage. 

(e) an oscillograph recorder for checking up 
the receiver output before and after align- 
ment. 

(f) that the oscilloscope and signal genera- 
tor be built together for convenience. 

(H) Vacuum-Tube Voltmeter: Almost every 
Service Man has expressed the need for a V.-T. 
voltmeter. A line-operated instrument seems to 
be preferable. Ranges covering 1 microvolt to 
1 V. and 0-5-50-100-1,000 V. r.m.s., and 0-500- 
1.000 V. peak are desired. The meter should be 
direct-reading and easily portable. 

<1) Wheatstone-Bridge: There seems to be a 
popular demand for a combination bridge pro- 
vided with a battery and oscillator to accurately 
measure resistance, capacity, inductance and 
impedance. Directly-calibrated dials to read in 
henries, mf. and ohms are desirable. 

(J) Condenser Analyzer and Tester: A very 
urgent demand exists for a single condenser an- 
alyzer and tester which not only will measure 
the capacity of the condenser by means of a 
bridge circuit, but which also, by means of a 
neon-tube arrangement will check the leakage, 
and detect "shorts" and "opens." A power sup- 
ply should be incorporated for applying the 
rated peak voltage to the condenser under test. 
The capacity test should cover ranges from 
.00001-mf. (10 mmf.) to about 16 (or 20) mf. 

(K) Substitution Condensers: The use of 
a substitution condenser bank arranged in the 
form of a 4 'decade" box is very popular. Selec- 
tion should be by means of rotary switches. A 
range from .00001-mf. to 16 (or 20) mf. is de- 
sirable, 

(L) Substitution Resistors: The use of sub- 
stitution resistors in the form of a "decade" box 
is preferred by many Service Men to routine 
ohmmeter testing, A range from 1 ohm to 10 
(or 20) megohms is considered desirable. Other 
Service Men prefer the ''continuously variable" 
type of resistor equipped with a sliding contact, 

(M) Test Speakers: A standard magnetic- 
type reproducer and a universal-type dynamic 
reproducer (preferably built together in one 
case) are useful for checking set and reproducer 
performance. The universal dynamic reproducer 
should have facilities to match its impedance to 
all tubes, output transformers and set field com- 
binations. 

(N) Test Power Supply Unit: A power sup- 
ply unit capable of supplying the necessary range 
of A.C. filament voltages as well as filtered D.C. 
plate, screen -grid and control-grid voltages for 
all types of receivers is very useful. A unit which 
will supply A.C. filament voltages of 1.5, 2.5. 3.5, 
5. 6.3, 7.5, 10. 12, 15, 25. and 48 V. (2 A. capac- 
ity), and 1.000 V. D.C. (250 ma,, maximum) 
smoothly adjustable to any lower voltages is con- 
sidered adequate for most* shops. A separate 6-V. 
storage battery and a vibrator-type power supply 
unit for auto-radio work are also convenient. 

(O) Auto-Radio Vibrator Tester: Many Serv- 
ice Men who do auto-radio service work expressed 
the need for a reliable, inexpensive tester which 
would check the condition of auto-radio vibrators 
and the amount of R.F. interference they gener- 
ate. The tester should preferably operate in con- 
junction with the usual tube checker. 

THE SHOP TEST PANEL 



The "rack-and-panel" system of test panel 
construction seems to be the most popular be- 
cause of its extreme flexibility as regards both 
design, future addition of equipment, and 
changes. Many, especially those who service 
auto-radio sets, prefer a movable panel mounted 
on casters. Most of the small- and medium-size 
shops require a flexible equipment arrangement, 
such that each test unit may be easily removed 
and carried out on service calls whenever it be- 
comes necessary. 

It is generally conceded that the test bench 
should be about 36 ins. high. 30 to 36 ins. deep 
and from 6 to 20 ft. long (the longer the better). 
The bench should be sturdy and supplied with 
drawers. A chassis cradle for all types of sets ; 
a pickup magnet magnet izer and transformer 
flasher; coil winder; small lathe: small grinder; 
small drill press ; small compressor for use as a 
paint sprayer and "blower" for cleaning out dust 
from chassis; the usual assortment of tools and 
spare parts; phones; complete file cabinet for 
service records, case histories, manufacturers* 
receiver data, technical magazines and articles, 
mailing list, etc. 

This article has been prepared from data sup- 
plied by courtesy of Radio Technical Publishing 
Co, 
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HINTS TODAY. IT WILL 
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SPOTS 

$ SHORT cut solutions . . . new ways to solve 
everyday problems . . . questions on circuit 
and receiver troubles . . . Sylvania a s new volume 
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FACTORY-TYPE 
SERVICE 



RCA Cathode 
Ray Oscillo- 
graph, accu- 
rate, scientific, 
simple to use, 
impressive to 
customers. 
$84.50 net, 
complete 




To make it possible for service men to use 
the same instrument used in factories for 
peaking I. F- transformers, checking distor- 
tion, etc., we offer the RCA Cathode Ray 
Oscillograph. Entirely self-contained, includ- 
ing power supplies. With RCA Test Oscil- 
lator and RCA Frequency Modulator you 
can offer complete factory service ; or use it 
as a modulation indicator for your amateur 
transmitter, etc. See it at your 
RCA Parts Distributor's, 

OSCILLOGRAPH 

RCA Parts Division, RCA Mfg. Co., Inc. 
Camden, N. J. An RCA Subsidiary 





Left: Reiiitsnce 
■ element baked on 
1 Battel ite ring. 



Right: Mechanism 
showing shoe in 
contact with ring. 




Not FRICTION-less 
but Friction-RIGHT 



The very fact that vou can feel the contact 
as you turn the shaft of an Electrad Volume 
Control is the best Sign of its electrical quiet- 
ness. There are no gaps to cause stuttering or 
noise. 

The single moving part — the contact shoe — 
moves on a carbon resistance element per- 
manently baked to a warp-and-wobble»proof 
Bakelite ring. This mechanical simplicity 
means fewer parts to wear, less chance for 
trouble. 

The more an Electrad is used, the smoother 
and quieter it gets, because the direct contact 
is self-polishing and self* cleaning. 
Every Electrad Volume Controt is noise tested 
at the factory and is fully > guaranteed. Try 
one on your next service job. Write Dept. 
RC-4 for a new catalog. 



ELECTRAD 
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RESISTOR SPECIALISTS 

Featuring: — Quiet Carbon Volume Controls. Vltreout 
Reilstors, Truvolt Retlfttort and Power Rheostats. 



THE DESIGN OF MODERN 
TEST EQUIPMENT 

(Continued from page 597) 
through the coil, the movement can be calibrated 
in unit a of current: or in any other units, such 
as volts, microfarads* ohms* etc., which have a 
definite relationship to units of current. 

Usually, a meter which is calibrated for cur- 
rent measurements in terms of amperes, milli- 
amperes. and microamperes, has a comparatively 
low resistance and is connected in aeries with 
the circuit in which the current is to be meas- 
ured ; and a potent 5 al-measuring meter (or "volt- 
meter") is of comparatively high resistance and 
is connected across the circuit at which a po- 
tential difference is to be measured. 

METER SPECIFICATIONS 

The meter shown in Fig. A requires 1 ma. for 
full-scale deflection, so that it has a sensitivity 
of 1.000 ohms-per-volt for all D.C. potential 
measurements. Its accuracy tolerance is 2 per 
cent of full-scale values. Observational errors 
are reduced to a minimum by the use of a com- 
bination "spade*' and "knife edKe" type pointer 
for maximum accuracy and rugged ness. 

For current, potential and resistance measure- 
ments the meter is "built up" to a resistance 1 
of 300 ohms by means of a "multiplier resistor", 
Rm. wired in series with the meter, as in Fig. 
1A. and all shunt and multiplier resistor values 
are calculated on the basis of a full-scale current 
"sensitivity" of 1 ma. : and a meter resistance 
value of 300 ohms. The actual armature resist- 1 
ance of the meter is about 115 ohms, which is 
more than the usual resistance value of a 1. ma. 
meter ; this higher resistance value is used so as 
to enable more turns of wire on the armature to 
provide a greater movement torque. The value 
of 300 ohms for Rm includes the 115 ohms 
(about) of the meter armature. 

Being fan-shaped it has considerably longer 
scales, and we shall see how a standard 1. ma. 
meter, combined with a special impedance cir- 
cuit will measure D.C. D.C. volts. A.C. volts I 
and capacity on an evenly-divided scale. 

CURRENT MEASUREMENTS 

To use this meter for current measurement 
in terms of milliamperes (or "ma."), it is j 
shunted in the manner indicated in Fig. IB. 
The total shunt value of 75 ohms is determined 
by the lowest current-measuring range of 5 ma. 
The meter with its resistance built up to a value 
of 300 ohms, requires a potential of 0.3-V. (300 
millivolts) to cause a full-scale current of 1. ma. 
to pass through the meter. The shunt resistor 
for the 6-ma. ranee, being in parallel with the 
meter, will have the same 0.3-V. potential dif- 
ference. Since 1. ma. of the 6-ma. range will 
pass through the meter, the shunt resistor will | 
pass the other 4 ma. and its value is determined 
by dividing 4 ma. (.004- A.) into 300 millivolts 
(0.3-V.). This division establishes the value of 
75 ohms for the total shunt resistance value 
shown in Fig. IB. 

For the current-measuring ranges above the 5 
ma. ran ire. the 75-ohm shunt resistor is divided 
into smaller values, thereby forming what is 
known as a "rimr type" shunt, the total "ring" 
resistance value being 375 ohms. The resistance 
values of the sections of the 75-ohm shunt 
resistors are determined by multiplying the 
total "ring" resistance by the full-scale cur- 
rent of the meter, dividing the result by each 
range value, in turn, from the common terminal, 
and subtracting the sum of the preceding values 
from each newly-determined value. When the 
"ring" value of 375 ohms is multiplied by the 
full-scale sensitivity value of .001-A., we have a 
value of .375 into wh'ch each range value is di- 
vided, in turn, for determining shunt values. 

For example, the shunt value for the 1.250-A. 
range is determined by dividing 1.250 into .375. 
giving a value of 0.3-ohm for that range. For 
the 500-ma. range, 0.5-A. is divided into .375. 
giving a value of .75-ohm for the 500-ma. 
range: but, since we already have a value of 
0.3-ohm for the preceding ransre, it is necessary 
to subtract 0.3-ohm from .75-ohm, leaving a 
value of .45-ohm for the second section. 

For the 250-ma. range. .25-A. is divided into 
.376, giving a value of 1.5 ohms for the 250-ma. 
range ; but, since we already have a value of .75- 
ohm for the 2 preceding ranges, it is necessary 
to subtract .75-ohm from 1.5 ohms, leaving a 
value of .75-ohm for the third section of the 
shunt. The shunt sections for the other ranges 
are determined in a similar manner, and we 
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"Do You Know 
the Answer?" 

How to Go About Looking For 
• A ]ob? 

How to Better Your Position? 

How to Plan Your Career? 

The answer to these and many other questions* 
such as: How to earn money in spare time jots* 
what occupation to choose, inside stories of how 
the other fellow has done it. statistics, facts* will 
be found in the new monthly magazine 

JOBS & CAREERS 

For Sale at all Newsstands NOW. 

Leading articles by vocational experts, per- 
sonnel directors* leaders of industry tell you how 
to tackle your problems and how to increase 
your chances of success. 

IF YOU WANT TO LEARN WHY MOST 
FELLOWS FAIL. WHERE OTHERS SUCCEED. 
READ 




On all Newsstands 25c a copy 



// your dealer cannot supply yoti, 
send a quarter and we will forward 
a copy at once, 

JOBS & CAREERS 

Dept. RC-4 

520 N. Michigan Avenue Chicago, Illinois 
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Over 130,000 People 
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EVERYDAY SCIENCE 

and MECHANICS 

of Intense Interest! 

EVERYDAY SCIENCE AND MECHAN- 
ICS is the finest scientific— technical — m«- 
chanical coi\structional magazine in the 
field. Up-to-the-minute with news flashes 
of scentific events. Dozens of construc- 
tional articles and many popular experi- 
ments. Ideas from which you can make 
things to sell. 

A Host of Interesting Subjects Covered: 
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Helps — Astronomy — Prize Contests — and 
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can "check" the accuracy of our calculations liy 
Ohm's Law. 

For example, the shunt value of 0.3-ohm for the 
1,250- A. (1,250 ma.) range is in parallel with 
the remaining: 374.7 ohms of the "rini?" circuit 
which, when multiplied by the meter current of 
,001-A., produces a potential drop of .3747-V. 
With ,001-A. tfoinfr through the meter, the re- 
maining value of 1.249 A. will be going through 
the 0.3-ohm shunt, producing a potential drop 
of 0.3 times 1.249 or 0.3747-V. Since the potential 
drop across both parallel paths is identical by 
Ohm's Law, it is concluded that the calculations 
are correct. The other ranges may be similarly 
"Checked" by Ohm's Law. 

D.C. POTENTIAL MEASUREMENTS 

It is convenient to remember that "potentials" 
in electrical discussions are somewhat compar- 
able to "pressures" in studies of hydraulics. 
When a milliammeter is used for measurements 
of electrical potentials, enough resistance must 
he connected in series with the milliammeter to 
limit the current to within the full-scale sensitiv- 
ity value of the meter. The required resistance 
is 1,000 ohms-per-volt for a meter which has a 
full-scale value of 1. ma. In the design of the 
circuit under discussion, the Value of the multi- 
id ier resistor for the 5-V. range is established 
by subtracting the meter resistance value of 300 
ohms from the 1,000 ohms-per-volt value of 5.000 
i>hms, leaving a multiplier resistance value of 
4.700 ohms. For the higher ranges, the multiplier 
resistance values are calculated on the basis of 
1,000 ohms-per-volt. The D.C. voltmeter circuit 
is shown in Fig. 1C. 

A.C, POTENTIAL MEASUREMENTS 

The A.C. potential-measuring functions of this I 
circuit differ from the D.C. Potential-measuring 
functions in that (1) the meter is connected to I 
the output terminals of a full-wave instrument 
rectifier, (2) a condenser is substituted for the 
4.700-ohm multiplier resistor, and the condenser j 
is connected in series with the rectifier input ' 
rircuit, and (3) each of the multiplier resistors | 
above the 5-V. range is bypassed with a calibra- 
tion condenser. The elements involved in the A.C. 
potential-measuring functions are indicated in 
Fig. ID. 

A simple vector diagram is illustrated at Fig. 
1 K. This is used to determine the impedance, 
Z, when the resistance, R, and the capacitive 
reactance, Xc. are known. This calculation is 
made in connection with the circuit of Fig. 1 D. 

Part 2 of this article will continue with direc- 
tions for correcting for A.C. measurements, 
determination of current density effect, and its 
correction, and many other invaluable details. 

This article has been prepared front data sup* 
plied by court* My Supreme iuntrttments Corp. 
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METAL TUBE "SHORT" AND 
"OPEN" TESTER 

(Continued from page 597) 

t-athode and heater — terminals 8 and 7 — are sepa- 
rated by 8,000 ohms. Most ohmmeters capable 
of reading 10.000 ohms will plainly distinguish 
a difference of 500 ohms : thus a leakage of 
120,000 ohms shunting with 8.000 ohms will cause 
that circuit to show a net 7.500 ohms. This degree 
of sensitivity is adequate for metal tube cathode- 
to-heater leakage testing. 

The 5Z4 tube uses terminals 2 and 8 for its 
heater circuit. The arrangement of the resistors 
is sut-h that the 5Z4 tube will give a reading 
of 2.000 ohms if its heater is intact, and if no 
internal short-circuits exist. 

The Polarity indicated at terminals 3 and 8 
is recommended so that tubes may be tested 
while their cathodes are hoi. The current applied 
in the test opposes the natural electronic 
emission of the cathode, thus avoiding the ap- 
pearance of leakage which the electrons might 
ordinarily cause. 

Due to fact that the resistor eircuit is open 
until a tube ia inserted in the socket, an ohm- 
meter may be permanently connected when the 
short tester is mounted in a hench test panel ; 
in a tube tester : or in a portable ohmmeter. 

Kccause of the close proximity of the parts 
and the possibility of the resistors touching each 
ether, resistors with body and end insulation are 
most suitable for this circuit. 

This article ha.* been prepared front data sup- 
plied by courtesy of Continental Carbon, Inc. 



and the price is right!" 

Silvettone SUPER-EIGHT 

Communication 
■ Receiver 



Dear Sirs: 

I received the new Amateur 
Super-Eight communication re- 
ceiver and have given it a very 
good test and want to say that it is 
one of the best receivers I have 
heard and the very best for the 
price. Anyone wanting a first 
class receiver for amateur work I 
can say that the Super-Eight will 
do all that any other receiver will 
do and the price is right for the 
average "ham" of today! 

Very truly yours, 
Everett T. Smith 



All the Latest features: 

• 8 Latest Type Tubes. 

• 8 inch Dynamic Speaker. 

• 3 Bands 540-1 8000 Kilocycles. 

• Iron Core I. F. Transformer*. 

• Smooth AVC Action. 

• Preselection on all Bands. 

• Perfect Band Switching, 

• Beat Frequency Oscillator. 

• Sensitivity Control. 
Completely assembled In cabinet 

Send for FREE Catalog RC653L 
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800 OSCILLOGRAPH 



SENSATIONAL APPEARANCE — PERFORMANCE — PRICE 

TRIUMPH again creates a masterpiece, the new 
Model 800 OSCILLOGRAPH. All manual con- 
trols, connections and Cathode Ray Tube on top. 
Easy to operate, read and connect. A revela- 
tion in design, workmanship and performance. 

A worthy new addition to the famous TRIUMPH 
line of test equipment. 

F E A T U IK K S 

• Perfect Locking # Ideal for Photo 




• Perfect Linearity 

• Widest Sweep 
Range 

• Horizontal and 
Vertical Amplifica- 
tion 



Analysis 

• Graduated Refer- 
ence Scale 

• Power Cut Off 
Safety Switch 

• Top Deck Controls 

• Wide Angle View 



Made by the \± 
world's most ™ 
original and pro- 
gressive test equip< 
ment manufacturers. 



Write today for complete information on this 
remarkable new instrument. 

TRIUMPH MANUFACTURING CO. 

4017 W. Lake St. Chicago, III. 



Price Complete 



$79.50 net 



• Triumph Manufacturing Company 
I 4017 W. Lake St.. Chicago, III. 

I I 'lease send rue uillimll obligation, brochure on the 
5 Model 800 O.xrilloKrasih. 
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To Readers of RADIO-CRAFT 

FREE POST CARDS MAY BE HAD 
UPON WRITING TO PUBLISHERS 

These post cards make it easy to an- 
swer advertisements which appear in 
RADIO-CRAFT, without cutting valu- 
able data which you may wish to save. 

Many times manufaeturers reuueat you 
to "clip the coupon" when answerinK their 
ads. Often this means destroying part of 
an article on the reverse page you may 
need later for reference. Save your RADIO- 
CKAKT i«sue» complete. If you should evt-r want to 
see I km j ml volumes, or eertain copies of ItApIO- 
CKAFT. the resale value of uneut issues Is rery murh 
hiKhrr than that of mutilated ones. So tend for a 
supply of these freo post cards and use them in an- 
swering all RADIO-CRAFT advertisers. 
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Right up to the minute! Every 
last minute price change! Every 
latest development! All leading 
manufacturers represented! 

You'll find a large selection of Lafay- 
ette Public Address Equipment . , A am- 
plifiers from 3Vj to 100 watts for every 
conceivable occasion, complete systems, 
portable and mobile, auto radios, aeri- 
als, parts and accessories. A big sec- 
tion is devoted to receivers from 4 to 
24 tubes. 

Remember — NO non-essentials; only 
fast selling profit-ma k in <? summer sell- 
ers ! Get your copy today — Just address 
Dept. C-46. 

EXCLUSIVE HAM CATALOG. Spe- 
cialized catalog writen by amateurs for 
amateurs — send for it today on your 
Q.S.L. card. 68 pages crammed with 
Ham stuff. 

NEW LAMB NOISE SILENCER 
We tarry all the parts for this new de- 
velopment . . at lowest WHOLESALE 
pnces* 



WHOLESALE RADIO SERVICE ©j 
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t'Hytlux 

% High Efficiency 
% Wide Frequency Range 
0 Permanent Dust Proofing 
% Rugged Construction 

Write For Complete Details 
Specifications, Prices 

WRIGHT- DECOSTER, Inc. 

2251 University Ave. St. Paul, Minn. 

Export Dept.: M. Simmons & Son Co. 
Cable Address: SI MONT RICE. New York 
C in ad i an Office: Wright- Decoster, Inc. 

Guelph. Oat. - - -. 



THE VERSATILE CATHODE 
RAY TUBE 

(Continued from page 599) 



logra|ih, some types of which incorporate the 
cathode- ray tube, in its elementary form of a 
mechanical contrivance was an actuality even 
before the existence of the cathode-ray phenoni- 
1 enon was noted. (For further technical details 
I the reader may wish to refer to -the 12 articles 
, on cathode- ray technique, by the writer^ and 
others, as published in the last 2 volumes of 
Radio-Craft. — Author) 

USEFUL APPLICATIONS OF 
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SPRAYER OUTFIT 

ELECTRICAL—PORTABLE $^50 C ™!l ete 



THE CATHODE RAY 

Since the beam of electrons that comprise the 
cathode ray is weightless and inertialess it may 
be moved with the rapidity of light. This in- 
stantaneous n ess of motion permits exact analysis 
of such ephemeral conditions as the waveform 
of the human voice, as indicated in Fig. B. 

Oscilloscopic Voice Test. Lily Pons, as she 
trills high C in an aria from Care Nome, is 
here shown "checking up*' the purity and steadi- 
ness of the tone, as indicated on an oscilloscope 
at the G.E. "House of Magic" in New York 
City; oscillographic records (or "oscillograms") 
are subsequently studied and analyzed by labora- 
tory scientists, in an effort to perfect all the 
component devices associated with the transmis- 
sion and reception of sound. 

High-Speed Sound Analyzer. Dr. Harry H. 
Hall, of Cruft Laboratory, Harvard Univ.. has 
gone many steps further; he has perfected one 
of the most amazing cathode- ray devices so far 
to be announced — the high 'Speed sound analyzer. 
is the name by which technicians know this 
instrument (illustrated in Fig, C). 

This "analyzer" makes a photographic record 
on paper of the intensity and frequency of the 
different components present in sound. The 
Hall analyzer operates over a frequency range 
of 50 to 10.000 cycles, which is adequate for 
checkin? such audio minutae as the accent of 
an individual's voice ! 

Pre-Recording Oscillograph. "Natural static" 
(lightning) has been compelled to "go formal" — 
it now must leave its calling card, so to speak, 
as recently reported to the National Academy 
of Science, in meeting at the University of Vir- 
ginia, at which was announced the "oscillograph 
with a memory," shown in Fig. D. 

Dr. A. W. Hull (of the G.E, labs.), discusses 
this new electronic device as follows: 

In recent years engineers have succeeded in 
developing lightning recorders that would func- 
tion almost instantaneously — within one-millionth 
of a second, in fact. But even this astounding 
speed of action (the "reaction time." it is called) 
is quite inadequate for determining exactly 
what occurs a minute fraction of a second be- 
fore the stroke has built to a particular value. 
A desirable device then would be one possessing 
a virtual "memory/* or retention of the stroke's 
appearance just prior to a particular instant. 
It is this effect which the new instrument ac- 
complishes. 

Identically the same operating requirements 
exist where it is desired to secure photographic 
record of various unpredictable occurrences in 
electrical circuits — as for instance in determin- 
ing the waveform in the current-carrying fila- 
ment circuit of a vacuum tube at the instant 
of break-down of the filament. 

These conditions are met in the new pre- 
recording oscillograph in the following manner. 

The fluorescent screen of the cathode-ray tube 
has a "time delay" sufficient to permit one or 
several complete cycles to be viewed on the 
screen at a given instant. Then, when failure 
occurs in the cycle-producing mechanism a 
thyratron-type tube actuates a camera shutter, 
thus "taking a picture" of the "faulty" cycle, 
and such preceding portion of it as the screen 
may have retained. In Fig. E is shown a 

Fig. E. An oscillogram of a filament failure. 
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This Is the ideal Out lit Tor alt around spray ink' work 
wherever Current Is available. Sprays everything: Lac- 
quers. Oil. Cold Water Paints. Enamels. Varnish. Insect- 
icides, Disinfect ants, Shoe Dyes, etc. The I" nit is 
compact, completely self-contained. 

T ilea I for spraying furniture. Radiators. Screens. Ma- 
chinery, and other maintenance paintings In Home a. 
Schools. Clubs. Hospitals, Stores, Factories, and office 
Buildings. 

The Gun furnished with this I'nLt Is of Pressure Cnn 
tvpe: requires hut 2 cu. ft. of Air per minute. Has 
Bleeder type construction which assures uniform pressure 
at all times ivithout clogging the Air Passage uhlch is 
easily cleaned. Furnished with 3 Nozzles which produce 
Fan. Hound, and Right Angle Spray respectively. 
Complete t nit consists of Air-cooled Compressor with 
machined Pan -moling Pulley. V-Relt Drive; Pressure 
type Gun with 1 quart Aluminum Paint Cnp; 3 Tips; 
H II. P.. Heuvy l>uty Motor. 110/120 volt. 60 cycle, AC; 
15 ft. ruhber covered 2 Ply Air Hose; 8 ft. Cord & Plug; 
Filter Tank; Km ire Cult mounted on Base with Ball 
Bearing Casters. 

A low priced Power Sprayer; the kind of Machine that 
usually &ells for fr>0.00 to ¥00.00. 

Prtce of complete outfit, shipping weight. $32.50 

Price of out At complete, feis Motor, ship- fcOC CA 
ping weight— 35 lbs «p£S».*W 

Price of Gun only with 3 nozzles, ship- 
ping weight. 7 lbs 

Price of Compressor only, shipping weight 
15 lbs 



$7.50 
$9.50 



Our Old Customers Know That 
Our Merchandise Is Sold on a 
Strict Money- Back Guarantee 

All Shipments will be forwarded by Express 
Collect if not sufficient postage included 
with your order. 

WELLWORTH TRADING CO. 

560 W. Washington Bd. Dept. RC-436, Chicago, III, 




universal- p ower Transformer 

hi Aailoy Hum Proof Casting 425- 
35<i-0-3.*.0-425 V. at 125 m.a. dYBA., 
6V«A. C.T.. and JCI. Shield. Code: 
A LPT A. Net price. H.50. 30-13.000 
cycles =t I D.B. Multiple Coil, Hum 
Free Balanced construction, AUDIO 
TRANSFORMERS in Hum Free 
luting* Kadi net. $3.75. CHOKE 
In Aalloy Hum Free Castings. $1.75. 



AALLOV TRANSFORMER CO.Jnc.J35R Liberty St.NewYorfc City 



RADIO SET BITIMIKIIS 



\>I ATFI IIS - EXPEKIMEXTEHS 

DON'T buy radio supplies until you have 
received our 65 page catalog, chocked 
full of money saving items* Our prices 
lower than any other mail order catalog, 
A I HEX It AIM O, Dept. X 
Radio Building. Plane and Market Sts. 
NEWARK. N.J. 



DIALS-SHUNTS 



Etched 
Mod. 301-88-321 



Small 
5 to 500 M.A. 



27-30-50-100 M. V. 
From Retail & Wholesale dealers 

D. L. VAN Leuven, 410 E. 15 St., N.Y.C. 



RADIO 

ENGINEERING, 

broadcasting, aviation and police radio, servicing, ma- 
rine radio telegraphy and telephony, Morse telegraphy 
and railway accounting taught thoroughly. Engineer- 
ing course of nine months' duration equivalent to threa 
year* of college radio work. All eipenses low. Cata- 
' log free. School established 187 i. 
Dodge's Institute. Hudson St., Valparaiso, lad. 
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RAYTHEON 

4 - P I L L A B GL AS $ AND 
ALL-MEIAl. HAPIO TUBES 



FREE 



RADIO I 




prksd micro**. ;p«», .utomobil. radio _ 
tquipment. field |Iium. th. floMt .hort-w«ve Ajiiipmirt 
•rj.«.l r«r«irera. radio re-'- 



IMPORTANT IL. 
LU8TRATED BUY- 
ING GUIDE FOR 
RADIO EXPERI- 
MENTERS, SERV- 
ICE MEN. AND 
S H 0 R T-W AVE 
FANS,— 32 Pages— 
Tivtt Colors — fro- 
fusely Illustrated. 
This took mil 
Save You Money! 
Packed between th* 
covers of t hit 32 -page 
book Is a tremendous 
array of modern radio 
equipment and other 
electrical ind scien- 
tific merchandise — the 
very material for 
whleh you have been 
looking— and at prtres 
which cannot politely 
b • any lower. 
Radio •#(• ond pm». low 
». (omtilttc public tddrras 
ipm*nt ftvailsht., 

Nam* tha tt«m 



— Thi. amn.int- b<w.k will ahnw you tin' 
to money You mav* by 

Pricas. * — — * - 

day! 



w2L -.~?«.A! V * *i y Du * , "R « tha lowoat poaalbta 
Why not start aavfclg nowf Don't dalay! Writ* to* 

Btnd poitr.rd or l.ttrr. Book by reiurn mail. H*» »re«l 

RADIO TRADING COMPANY 
•7 Hudson Street* Now York N. V. 



- - a m*rr magazine 
for short -wave fans! 

SHORT WAVE LISTENER 

4,600 

Short- Wave 
stations listed 

THE fino*t maKKtine of its 
kind . rver published- 




totally different in «i-t-up and 
eoiifentafrotiianyothrr. C\>n- 
iainnthclara>stlistiri(ofshiirt. 
»ivf araiiaina in thr world, 
up-to-tlte- minute. including 
"Police." "Television" and 
•hon-wave atatiun.. aa well 
aa a apecial | M i of the atar 
short -wave atationa with their 
freojuenriea and call letters. 
AIim contain* phoioa and de- 
ar r i pt iotia of abort • w a v « b road- 
enstinc .laftoiia in varioua 
part* of the world with photiie 
of short- wave studio artists 
—How to locate 'weak" dis- 
tance stations, and other hints 
for the "short- ware listener" 
—Question and Anawer !>«. 



ON ALL NEWSSTANDS 



15C the Copy 

SHORT WAVE LISTENER „•*• fSElVV. 



BUILD IT YOURSELF 



Can ba built by anyone, faiinr* 
imPoaaihle. Total ^osl approx- 
imately S 38&.0O for all mate- 
rials. Our laria eiied hlue- 
prints and construction aheeta 
make it a pleasure to build this 
smartly designed Trailer, 
Sleene four — all conveniences baaatlfully appointed. Factory job 
would coat over S..O00 — build it yourself and save 75*i 
l'lnns»heet. completely Illustrated and detailed for 25c atamps or min 
TheTraBor PUnSh^, S10.S13 M. MtchipT, Avo.. Chsea*j.. 




RADIOS. .SAVE ^50^ 




DEAL DIRECT: Factory I'ric I • 
ee. Many models to select from l ^Ii^lM 
M 'D(\ All-wave. Farm. Car \ WftMV 
and new metal Tube Models f ' 
Your name and address o* J 
postcard hrinas you NEW 10 
pact 1936 Rarcein Ostein' in 
colors FREE, (iet details of 
30 I>AY TRIAL plan and | 
Actot-Ussr proposition 
Coldentona Radio Co., Dopt. 257 
• 7a0 Grand River. Detroit. Mich. 



RADIO COURSES 1 

RADIO OPERATING: Prepare for Gov't 
License Exam. # RADIO SERVICING.- I 
Including Short Wave # AMATEUR CODE 
# New Course in ELECTRONICS: 
Day and Evet iog Claaflea- Booklet Toon Request | 
New York TMCA Schools 

4 W. < 4th Street. New York C»ty 



ELECTROCELL 

SELF-GENERATING DRY-DISC 
PHOTO-ELECTRIC ELEMENTS 

Hint Hensitlve; Rnif. up to 0.6 Volt, 480 Micro- 
Ami »/ Lumen. Permanent!* stable. Hi«h Dj- 
iianiic response. Applicable to frequencies up to 
10.000 cycles. A \ a liable In a Kt\ a variety of 
sizes and shapes. Write for details. Distributor 
for f.8..\. 

DR. F. LOEWENBERQ 

10 E. 40th St. New York, N. Y. 




sample oscillogram of the operation of a half- 
wave rectifier. There was a failure at the in- 
stant of the sharp point in the middle. This 
set the camera into operation, recording not 
only the failure itself but also the 2 cycles 
that preceded and the 2 that followed it. 

If. instead of a filament burn-out, a lightning 
stroke was to be recorded, the oscilloscope might 
continue on the job for months at a time, 
visualizing slight flashes of lightning, shooting 
stars, etc., until a stroke of sufficient magnitude 
occurred to trig the thyratron tube and thus 
actuate the camera. 

Testing the Uniformity of Metals. Razor 
blades, even, are now subject to policing by the 
cathode-ray tube— if the tube indicates "no 
good," into the refuse pile goes the raw-steel 
ribbon from which the blade would have been 
fabricated, as illustrated in Fig. F. 

This view shows a cathode-ray oscilloscope 
connected to the two test coils of an electrical 
balance. Into the core of the first coil is placed 
a piece of the regular production steel ribbon, 
for use as a standard, while through the core 
of the second coil is drawn the ribbon of simi- 
lar-temper steel from which (in the factory test 
illustrated) Gillette razor blades are to be 
stamped. The slightest deviation in the Quality 
of the steel (excess carbon, bubbles, etc.) will 
be instantly indicated. 

Testing for Tube Noise. Returning now to a 
test that is of importance to every owner of a 
radio set, we find that "noise." that most 
elusive of tube faults, may be made to trace on 
the tell-tale screen of a cathode-ray oscilloscope, 
even before the radio tube has left its factory 
of origin, the abnormalities that otherwise, be- 
cause of crackles, etc., and even intermittent 
operation, all due to imperfect welds, loose sup. 
ports, and so on, would tend to mar the en- 
joyment of radio programs. The set-up for the 
above-described tests is shown in Fig, G; when 
the tube under test is lightly struck with a 
mallet, the image on the ray-tube screen will 
show a very irregular waveform if the tube 
under test is imperfect. 

ADDITIONAL APPLICATIONS 

The Cathode-Ray Compass. By utilizing a bal- 
ance circuit and permitting the cathode ray to 
oscillate regularly between 2 terminals or 
"buckets." the slightest deflection of this ray 
from its normal position, as for instance when 
the entire equipment is aboard ship and the 
earth's magnetic field links with the field set 
up by the cathode ray, unbalances the circuit and I 
immediately registers the change. • 

A Cathode-Ray Ship Locator. By applying 
substantially the same principle as outlined 
above, the field set up by even a buoy (perhaps 
fog-hidden) some distance from the ship on 
which the cathtrde-ray equipment is installed, 
will be instantly indicated. 

The Cathode Ray in Geophysical Prospecting. 
In locating oil domes or rock layer, for instance, 
the oscillograph is used to record changes in 
current as microphones pick up sound reflected 
from rock formations; or, cathode-ray equip- 
ment may be used to visualize various current 
and voltage characteristics as picked up by 
electrodes spaced on the earth's surface. 

The Cathode Ray in Machine Testing. By set- 
ting up various mechanical balances of well- 
known type, so as to produce motion, even 
though in microscopic degree, minute voltage* 
may be developed, and applied to the cathode- 
ray tube for visually analyzing variations— in 
bearings, etc. — too small to be quickly and ac- 
curately checked by any other known means. 

Cathode-Ray Therapy. The oscilloscope affords 
a marvelous means of viewing the characteris- 
tics of voltages either induced or generated in 
the heart, muscles, or brain. (The writer pre- 
dicts that in a relatively short time cathode- 
ray equipment will be used to steer law en- 
forcement agencies onto the right path in track- 
ing down the truth of statements by suspects 
and witnesses. The oscillograms of reactions of 
heart, muscles and brain to certain key ques- 
tions asked before, and again after, the adminis- 
tration of scopolomine. for instance, when an- 
alyzed by experts probably would yield a wealth 
of useful information. In fact, it is conceiv- 
able that some such procedure might, by this 
time, have eliminated that last bit of doubt 
that now exists in the minds of many people, 
concerning the possibility of an accomplice, and 
the resulting comparative guilt or innocence of 
Bruno Richard Hauptmann.) 

(Continued on page 630) 
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Radio will elect 
the next President' 

CARRY ON WITH RAYTHEON 1 

The Raytheon Line is complete 
...4- Pillar Glass, "G" Type and 
All -Metal Tubes ... Raytheon's 
1936 Sales Campaign will help 
you sell tubes... at a PROFITI 
• 

Visit with Raytheon at Booth 15, in 
the 4th Annual National Convention 
and Radio Trade Show, Hotel Sher- 
man, Chicago, ML March 27, 28 & 29. 




TECHNICAL DATA 
CHART 

Raytheo n ha sd i stri b uted 
hundreds of thousands 
of the previous 8 edi* 
tions. The NEW NINTH 
EDITION will be off the 
press soonl This chart 
gives all the important 
characteristics of types 
formerly listed; includes 
information an all the 
ne* tubes and other 
valuable reference data 
— it's NEW I It's UP-TO- 
DATE! It's FREE I 



Headquarters for Tube in forma t ion 

RAYTHEON PRODUCTION CORP. 

30 EAST 42ND STREET NEW YORK. N. Y. 

55 CHAPEL STREET NEWTON. MASS. 

445 LAKE SHORE DRIVE CHICAGO. ILL 

555 HOWARD STREET . . . SAN FRANCISCO. CAL. 
415 PEACHTREE STREET N. E. ... ATlANTA, GA. 



RAYTHEON PRODUCTION CORPORATION 
Dept. E-4. 30 East 42nd St., New York. N. Y. 

Please send NEW 9th 
Edition Tube Chort, FREE! 



Name . 



Address . 



C/ry. 
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IMIMMtTA.VT The i7 book* tinted are difierent onen Iron* thane tinted in tant ntanth m H ad 



We herewith present a selected collection ol recent important radio 
books. Wo have, after an exhaustive study, selected thest volumes 
because they represent the foremost radio books of their mntf in 
print today. Thero is such a great variety that we are sure it will 
satisfy any taste as well as any requirement that the student 01 
radio might have. . . k . . ^„ . . 

We publish no catalog and ask you to be kind enough to order 
direet from this page. Prompt shipments will be made to you 
direct from the publishers. We T^J^c? aITaS low or 
a number of rad o pub hshers and OUR PRICES ARE AS LOW OR 
LOWER THAN WILL BE FOUND ANYWHERE. Remit by 
money order or certified check. Register all eash. 



iWe $2.69 



AUDEL'S RADIOMAN'S GUIDE. 

Iiv 1 rank l>. Onihaui. Clotli cowra 
• lU'xilik'), size :>xti«V. 220 pag* 1 *- 
;tiM) illustrations. d* OQ 

rrico N> 

A in act leal. rt>nclst» l>«w»k present- 
ing the thcorel ical aihl practical 
i lrmn it ion fut I lie proper opera - 
tinn. maintenance ami service as 
.iimlie.l to modern railii) iiractlrc. 

EXPERIMENTAL RADIO, by 11. 

H. Kaitme.v. I'ruf. of Physics, In- 
iliaini fnivorsity. Cloth covers, 
si/e 7 , ix".^'*, 2.V5 page 
illustrations. 
Postpaid . ... 
A marvelous I wok for the experi- 
menter. Kxperiments galore In 
easy cnftiprHietisilile language. 

THE BEGINNERS STORY OF 
RADIO. h.V H. Francis hashiell 
Flexible leatlu-roiil emet*. Size 
r.'-xK". 06 pages. 63 Illustrations. 

prepaid $1.75 

This nook Is written for the ad- 
vauced ra<!lo experimenter who de- 
klrcs an Intelligent underOanding 
nf what goes on uithln the radio 
ncciwr. Tlie material Is easily 
nuderstiNHl and does not contain 
complicated technical IMc* often 
found in other volumes. 



$4.88 



DRAKE'S CYCLOPEDIA OF 
RADIO AND ELECTRONICS. In 

II l\ Manlr. rioth covers. *i*c 
r.xii". lo:>u pages I0SU 1 1 lustra 
tlons. New l!»:i2 Kdi- 

tlon. Price 

Tlie largest \vork of Its kind ever 
put between two covers. New and 
Up -to- dale! a standby for every 
radio man. 

FUNDAMENTALS OF RADIO. 

bv R. R. Ramsey. Frofessor of 
1'hvftics. Indiana Tniversltv. I'luih 
nnria. size 9V4s'l". 37*2 pages, 
illustrated 0*> A CI 

l'rlce prepaid «p%)."*V 

Tlie backbone of the radio art. 
This book gives you the founda- 
tion on ladio from A to Z, 

ELECTRICITY AT HIGH PRES- 
SURES AND FREQUENCIES. 

n v Henry I.. Trans trom. Fa her 
iiuers. size Z^x.V*'*. 24 S pages. 
141 illustrations. <M OQ 

Price prepaid. _ .«pl.Oi7 

A mairelotis book for the student 
In electricity and radio, Clenrisil 
fundamentals lead up to a com- 
plete discussion of every Ivpc of 
Tesla ami Oudin high-freinnnry 
colls. Geinslcr tuliea. etc.: egoi- 
st ruction detail? of Tesla cults 
are sjlien in great profusion. TIIK 
ONLY HOOK OF ITS K1NH. 



RADIO CONSTRUCTION AND 
REPAIRING, l>.v James A. Miner 
and Joiin F. Woslrel. (!lolh rov- 
ers, size 8xV, well illiistraleil. new 
rerised fourth edition, containing 
444 page*, still remain- frO EA 
iug at. tho aamo price «p*i«*/V/ 

A handhook I hat even' radio set 
renin and general student must 
have. Tlie diagrams alone are 
uuitli the price of the hook. 

THEORY OF VACUUM TUBE 

CIRCUITS. I»Y .lames Peters. 
■ huh etners. size fiV.r. 22« lllus 
t rations. 226 pages. d£2 Qg 

ll is one thing to "itmmrt green 
lead No. I to pink lead No. 4." 
hut it is another to know why I he 
connections are made. Read this 
Look and ham the design facior> 
in tube circuits. 

PRINCIPLES OF RADIO COM- 
MUNICATION, by i. II. More- 
croft, I'ruf. or Kleeirieal F,ugiu- 
cerirg I'nluiubia VniviTsity. Floth 
eoveia." size W*". &*■ P*^*- 
profusely Illustrated. Q*J 

Tlllv radio classic, by the dean 
of tadio. Oners entire radio ail 
as does no other book. 

THE RADIO MANUAL. hv 

Ocoige h. Sterling ami RoliM. S. 
Kruse. K.K. 2ml enlarged edition. 
Flexible fabrikoid covers. Size 
5*ix)T. H05 pages. 318 *C OQ 
illustrations. Frice *J>U.OO 
A com pi etc Radio Course for the 
operator, the technician, the ama- 
teur, the student and experimenter. 
F.ver.vthing imaginalile in tin 
whole radio art is emered in tills 
great book—I he "radio Itiblc " of 
the amateur. DON'T MISS THIS. 



RADIO ENGINEERING HAND- 
BOOK. h>* Keith Ilennev. Flex- 
ible Leatherette, size JVfcxT . 
5S4 pages. 482 i I lustra- &A QQ 

tions. I'ricv _.Vp*.00 

Kach of tho 23 sections h;is been 
written by a specialist! Includes 
valuable data on talkies and short 
ua\e&. 

FIRST PRINCIPLES OF TELE- 
VISION, by A. Oinsdale. Cloth 
covers. size nxJ*". 212 pages, I3n 
ilium at ions. 3* idates, £J 

A real review of television In de- 
sign, conshuction and operal ion. 
Tli is amazing I v comprehensive 
hook coni a ins many heretofore un- 
published facts on this absorbing 
topic. 

HOW TO PASS U. S. GOVERN- 
MENT RADIO LICENSE, EX- 
AMI NAT IONS, by It. h. Imuran 
and C. K. Orcu. Flexible covers, 
size fl'ax:'*. 170 pages. 5>2 lllus 
t rat ions, appetulix. g<J 

The most inihortaiit hook on the 
subject ever published. Gives everv 
conceivabU' angle which will help 
ymt lo pass a radio license ex- 
amination successfully. 

RADIO ENGINEERING. bv 

Trederick Emmons Tennan. Clotli 
covers, siw 6x9". 700 page*. 42." 

SUS'^. $4.88 

Nut a hook for the beginner in 
radio luit a reference volume for 
the technician who wants modem 
information on the design and use 
of band-selectors, automatic vol- 
i in nt control, diode detectors, and 
the thousand -and -one units and 
circuit ariangcnietiis which have 
been recently developed. 



HOW TO ORDER 

We cannot ship C.O.D. 
Our prices are net, as 
shown. Some of the 
books sent prepaid (in 
U. S. only). Those that 
are not thus listed will 
be shipped by express 
collect if sufficient post- 
age is not included by 
you. 



EXPERIMENTAL RADIO EN- 
GIN EERING. by John II. Morc- 
croft. Cloth covers, size oxil . 
340 pages. 2:<0 iliu»- Aft 
tralions. Frice ... U 
A Student's i»ook; dexotcd to the 
principles of radio apparatus: in- 
tended to accompany a course in 
electricity. The licsi of its kind- 

RADIO OPERATING QUES- 
TIONS AND ANSWERS. ilte\htfd 
Fifth Edit ion l. h.v Nllaon and 
Hoi Tiung. Cloth covers, size :» ,4 sX 
ST. 390 pages. IhJ ill us- d* O A 7 

trations. Frice «p^.1# 

CoMains over 600 uuesiions ami 
answers covering »H phases of 
licensed radio oi»eratlon. Ilevised 
to contain touch new material. 
Xotltihtf hotter in print. 

5 METER RAD10TELEPHON Y, 

bv Frank Jones. "»2 oages. «?' 
lllus. iVr et»i»y. <J OC 

postpaid N> •A*' 

Ih' re you learn to construct a va- 
riety of o meter transcvl vers and 
antennas. Written bv the designer 
of tlie * meter euulpioeni for th,» 
8an Francisco Hay It ridge. 



RADIO PUBLICATIONS 



99A HUDSON STREET 



NEW YORK, N. V. 



THE VERSATILE CATHODE- 
RAY TUBE 

(Continued from page $29) 
The additional uses for cathnde-rny equip- 
ment rapidly are becominK legion, and fore- 
sighted individuals interested in "Kointf places" 
in the fields of electronics will do well to in- 
vestigate this new field. 

Hefore concluding this article, there is just one 
more subject the writer wishes to bring to the 
attention of Radio-Craft readers, and that is the 
lack of agreement between radio men on the 
terms they use every day, 

OSCILLOSCOPE OR OSCILLOGRAPH? 

A few readers may have noticed that in this 
article the writer uniformly (as delineated in 
the first paragraph of the article, "Fundamental 
Kacts About Cathode-Ray Tubes," in the April. 
1935 Klectronics Number of Radio-Craft, page 
5«)4 > has used the word OHcillo8cnpe in referring 
to those instruments which affnrd only momen- 
tary visual images of transient electrical phe- 
nomena ; and the word oscitloaraph where means 
(usually, photographic) were provided for se- 
curing graphic record of the ray-lube screen 
image for subsequent reference. This appears 
to be the usage that is most in accord with tho 
generic meaning of the words (where scope 
means "to see"; and gruph means "to write"), 
and avoids the misunderstandings contingent 
upon more loose use of the terminology. 

However, rather than attempt, single-handed, 
to establish or even confirm precedent in this 
respect, the writer has solicited comments from 
those representative organizations in the field 
which are most closely associated with cathode- 
ray equipment. A summary of these comments 
follows : 

General Electric Co, Your distinction between 
"oscilloscope" and "oscilloKraprT* is correct, and 
justified by the latest edition of Webster's New 
International Dictionary. The present General 
Electric practice is to use the word "oscillo- 
graph" even when the instrument is used for 
visual observation only. Our engineers feel that 
"oscilloscope" is too restrictive, since, with a 



proper camera attachment, any such device could 
be made recording. « MA 
Radio Manufacturers Association. The RMA 
does not have any established definitions for 
oscilloscope and oscillograph. The Institute of 
Radio Kngineers has handled subjects for tech- 
nical definitions in the radio field, whoreas, the 
RMA have, with a few minor exceptions, con- 
fined themselves to so-called manufacturing 
standards. 

Author's Note: The writer of the preceding 
paragraph continues— "My own personal vii-w 
of the difference between the two names is that 
an oscilloscope is primarily a device for looking 
at the 'picture/ such as the sine wave, with- 
out making a permanent record. On the other 
hand. I visualize the oscilli>graph as a device 
which was used primarily for making permanent 
records, although it could be used for viewing 
an image on a screen. I was under the impres- 
sion that the term 'oscilloscope' was employed 
primarily to refer to a cathode-ray type of in- 
strument. Of course, with a camera an oscil- 
loscope could readily he considered as changing 
into an oscillograph.") 

The Institute of Radio Engineers. The Tech- 
nical Committee on Electronics which would 
handle definitions of the terms "oscilloscope" 
and "oscillograph" have not prepared such 
definitions and hence there is no final state- 
ment which can be made representing the In- 
stitute's opinion in the matter. 

General Radio Co. While the word oscillo- 
graph strictly speaking means an instrument 
which furnishes a record, the term has been 
in use for a number of years to describe in- 
struments which are not recording. In our 
catalogs, we have used the term oscillograph to 
describe an instrument which you apparently 
call an oscilloscope, and we shall probably con- 
tinue to do so. 

The only dictionary at hand at the moment 
is Webster's Collegiate Dictionary, and accord- 
ing to this edition the word oscillograph may be 
an apparatus for recording or indicating. 

It seems that the only criterion which can 
be applied to a controversy of this sort is that 
of common usage, and it seems that 99 out of 
every 100 engineers call a cathode-ray tube an 
oscillograph. However, on the basis of the 
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derivation of the words, the contention you 
make is undoubtedly correct. 

Bell Telephone Laboratories. Those of us in 
these Laboratories who are particularly con- 
cerned with publication use the words "oscillo- 
scope" and "oscillograph" as you state you 
understand them, and what amounts to the same 
thing, as they are defined in Webster's diction- 
ary. The word "oscillogram" is sometimes used 
for the resulting picture. There is also a nat- 
ural tendency to call the instrument which 
permits recording an "oscillograph" even though 
at the moment one may be using it to see the 
waveform rather than to record it. 

The Clough-Brengle Co. Without any regard 
to the standard "handbook" or Webster's Dic- 
tionary, we have, in our literature, made the 
following differentiation between these words: 

(1) Oscilloscope is a device embodying the 
cathode-ray tube and the attendent power sup- 
ply. 

(2) Oscillograph is the same as the above 
instrument, but with the addition of a horizontal 
sweep circuit device, which enables the pictur- 
ization of voltage rises and falls with respect 
to time. 

We do not confirm the belief that an oscil- 
lograph necessarily comprises the element of 
permanency, but would rather suggest that it 
means the graphing or the picturization of some- 
thing with regard to time: whereas the oscillo- 
scope is purely a representation of two potentials 
with regard to some rule for analytical discus- 
sion. 
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RCA Manufacturing Co, (This interesting re- 
ply is so detailed that we have reserved it to 
the last, as follows* — Author,) 

The original coinage of the words "oscillo- 
scope" and "oscillograph" apparently has but 
little influence on their present usage. The 
body of each of the words is derived from the 
Latin "oscillare," meaning "to swinK." The 
suffixes are both derived from the Greek ; scope 
from "scopes," meaning "watcher"; graph from 
"tjraphos," meaning "writer." Wehster's New 
International Dictionary makes the words 
synonymous. It defines "oscilloscope" as "aw 
instrument for showing visually the changes in 
a varying current, an oscillograph.** The def- 
inition of "oscillograph" is, "an instrument for 
recording or indicating alternating current trace 
fur nts or other electrical oscillations.** 

Funk and Wagnall's Practical Standard Dic- 
tionary srives no definition of oscilloscope hut 
defines an oscillograph as "A device for obtain- 
ing a visibh representation of the oscillations 
of an alternating current, which are tranntnitted 
in the form of reflected light ragn to a screen 
for observation, or to a moving photographic 
film for purposes of record.** 

Hcdell and Reich named their complete ap- 
paratus an "Oscilloscope," giving the literal 
translation of the word as their justification. 
However, subsequent manufacturers of similar 
equipment have called their products oscillo- 
graphs because of the similarity of the ap- 
plication of these instruments to that of the 
electromechanical oscillograph. This similarity 
has also given rise to the popular usage of the 
word. 

Investigation of current literature on the sub- 
ject shows that instruments giving a permanent 
record, photographic or otherwise, are referred 
to as recording oscillographs. 

Another recent usage of the word "oscillo- 
scope" has been to refer to a manufactured 
cathode-ray oscillograph containing only a power 
supply and not incorporating a sweep circuit 
into the mechanical design of the apparatus. 
This is apparently the accepted usage of the 
term. 

Although technical writers have avoided the 
use of the word "oscilloscope," several other 
definitions of "oscillograph" and "cathode-ray 
oscillograph" exist : 

(1) "Cathode-Ray Oscillograph— an apparatus 
for delineating the instantaneous value of the 
current or voltage in a circuit by the deflection 
which a magnetic or electric field produces on a 
fine cathode-ray stream passing through the 
field." 

(2) "An Oscillograph is an instrument for 
recording photographically the waveform of an 
electric current or impulse." 

(3) "Oscillograph — 

A — An instrument for recording rapid varia- 
tions of an electrical current or pressure, usually 
consisting of a combination of a suitable form 
of galvanometer with a photographic recording 
apparatus. 

U — A cathode-ray tube in which the cathode- 
rays are deflected by the application of a 
magnetic field." 

(4) "An oscillograph is an instrument which 
gives a graphical record or a visual indication 
of the manner in which a rapidly-changing 
current or voltage varies with time." 

In a recent article in Radio Engineering mag- 
azine for June the writer has defined the instru- 
ment as follows: 

"The cat node- ray oscillograph is a device for 
nrcuratcly observing, measuring, or recording 
the instantaneous effects of changes in electrical 
circuit parameters. One or more effects, which 
may occur in only a few mirrosecomls or after 
several seconds, as a result of varying such 
parameters as current, voltage. inductance, 
capacity, resistance, impedance, etc., is indicated 
as an image on the screen of a cathode-ray 
tube." 

Since such a variety of definition is encoun- 
tered in authoritative literature on the design 
and use of the apparatus, it seems advisable 
to accept the common usage of the manufac- 
turers and users. 

References : 

(I) Webster's New Internationa] Dictionary 
(2> Funk and Wagnall's Practical Standard 

Dictionary 
'3) Electrical Dictionary — Houston 
14) Dictionary of Applied Physics— Glazebrook 
fi>) Journal A.I.E.E. Vol. 4G 
«6> Commercial A.C. Measurements — G. W. 

Stubbings 

<7> Electrcal Vibration Instruments— KennelJy 



Personally, I consider the oscilloscope a more 
limited or simplified form of oscillograph and 
reliable manufacturers are using the term 
"oscillograph" for a complete instrument but 
I believe that the term "oscilloscope" will 
gradually disappear and the term "oscillograph" 
apply to instruments of either type. 

This closes the remarks by RCA's commenta- 
tor. Expressions from Radio*Craft readers con- 
cerning this subject will be appreciated, and 
may tend to reduce the ambiguity that other- 
wise may be attached to indiscriminate use of 
cathode-ray equipment nomenclature. 

(Credit is here given to Instruments magazine 
for special permission to reproduce the illustra- 
tion [therein termed a tree of oscillography ], 
prepared by Westing house Elec. & Mfg. Co., 
reproduced here as Fig. A.) 



NEW RADIO AND INDUSTRIAL 
TUBES 

(Continued from page 606 ) 

The 307 — A High-Power Pentode. Still another 
n«*w tube is the 307 A, which is a pentode de- 
signed for mobile radio transmitters. It may be 
used as a modulator, amplifier or oscillator. The 
unusual feature of this tube is in the remark- i 
able characteristic which very closely approaches j 
the ideal for this type of tube, and in the fact 
that the 3 grids are brought out to separate I 
prongs on the tube base. 

An outstanding proof that the "last thing" in 
tul>e design has not been seen is found in the 
new "electron image" tubes which Prof. Zwory- 
kin has just introduced; the tube shown on the 
cuver of this magazine is one of these remark- 
able new tubes. 

An unusual display of electronic tubes ami 
tube actions was shown recently hy the Uni- 
versity of Illinois at a science exhibit in St, 
Louis. As shown in the photo at Fig. D. this 
display depends primarily upon a "cold-cat hodo 
rectifier" capable of handling voltages up to 
,l0.00o V. This tube uses an odd application of 
a phenomenon known as "Hittorf's principle of f 
limiting the expansion of Crooke's dark space." 
However, to come back to earth, this display 
makes use of a cathode-ray oscilloscope to trace 
the waveform of the current in the rectifier 
and the combination of fluorescent waveform 
and the visible discharge in the rectifier tube 
itself certainly makes an attractive display. 

The applications of such a cold-cathode high- 
\oltage tuhe will be found wherever high poten- 
tials are required at direct current (D.C. ), The 
fluorescope and X-ray machines are two very j 
common uses to which it may readily be put. 

THE 3-DIMENSION GRAPH 

In connection with the heading illustration 
the following additional data has been supplied 
by the manufacturer. 

The use of older conventional methods of in- \ 
dication of dynamic characteristics on a family 
of plate characteristics of an amplifier tube is I 
not entirely satisfactory to the circuit engineer 
in that it is an indirect and tedious method of 
obtaining the information desired for design 
purposes. This information covers the operat- 
ing grid bias voltage and the permisnible grid 
siring associated with different values of coupl- 
ing res 5 stor. With the usual family of curves 
the selection of the operating bias and load lines 
ts an uncertain operation unless adequate in- | 
formation and equipment are suppl ed to show 
the less apparent limitations, such as grid cur- 
rent region and non-linearity. The type f>F5 
tube is used as an example of the general prin- 
ciples involved. 

In the use of dynamic characteristics to select 
the grid bias for a given load resistor, it must 
be borne in mind that the grid should never 
swing to a potential less negative than 1 V. 
This limit should not be exceeded since there 
is a possibility of grid current in that reg'on 
due to the effects of initial velocity of emission 
of electrons from the cathode, contact potential, 
and other spurious voltages present from the 
structure of the tube. The straight portion of 
the curve representing the desired load in the 
region more negative than the boundary of the 
grid current region is noted. The center point 
of this Portion of the curve is then selected for 
the operating bias. In the case of one example 
this is — 1.3 V. for all 3 load resistors. It is 
obviously far easier to judge the straight operat- 
ing portion of these curves to obta : n minimum 
distortion than it is with the load lines 




THREE 

Big Clough-Brensle 

ANNOUNCEMENTS 

1 — New Easy Payment 
Plan 

You can now completely equip your labo- 
ratory with the latest CLOUGH-BREN- 
SLE Instruments for a small down pay- 
ment — and pay the balance over six 
months. The extra income produced by 
this fine equipment will pay the monthly 
installments and leave you money ahead. 

For instance, you can buy complete Cath- 
ode-Ray Equipment, including the MODEL 
CRA Oscillograph and MODEL OM Fre- 
quency Modulated Oscillator, for a down 
payment of $49.00 and monthly payments 
of $17.15. 

Ask your jobber or write for full informa- 
tion, 

2 — Complete 

"Service Laboratories" 
— approved by F.H.A. 

CLOUGH-BRENGLE engineers have just 
completed a new line of "Service Labora- 
tories" — which offer every essential serv- 
icing facility in impressive display cabi- 
nets. These meet the Federal Housing 
Administration requirements for their at- 
tractive time payment plan. See your job- 
ber or write for new descriptive bulletin. 

3 — New Spring Catalog 

Here is complete information on the most 
complete and the most popular series of 
precision radio service instruments ever 
offered. Cathode-Ray Oscilloscopes, R-F 
Signal Generators, Set Analyzers, Audio 
Oscillators, Power Level Indicators — all 
with the C-B reputation for unequalled 
performance and value. Get your copy 
today. 

Get the Full Story— TODAY 



Th* CLOUGH-BRENGLE CO. 



1 130 W. Austin Ave., Chicago. U. S. A. 
Cable Address— CEBECO, Chicago 

CLIP AND MAIL NOW 

Please send at once the following new CLOUGH- 
BRENGLE Spring announcements: 

Mpw Easy Payment plan 
~ F. H. A. Approved "Service Laboratories" 
NhW Complete CLOUGH-BRENGLE CatalnQ 

Name . ... - r --- : -. 

Address :. , 

City - State 

My Jobber Is 
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/iHjwm high LEVEL VEUIilV 



Operates W ITHOUT PRE-AMP 
HIGH IMPEDANCE — 2000 OHMS 
THIS MICROPHONE IS HIGH 
ENOUGH IN IMPEDANCE TO 
OPERATE DIRECTLY INTO 
GRID . . . BUT NOT HIGH 
ENOUGH (ONLY 2000 OHMS) 
TO INTRODUCE SERIOUS 
LOSSES IN UNE UP TO 200 . 
Rer^ces c^ndcr.ser a" "i "■ ""I 

EUrr.tr. i'.cs inpul tra--.fomer 
and i's losses T'.r. mtes hJ~ 
liQui'.e nr.d fecdfcirk 



sinnos 



ELIWINATEb 
HUM TROUBLE 




MODEL RB-H. iot 
speech and munc 
UST S42.00 with coup- 
ling. MODEL RS-H. for 
speech, but can also 
b« uied for music- UST 
$32.00 with coupling. 
Writ* lor Bulletin H 



Positive, non-sliding, ball-bear- 
ing clutch! Will never wear out 
. . . never require adjustment. 
WILL NOT "CREEP". Tightens 
with only 1 ■ turn oi clutch. Mike 
can be rotated without loosening 
clutch. SMOOTH. PNEUMATIC- 
LIKE ACTION up and down. A 
model for every purpose. WRITE 
FOR ILLUSTRATED BULLETIN S. 




MICROPHONE 



CHEKATUBE 




f.o.b. 
Factory 

Model 

cm 
NEW 

TESTS 

ALL 
METAL 

AND 
GLASS 



Tubes — no adapters — Got a swell instrument 
tlmt d.ies iiii»r« a th:iti most $35 tester?-. IIHJ1I- 
EST yiWLITV — rj£i> iiiet«-r — NVi.n r-lmrt U>>\ 
tlmt >h«»w plate short* :ititt »tiiii tii'till.v tiud nil 
other >liort> even tin- metal till"- shield. \**>rt- 
nM<» nioriVl shown without cover. A>k >.>ur 

I.J.Imt for »trsitiiin t»>forc bit>imr any 

iittn-r. or m-iii1 lis \\\< mniie tniil run-lve fi«e 
literature. 1'iilly u"iiir:itit.si| to sat Iffy you or 
ninncy back — Sit' your jobber today. 




Established 
19 2 2 



J-M P Manufacturing Co., Inc. 



3044 N. 34th St. 



Milwaukee, Wit. 



QUALITY Trammed-: 

SOLAB MFG. COUP. *3£ iETS? 



AMERICAN MICROPHONE CO., Inc. 

CRYSTAL, ELECTROSTATIC, 
CONDENSER AND CARBON 

New catalogue available upon request. 

1915 Scuth Western Avenue, Los Angeles, Calif. 



THE LATEST RADIO EQUIP- 
MENT 

(Continued from page 602) 

RENEWABLE FUSE (950) 

THIS FUSE can be renewed many times, 
since "blowing" does not render it useless! 
The fusible element is a slender column of 
mercury, which boils when the load becomes 
too high, the boiling opens the circuit and the 
fuse mu^t be .shaken to renew it. 



TYPEWRITER 
BARGAIN 



FREE 

. HOME TYPING 
K COURSE 



HIGH-FIDELITY-RESPONSE DRY- 
DISC PE. CELLS (951) 

SELF-GENERATING photo-cells of the 
selenium dry-disc or photovoltaic type are 
now mude whieh have remarkable character- 
istics. Reasonable moisture and temperature 
changes have almost no effect, A special age* 
in* process makes the cells stable over a per- 
iod of many years. The elements are made 
in sixes from **s-in. dia. (illustrated) to 2% 
ins. in dia., and %xl?« ins. in rectangular 
shape. Thi» latter is especially useful for 
use in constructing batteries. Hnkelite cases 
are made for all types. The electrical output 
is extremely high. The 1 % in. cell will de- 
liver up to 20 ina. in direet sunlight. Time 
lag is practically nil: response may be ob- 
tained out to 10,000 cycles, it is reported! 




FREQUENCY MODULATOR 
(952) 

(Clough-Brengle Co.) 

USE of an ordinary oscillator as a frequency- 
modulated oscillator with an oscilloscope, 
or as a straight oscillator is possible with this 
intrument. The fixed-frequency sweep produc?* 
a selectivity curve accurately calibrated in fre- 
quency. The fixed sweep principle is employed. 



MODEL No. 5 



REMINGTON PORTABLE 

• A brand new Remington for only 10c a 
day. An easy, practical Home Typing 
Course FREE. With it anyone quickly be- 
comes expert on this machine ... the most 
rugged, dependahle portable made. Not 
used or rehuilt. Standard 4-row keyboard. 
Standard width carriage. Margin release 
on keyboard. Back spacer. Automatic rib- 
bon reverse. Every essential feature of big 
office typewriters. Carrying Case FREE. 
Try it for 10 days without risking a cent. 
If you don't agree it is the finest portable at 
any price, return it at our expense. Don't 
delay. Without obligation, write now. 
Remington Rand, Inc., Dept. 189-4, 205 East 
42nd Street, New York, N.V. 



TINY. "DUAL" ELECTROLYTIC 
CONDENSER (953) 

(Solar Mfg. Co.) 

A DUAL unit has been added to the popular 
line of "Little Giant" (small-space) con- 
densers, shown as item No. 817, Oct., 1935 
Itadio-Craft. Has removable mounting flanges, 
and is provided with separate leads so that 
both sections may be isolated in the circuit. 
Available in 4-4 and 8-8 mf„ and in surge 
peak ratings of 250 and 525 V. 



VOLUME CONTROL KITS (955) 

ANEW idea for the Service Man and ex- 
perimenter is the 44 volume control kit." 
which incorporates 5 volume controls of most 
commonly-needed values, 3 snap-on off-on 
switches, and, free, 5 flexible resistors for 
average bias -voltage requirements, Wi re- 
wound or carbon controls are optional. 



PORTABLE P.A. SYSTEM (954) 

(Lafayette Radio Mfg. Co.) 

THE EQUIPMENT pictured has been de- 
signed particularly for the use of lecturers 
and others who need compact, powerful, port- 
able P.A. equipment. The case measures 23x- 
lTi-jXli ins. and contains a 12-in. phonograph 
turntable with dual-speed motor, either a 12- 
or 15-W. amplifier, and a mixing panel for 
control. 



SHOCK-PROOF FUSE TONGS (956) 

MADE in 3 sizes, these fuse tongs are 
very sturdy and compact. They are of 
hard fibre, riveted together, and may be used 
for adjusting live switch and cut-out clips, 
as well as for fuse handling. The unit illus- 
trated is T 1 '- ins. long, and others are made 
12 ins. and 20 ins. long, for higher power 
work . . . 



GENERATING PLANT (957) 

HE OiASOLINE-drivcn power plant shown 
has a power output of 350 W. at 110 V. f 
that any type of equipment designed for 



RADIO ENGINEERING 

RCA Institutes offers an intensive course of high 
standard embracing all phases of Radio. Prac- 
tical training «lth modern equipment at 
New York and Chicago schools. Also spe- 
cialized courses and Home Study Courses 
under "No obligation" plan. Catalog. 
Dept. KT-3H. 

RCA INSTITUTES, Inc. 

76 Vartck St., W«w York. 1IS4 *«cct»aridl». Mart. Chicago 

Am Standard in /iwlr yel.«» S.»« l»0» 
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No. 967. Appearance and Circuit of Crystal 
Calibrator. 

use on commercial lines may be operated in 
isolated locations. The engine is rated at 
1 hp. and operates at 1,800 r.p.m. It may 
be had in self-starting, manual-, or au to- 
mat ic-s tart ing types. 



A NEW 




CK8 transformer kit 
mounted on chassis with 
ad accessories, except 
tubes, ready to wire. 

LIST 

$45.00 



NET 

527.00 



"LOW IN PRICE . . MIGHTY IN PERFORMANCE" 

CK8 Metal Tube 
Super Power Amplifier 



35 Watts undistorted output — will handle up to 20 dynamic speakers. 
8 tubes used: 3 — 6C5 triodes, A — 6F6's in Pentode A prime connec- 
tion, I — 83 rectifier. 95 D B gain. Input of amplifier will match 
crystal or high impedance ribbon mike outputs. Also adapted for 
carbon or dynamic mikes through external transformer input, 

U/DITC t0 '^ r ' Bowes for FRF.F. comtructimtal 
W K I I L diagram! of this latest CKH *//...... 



7£ SPRING STREET HEW YORE, N. Y. 

Elfflltr WVtfitQM - Ll LMGKt STPECT. HEW V£}?i. M T 



VELOCITY MICROPHONE (958) 

ANEW alloy called Nicalum is used in the 
permanent magnets of this microphone, 
with the result that extremely high sensitivity 
and small size have been obtained. The built- 
in transformer is very thoroughly shielded. 



RESISTOR RACK (959) 

(Central Radio Lab.) 

ALL SIZES of resistors are carried by this 
i handy rack, which has printed on it a 
large, easily-readable chart of the standard 
R.M.A. i'olor code. The rack is supplied with 
a resistor kit suitable for most requirements, 
and may be hung on the wall where it is out 
of the way but yet very convenient. 



AMPLIFIER SHIELD (960) 

(Redolek Co.) 

PERFECT mechanical protect ion is afforded 
by this strong shield. It provides ample 
ventilation t » > allow correct operating tempera- 
ture. The shield is made of heavy steel with 
a black enamel, haked-on finish. The ehield 
is shown on a 30W. amplifier. 



COMPACT CONDENSER (961) 

(Aerovox Corp.) 

EXTREME 'ompactness and utility are com- 
bined in this tiny unit one of which, a dual 
8 mf., is illustrated. Double-section units are 
made in 250 and 525 V. rat inns and combina- 
tions of 4-4 lo 8- Id mf. Individual le*ads for 
both positive ami negative are used. 



(Cotitinurd from jtaac 603) 

CRYSTAL-CONTROLLED CALIBRA- 
TOR (967) 

(RCA Manufacturing Co.) 

calibration or checking at innumerable fre- 
quencies. The unit is entirely self-contained, 
and needs only to he plugged into the 110 V., 
60 cycle socket. The A,C. modulates the re- 
sultant signal, hut a D.C, high-voltage supply 
may be used if unmodulated operation is re- 
duired. The moulded case is only 5^x3%x- 
2% ins. deep. A single, type 055 (triode) 
"acorn" tube is used in conjunction with a 
special quartz crystal to assure the high degree 
of accuracy required in precision work. 
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3-SECTION OSCILLOSCOPE 
"SYSTEM" (968) 

THIS equipment consists of 3 separate and 
related units, an oscilloscope, an A.F. oscil- 
lator and a frequency-modulated R.F. oscil- 
lator. 

The Oscilloscope. This basic unit is self- 
contained, being provided with a linear sweep 
oscillator, a vertical amplifier to increase 
sensitivity, a horizontal amplifier, a centering 
adjustment, etc. With amplifier on full, the 
sensitivity is ,75-V. r.m.s. per in. of deflec- 
tion. All controls are brought to the panel. 

The Frequency-Modulated Oscillator. This new 
companion unit has a hand-calibrated dial 
reading from 100 kc. to 25 mc. in 6 
bands. The frequency modulation is obtained 
by variation of a rotating condenser which 
gives a band width of about 20 kc. A large 
condenser is also mounted with the small one 
so that the frequency varies over the same 
range as the main tuning condenser, enabling 
the oscillator-section of a radio set to be 
tracked over the entire range without con- 
tinuously turning the oscillator tuning control 
at each new frequency setting of the set. 
An impulse generator is attached to the same 
shaft to enable synchronization with the os- 
cilloscope. 

The A.F. Oscillator. This final unit in the 
series has a frequency of 400 cycles: the per- 
centage of modulation of the R.F. ost'illator 
may be of any value up to 100 per cent. The 
beat-frequency oscillator has a directly-cali- 
brated scale reading from 10 cycles to 20,000 
cycles. The dial has a total scale length of 
about 9 ins. A reed is provided for use as 
a checking point, and when so checked, the 
dial readings will be correct within 2 per 
cent. Two output circuits are available, for 
low and high-impedance use. 

The complete "system" utilizes the following 
tube complement: 1 2 57s M6 or 908. 

1—80, and I — 885. 



Extreme left, 
No. ?A8, Os- 
cilloscope. 
Below. No. 
968, R. f. Os- 
cillator. 
Right, N o, 
9 6 8, Audio 
Oscillator. 




Chirardi and Freed's 

POCKET 
TROUBLE-SHOOTER 

for service men 

The handiest gadget over invi»nted for 
mtvIc»- null t;!\4'K H|H>eitlc reme- 

dies fur nil ty|M«s of symptoms and 
every possible trouble source. Take it 
with you on till your calls — as a n- 
minder. It saves hours of wasted time 
ti nd no end of "headaches." 

Send Coupon Today 



RADIO & TECHNICAL PUBLISHING CO. 
45 Aster Place, N.Y.C.. Dept. RC-46 

Enclosed find *J.> fur one of <.hir<irdl A, 
Freed's Pocket Trouble Shooters. 

Name _ 

ADDRESS 
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A new book to add to your technical library 

ABC of AIR CONDITIONING 



by Paul D. Harrigan 




POSTPAI 

Size— 6x9 

InehM 
64 Pages 
Stiff, flexible 
covert 



Mr. PaulD. Harrigan Is a well 
known instructor and coneulitnt 
oo Air Conditioning problems. 



TFTOSE who are first becoming Interested In 
the fertile field of Air Conditioning will 
find In this hook all the fundamental Principles 
which underlie the practical systems In use to- 
day — and written In a way that can be under- 
stood by anyone. 

The hook contains also a stcp-hy.jtcp descrip- 
tion of the different types of refrigerating m< 
terns, humidifying and de humidifying meth- 
ods, air filtering units and heating plants which 
have been used In Air Conditioning Installa- 
tions, beginning with the invention of artificial 
cooling and refrigeration and continuing up to 
the latest types In use today. 

The man who wishes to learn shout Air Con. 
dltlonlng will do well to start with this com- 
prehensive book. 

Brief outline of content*: 

The Future of Air Condlt inning 
T'ses and Benefits of Air Condi Honing 
Klcmentary Refrigerating Systems 
Types of Winter and Summer Air 
Conditioning Installations and their 
Operation 

Service snd Control Applied to Air 

Conditioning Systems 
Ventilation Data for Air Conditioning 
Definitions t'sed In Air Conditioning 
Air Conditioning Books 

Send fifty eents In stamps, 
money order or coin for your 
copy of the ABC of Air Condi- 
tioning — it is sent postpaid 
upon reeelpt of your remittance. 



GERNSBACK 
PUBLICATIONS, Inc. 

Ml Hudnn StrMt N«w Yerk, N.Y. 



Westinghouse 
Power Generator 

Manufactured for U. *. Signal Corps 

200 Watt. 110. V. AC 




Something NEW! 

WEATHER 
FORECASTER 
AND 
HUMIDITY 
TESTER 




A.C. ELECTRICAL POWER 

from a Windmill, from available Waterpower. from your 
Automobile, from your Motoreyele, from your Blcyete. Foot« 
pedals or Handerank (for transportable Radio Transmitters. 
Strong Floodlights. Advertising Signs) : do you want to 
operate AC Radio sets from 32 V. DC farm light systems: 
operate two generators In series to get 200 V. AC: obtain 
two phase and three phase AC. etc.. etc. 

There Are Over 25 Applications 

Some of which are: 

A.C. Dynamo lighting from eight to ten 20 Watt 110 
Volt lamps. Short Wave Transmitter supplying 110 Volts 
AC for operating "TIam" transmitter. Operating 110 V. 
AC 60 Cycle Radio Receiver in DC districts. Motor Gen- 
erator Puhllr Address Systems. Electric Sirens on motor 
boats, yachts, etr. Camp LU'htlnK. Short Wave artificial 
' fever" apparatus. Television. Pelton Watenvheel for 
lighting or other purposes. Airplane: for lighting strong 
search lights or electric signs. Laboratory work. etc. etc. 
^4 to Vfc H.P. needed to run generator. 

BLUE-PRINT 22x28 In. F° ur ; p « e W* * { * l "- 

INSTRUCTION SHEETS FREE WITH GENERATOR. 

Generator, as described. Including four re- f£| 
placement carbon brushes. Itlue- print and ^ 

Instructions - M ~— 

Send $2.00 deposit balance C.O.D. 

Shipping weight IB lbs. 
(Replacement carbon brushes bought separate $1.50 per 
tet of four. Set of instructions bought separate $1.00.) 

MONEY-BACK GUARANTEE 



'90 



l "HYGROSCOPE" 

The Ace of Weather 
Forecasters 

When placed in a well-ventilated room | 
or in the fresh air, the HYGROSCOPE 
foretells coming weather conditions from j 
eight to twenty-four hours in advance. It 
also accurately records outdoor humidity* 
and when placed inside it gives the humid- 
ity within the house or room. 

The HYGROSCOPE is automatic self-adjust- 
able, simple American-precision made. It can- 
not uet out of order at any time. The dial 
measures 2%". is enclosed in a 6" round hard- 
wood case, with either walnut or mahogany fin- 
ish. It is attractive for desk or living room. 

OUTSIDE DIAL FORECASTS WEATHER 

Fair — rain — or changeable is indicated on the 
outer dial when the HYGROSCOPE is placed 
in a well -ventilated room or out-of-doors. If 
indoors, place the instrument near an open 
window. 

INNER DIAL SHOWS THE HUMIDITY 
CONTENT 

The HYGROSCOPE also acts as a hygrometer. 
Numbers on the inner dial indicate the degree 
of humidity present in the air and in artificially 
heated rooms. 

SEND YOUR ORDER NOW! Get your HY- 
GROSCOPE today. Your remittance in form 
of check or money order accepted. If you send 
cash or unused U. S. Postage Stamps, be sure 
to register your letter. Also speci- 
fy if you prefer the HYGRO- *J> V^VJvJ 

Postpaid 



CORNERSTONES OF RADIO 
—THE BRIDGE 

(Continued from page 604) 

to adjust, or better, we have to redesign the 
balance to be used for our experiment, so as to 
adapt it to our "electrical objects.*' What We 
need is a device which permits us "to place"' 
electricity upon the plates of a balance. 

After we have found the "main difference** 
between electricity and "ordinary objects" it is 
easy to design a balance exactly fitting our 
experimental needs. We need utilize but a few 
wires, and send through one side of our imagin- 
ary electrical balance the same amount of elec- 
tricity which goes through the other side. We 
then apply, in addition, an "electrical zero indi- 
cator*' (for example a sensitive galvanometer). 

That sounds like a fairy tale but as Fig. 4B 
indicates it is actually possible to design and 
construct for electrical use such a device as de- 
scribed by mechanical analogy in the previous 
chapter. In the center of this electrical balance 
we see a battery. The current provided by this 
battery is sent by means of 2 wires to the left 
and right side of the balance. At the right side 
we see a calibrated resistor, R4 of 10 ohms 
value cut into the wires, and in addition to this 
a resistor which is marked Rx (which let us 
suppose is of unknown value, despite the fact 
that we know its actual value is 10 ohms). At 
the left side we find a calibrated resistor. R2, 
of 10 ohms resistance ; and connected to R2 is 
yet a third resistor, Rv, equipped with a sliding 
contact that permits the amount of resistance 
in use to be varied within the range of 0 to 20 
ohms. If we want to obtain a zero indication 
by the instrument (the zero-indicating galvanom- 
eter previously mentioned) on the top of this 
electrical balance, to show us when balance is 
obtained, we have to vary the slider setting on 
resistor Rv until the slider rests in front of the 
"10 ohms" mark, and the trick is completed. 

How this was accomplished is very easy to 
understand if we keep in mind that in varying 
the position of the slider and hence the amount 
of resistor Rv in the circuit, we also changed 
the value or amount of the current flowing in 
the left side of the balance. 

FINDING THE EXACT VALUE OF Rx 

However, "balance" is not the main point we 
have been driving for; instead, we started our 
experiment with a view to determining the value 
in ohms of resistor "Rx." 

If we look over the resistor values at both 
sides of our measuring device we shall find that 
resistor R2 (called the basic resistor because of 
its resemblance to the plates of the commercial 
balance) has a value of 10 ohms, and it will be 
recalled that we added to this resistor (through 
variation of Rv) a resistance value of 10 ohms. 
This makes the entire resistance value, cut into 
the left side of our balance, 20 ohms. 

We know further that resistor R4 has a value 
of 10 ohms, and since we know that we can 
obtain balance only when the resistance at both 
sides of the balance is equal, we can easily con- 
clude that the value of Rx, too, must be 10 
ohms: since 20 — 10=10 ohms — or, figured in 
another way, 10+10 = 20 ohms. 

The example presented above has demonstrate:! 
to us the possibility of determining the vnlu - 
of a resistor by means of a bridge, but we do 
not know how this effect was actually obtained. 

Ficj. 7. A bridge-type V.T. voltmeter. 
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12 BOOKS TO HELP 
YOU LEARN MORE 

ABOUT RADIO 




Illustrated at the 
ritrht and left 
are two books in " 
the Radio- 
Craft Library 
Series. 




THE RAI>IO-CIlAFT LIBRARY SERIES— a most 
* rump let e and authentic set of volumes — treats In- 
dividually, important division!; of radio. KaHi book 
hits hcen designed to gire you the opportunity to learn 
one or more bram-hr* of radio. The authors of the 
hooks are well- known to everyone. Earn is an expert 
radio man: an authority on the subject each Is thor- 
oughly familiar with the field which he represents. 

All Books Uniform 

The volumes In the RADIO-CRAFT LIBRARY 
SERIES are all uniform. 6 t 9 inches. Each book 
ontalns on an areraKe of 50 to 120 Illustrations. The 
hooks are printed on an excellent grade of paper 
Hhlrli makes the type easy read Inc. 

Here Are the Series; 

Book No. 1 
RADIO SET ANALYZERS 

And How to Use Them By L. VAN DER MEL 

Book No. 2 
MODERN VACUUM TUBES 

And How They Work ( By ROBERT HERTZ BERG 

Book No. 4 
MODERN RADIO HOOK-UPS 

The Best Rtdlo C I re u i ts By R, 0. WASHBURNE 

Book No. 5 
HOW TO BECOME A RADIO 
SERVICE MAN 

By L OUiS MA RTIN 

Book No. 6 
BRINGING ELECTRIC SETS 
UP TO DATE 

By CLIF FORD E. DENTON 

Book No. 7 
RADIO KINKS AND WRINKLES 

For Service Men and Experimenters 
By C. W. PA LMER 

Book No. 8 

RADIO QUESTIONS AND ANSWERS 

By R. D. WASH BURNE 

Book No. 9 

AUTOMOBILE RADIO AND SERVICING 

By L OUIS MA RTIN 
Book No. 10 
HOME RECORDING AND ALL 
ABOUT IT 

By GEO RGE J. SALIBA 

Book No. II 
POINT-TO-POINT RESISTANCE 
MEASUREMENTS 
By CLIFF ORD 6. DENTON 
Book No. 12 
PUBLIC ADDRESS INSTALLATION 
AND SERVICE 
By J. T. BERNSLEY 



BIG DISCOUNT OFFERED 



When Five (5) Books or More 
Are Ordered, Deduct 20% from 
Your Remittance 
• 

GERNSBACK PUBLICATIONS, INC. 
99 Hudaon Stre<t, Now York, N. Y. 

MAIL THIS COUPON TODAY! 



GERNSBACK PUBLICATIONS. INC. 
99 Hudson Street, New York. N. Y, 

I have circled he low the numbers of books In the 
U.UHO tJKAFT UllKAKY SKKIKS xxhh'h you au- 
to stud inc. and have deducted 20% for ordering 
h\e (5) books or more. I have included my remit* 
I mint In full, at the wire of 50i- each, when less 
t hull five books arc ordered. 

The amour t of my remittance Is 

i stamps, che ks or money orders accepted). Circle 
i lumbers wanted: 

1 2 3 4 5 6 7 8 9 10 11 12 



CUy State.., _ 

All books aro sent poataga prepaid 
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The first step in discovering the secret of the 
balance function is to redraw the balance circuit 

I as shown in Fipr. 4B in such a manner as to 
obtain more simplicity. 

How the simplified balance circuit therefore 
looks is shown by Fig. 4C. If we compare con- 
nection for connection, we will find that the 
balance circuit shown in Fig. iC is absolutely 

1 identical with the one presented in Fig. 4B. 
In order to learn how such a balance actually 

■ operates we shall construct still another balance 

| — but, this time, one made of glass-tubes and 
small pieces of rubber-hose as shown in Fig. 4D. 

As the arrows indicate a water stream flows 
from the tank to the "T"-8hape<l glass tubing 

1 indicated as "a." At this point the water stream 
will be divided into 2 brunch streams. One of 
these smaller water streums will flow through 
the lower branch, "a to d and d to b" ; while 
the second one flows through the upper branch, 

I '"a to c and c to b, M and then is again collected 

j by the second glass "T" marked *"b/* and so 
back into the tank. 

It is easy to believe that Water also will flow 
from the third glass "T" marked "<T* and 
from the fourth glass "T M marked "c" into 
the middle tube here shown furnished with a 
water wheel as the zero indicator. If we regulate 
valves V3 and V4 so that more water flows 
through branch a-d-b than flows through branch 
a-c-b the small water wheel will rotate in the 
same direction as do our clocks and watches 
— that is, "clockwise." 

If we decrease the amount of opening of 
valves V3 and V4 but increase the amount for 
valves *'Vl" and "V2", the zero -indicator wheel 
will rotate in the opposite direction. In case 
both sets of valves are adjusted to let through 
an absolutely equal amount of water, no water 
will flow through the center tube. 

THE ELECTRICAL BALANCE ISA BRIDGE 

About the same situation occurs in the elec- 
trical system as shown in Fig. 4K (see also 
Fig. 4C). That is, as long as the resistance 
of branch RI — R2 is equal to the resistance of 
branch R3 — R4 no current will flow over the 
wire c-d that bridges both branches — and the 
galvanometer (cut into the bridge wire) there- 
I fore will indicate zero. The experience presented 
by the last sentence has been condensed into the 
following formula, which is of great importance 
for experimenters who desire to build such a 
bridge: The indicator shows zero when 

resistance of a — c _ resistance of a — d 
resistance of c — b resistance of d — b 
or if the same formula is written in a more 
simplified manner, the galvanometer will indi- 
cate zero, when : 

Rl _ R3 
R2 R4 

Since mathematics is a subject that generally 
is not well liked, modern electrical bridges are 
furnished with the long, stretched wire shown 
in Fig. 5 as "a to b'\ in place of the separate 
resistors, "Rl and R2** shown in Fig 4. Along 
this single heavy wire, a-b, there is fixed a 
calibrated scale, and over wire a-b is arranged 
a slider contact which may be slid to any inter- 
mediate point between terminals a-b. The 
slider not only makes contact with the wire 
a-b but also carries an indicator or pointer 
which moves over the calibrated scale. 

ACCURACY OF THE BRIDGE 

D«spite the fact that there are many other 
means provided to measure a resistance, with 
(Continues on page. $37) 

Fig. 8. A capacity-measuring bridge. 
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When "Squad-car" Centralab is at the 
wheel things happen. He stands for no 
fool in'. Out goes that noisy control on 
its ear . . . and a smooth, efficient CEN- 
TRALAB KADI OHM preserves the 
peace. 



The best pacifier for noisy 
receivers, servicemen agree, 
is a Centralab Radiuhm . . . 
and ... a mere handful will 
service practically any set 
ever made . . , and make it 
work "better than ever be- 
fore.*' 
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NOW 



EVEN GREATER DISTANCE 
CLEARER RECEPTION 

RUBBER INSULATED 

SIMPLE NEAT INSTALLATION 
ADJUSTABLE BRACKETS 

// Your Dealer Cannot Supply Send Money 
Order for $1.75 Sample Prepaid 

SEND NAME OF YOUR JOBBER 

VICTORY MFG. & DISTRIBUTING CO. 

Dept. 2 2021 Michigan Ave. Chicago 
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■ plete data on C L home-study course. En- 
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WITH GERNSBACK OFFICIAL RADIO SERVICE MANUALS 




SET SERVICING 

Service information 
found in the Manuals 
covers all types of 
radio receivers. The 
material is extremely 
valuable to Dealers 
and Service Men. On 
many diagrams ap- 
pear voltage leadings 
of tubes, socket con- 
nections, transform- 
er data, alignment de- 
tails, and other serv- 
ice notes. 

PUBLIC ADDRESS 
The pages on P.A. In- 
stallation will be 
helpful to S e r v I ce 
Men and P.A. special- 
ists. Such prominent 
features as class A 
and B amplifiers — 
single and dual chan- 
nel systems — attenu- 
ators", and mixers — 
superpower stages — 
preamplifiers and oth- 
er commercial devices 
for P.A. work arc in- 
cluded. 

ALL WAVE 
RECEIVERS 
In format inn relative to 
short -wave receivers have 
found their way into the 
Manuals. For these 
i standard manufactured 
sets, wherever possible, 
complete albrniiiK detail* 
for all wave bands arc 
included in addition to 
the service material Ifsted 
for other sets. 

AUTO-RADIO 
RECEIVERS 
All available service in- 
formation on new auto- 
rail 10 sets has been in- 
cluded. From this data 
alone Service Men coulj 
derive sufficient knowl- 
edge to venture in a 
specialty field — that of 
servicing only a u t o - 
radios 



Just as we say — "Be prepared to meet all radio servicing emergencies with the (Jernsback Official Radio 
Service Manuals." You never know when a service job reuuires that "extra" special attention. It 
might mean the difference between doing the job or losing it. You're safe if you have on hand the 
GERNSBACK MANUALS — either for regular service work or for servicing auto-radios. Get your 
copy today ! 

No other radio book is comparable to the new 193. r > OFFICIAL RADIO SERVICE MANUAL. In con- 
tents, in style of printing, in grade of paper, in illustrations, there has never been published such a 
coniprebensive volume. 

This Manual contains over a thousand pages — yet it is only 1 V* inches thick because it is printed on a 
special Bible stock which is an exceptionally good stock, yet one of the thinnest and most durable 
papers. This 1.13!> Manual is the most authentic and elaborate service guide ever used in the radio 
industry. 

and commercial servicing instruments. • The 
cumulative index is even more complete than be- 
fore; including cross-references to sets sold under 
different names and type numbers. • Volume V 
includes resistance data ; socket layouts : I.F. data ; 
and voltage data. • Tube data on latest tubes. 
• Free « ideation and answer service — as included 
in our last three manuals. 
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$i 



.00 

List 



Over 1. 000 pages full of diagrams and essential 
information of manufactured receivers only data 
of real use in servicing is included. This new 
Manual is really portable since it is ex- 
tremely thin and light as well. • Volume V 
continues where the preceding manual left off. 
• Many circuits of old sets are included. • 
Service Men know every set has certain weak 
points which are really the cause of trouble. 
Wherever the information could be obtained, these 
weaknesses with their cures are printed right 
with the circuits. This is an entirely new and 
valuable addition to the Manual. • All the latest 
receivers are included — all-wave sets, short-wave 
sets, auto-radio sets, midget and cigar-box setx. 
etc., as well as P.A. Amplifiers and equipment. 



OVER 1000 PAGES 

Over :t.OO0 M Hunt ration* 
Size 9* x 12"— only I */ 4 " thick 
Flexible** Utaneleaf leatherette 
eorer 



Which of These 

GERNSBACK RADIO 
SERVICE MANUALS 

Do Yon Need to 
Complete Your Files? 

1934 Official Radio Service Manual 

Over 400 Pages. 9x12 Inches. 
Over 2,000 Illustrations 
Flexible, Looseleaf. Leatherette Cover 
List Price $3.50 

1933 Official Radio Service Manual 

Over 700 Pages. 9x12 Inches. 
Over 2,000 Illustrations. 
Flexible, Looseleaf. Leatherette Cover 
List Price $5.00 

1932 Official Radio Service Manual 

Over 1.000 Pages. 9x12 Inches. 
Over 2.000 Illustrations 
Flexible, Looseleaf. Leatherette Cover 
List Price $5.00 

1931 Official Radio Service Manual 

650 Pages (Including Supplements) 
11x12 Inches 
Over 1.500 Illustrations 
Flexible, Looseleaf. Leatherette Cover 
List Price $4.50 
(Including Supplements) 

1933 Official Auto-Radio Service 
Manual 

(Volume I) 
Over 200 Pages. 9x12 Inches. 
Over 500 Illustrations. 
Flexible, Looseleaf. Leatherette Cover 
List Price $2.50 



— for the real auto-radio servicing "</o/>e. 
you oun*t find a better book! 

The 1935 Official Auto-Radio 
Service Manual 
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RADIO-CRAFT for APRIL, 

CORNERSTONES OF RADIO 
—THE BRIDGE 

{Continued from page 635) 
respect to accuracy no other device surpasses the 
bridge circuit. The more exact is the calibrated 
resistor R4, and the finer is the point of contact 
of the slider c, the greater will be the accuracy 
of the measurements made (provided that one 
and the same galvanometer is used as the zero- 
indicator.) 

Since very sensitive galvanometers are quite 
expensive and not very sturdy, they are often 
replaced by less sensitive ones, used in con* 
nection with vacuum-tube voltmeters, (See Fig. 
6). To obtain stable operation of such vacuum- 
tube voltmeters, they are, themselves sometimes 
designed as bridge circuits as shown by Fig. 7. 

ALTERNATING-CURRENT BRIDGES 

While the bridges described may be used only 
for direct-current (or "D.C.'*) measurements 
there are in addition a great many alternating- 
current (or M A.C. ,r ) bridges in use; mostly, to 
determine the value of a condenser, inductance, 
frequency, etc. Note that the principle of 
alternating-current bridges is identical to that 
for direct-current bridges. 

Measuring Capacity. For example, let us 
set up the circuit shown in Fig, 8, in which a 
calibrated condenser, Cs. used as a "standard," 
is cut into the bridge between points d and b ; 
and condenser Cx (of unknown value) is to be 
connected to terminals a-b. 

Since alternating-current devices are to be 
measured, a direct-current source (for example 
a battery) is, of course, not suitable; instead, 
a tube oscillator, or, usually, a high-grade 
huzzer, which generates a "clean" (single) 
audio- frequency (or "A,F,") tone may be used. 
Since there is no direct current applied, instead 
of a galvanometer another zero indicator which 
is sensitive to alternating current, (ordinarily, a 
highly -sensitive headphone) is utilized for this 
service. 

Measuring Inductance. A bridge for meas- 
urement of inductance is shown in Fig. 9. The 
make-up is about the same as used for the capa- 
city bridge (Fig. 8), except that a calibrated 
inductance standard Ls is cut in between points 
b and d, while the inductance Lx, of unknown 
value, must be connected to the terminals con- 
nected to points a and d. 

In both bridges, slider c is moved along the 
slide-wire, a-b, until no tone is heard in the 
headphones. 

ADDITIONAL USES OF THE BRIDGE 

The bridge circuit is for example an excellent 
agency for neutralization of two adjacent radio 
circuits. The bridge principle also is often used 
for securing various compensating effects in cir- 
cuits. It is frequently employed as the main 
factor in "trick," or reflex circuits, and in cer- 
tain superheterodyne connections. 

This last example is an excellent illustration 
of the involved and important nature of the 
balance principle. If the grocery man does not 
keep his balance in order, we do not get the cor- 
rect amount of grapes ; or. again, if someone is 
mentally "out of balance," people call him 
crazy. The balance principle therefore is of 
vast importance. It governs the most simple de- 
vices but. strange as it may seem, the simpler 
the device, the more difficult it is to recognize 
the presence of the halance principle. 

Fig. 9. An inductance-meaiurfng bridge. 
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AUDIO CURRENT SOURCE 
(BUZZER) 



NFW/MI POWERFUL A. C. 
llt,T "" 3-tiirf transceiver! 




Here is a 5 and 10 meter transceiver that is in a class by Itself! With 

its husky output and good modulation it makes an ideal "second" set for 
local work. 

Take it with you this Summer and plus: it In anywhere that 110 v. A.C. 

Is available. The way it punches through the Q.R.M. will surprise you. 

Can be used as a fixed transmitter with Separate receiver, allowing maximum 
output adjustment 



I'm* 2 42' • »nd an SO 

3 Watt rtrritr on & meter*. 

Operate* direct from 110 volt A.C. power line 

Separate ref enere.tk>n end volume eontrole oo reception; 

gives meumum eeoeitlvjty end mini mi receiver rmdUtioa 
Smooth, eteble ■nper-re«*Dere.tive reception operetee either 

epee,ker or e*rphonee 
Self contained power supply wins lerje 30 H smoothing 

choke end two 8 mi. filter condenetm. 
Work* on both 4 «nd 10 meter* with interehenc table plus- 

in coil*. 



RADIO CONSTRUCTORS 
LABORATORIES 



Complete kit left tubes 
and Cabinet 

$11.50 

Wired and tested $3.50 
extra. Cabinet $1.50. 
Kit of 2 tubes 91.60 



136 LIBERTY ST. 

DEPT. H, NEW YORK, N. V. 
EXPORT DEPT. 105 HUDSON ST., N.Y.C 



] 



USES OF LOW-VOLTAGE 
THERMIONIC RECTIFIERS 

(Continued from page 607) 
these tubes in electronic work, in radio and A.F. 
amplifiers, to run reproducers (fields), telephone 
apparatus such as dial selector switches and 
relays, solenoids and even to run D.C. motors. 
The most important and frequent use however 
has been as filament supplies for large A.F. 
amplifiers in fine residences where any hum at 
all was objectionable. (See "A $30,000 Radio 
Installation." in February, 1986, Radio-Craft, 
The writer will be glad to give further data 
on request. Kindly enclose a stamped and self- 
addressed envelope. 



AN EASILY-MADE STROBO- 
SCOPE FREQUENCY METER 

(Continued from page 607) 

tions per minute, which corresponds to 
630 

=10,6 r.p.s. (revolutions per second). There- 

60 

fore, as the glow bulb lights up 4 times per 
revolution of the disc it is evident that the 
630 

frequency is x 4 = 42 cycles per second. 

60 

Applying to the glow tube the same frequency 
we may have it light up only in 2 positions 
when the number of revolutions is increased 
1.260 

from 630 to 1.260. That is. x 2 = 42 cycles. 

60 

Suppose now the tube glows in 8 positions and 
the disc seems at stand-still when the motor 
makes 2,802 revolutions per minute. The meas- 
2,802 

ured frequency is x 8 = 872 cycles per 

60 

second. This method can also be used to 
synchronize a television scanning disc without 
recurring to the use of a synchronous motor. 
In the circuit of this device. Fig. 1, Fl and F2 
are the field coils of the motor; and HI and H2, 
the carbon brushes. The resistance of resistor 
R is about 300 ohms. The motor if of "uni- 
versal" type can be operated either on A.C. or 
D.C. 

This simple unit was described ir. a recent 
issue of Radio -Welt magazine. 



MEMBERS' FORUM 

(Cotttinued from page 612) 
line filter and creates a great disturbance in 
my receiver and many others in the neighbor- 
hood. 

As a radio Service Man. I knew what would 
cure the trouble. I complained to the manager, 
and having a suitable filter on hand I persuaded 
him to plug it in and noted that the interference 
had practically disappeared from my set. I 
went back several days later, expecting that I 
would have a nice sale, but instead the filter was 
handed back to me and the manager said he 
was afraid the company would object to the at- 
tachment and several other excuses. 

Now I don't care where they buy their filter, 
but I do want that noise stopped. Is there any 
way to force them to correct the condition? In 
case the company refuses to take any action, is 
there anything I can do to improve the condi- 
tion ? 

H. C, Slayton. 
Momence, III. 



COMPARE 

THE 

VALUE! 

Ready to Use 

$21.95 

KIT 

$17.85 



FOR THIS 
DOUBLE 




Model 

305 



"DEPENDABLE" 

TUBE & SET TESTER 

This is the most practical and efficient 
piece of testing equipment you could want. 
Takes all glass and metal tubes and roam- 
ing filaments. Has 5" fan-type, full-view 
"Good*Bad" meter. Simple to operate, needs 
no adapter. 

EFFICIENT— CONVENIENT— LOW PRICED 
In addition to testing all tubes, this double 
duty instrument also tests shorts and leak- 
ages with neon indicating lamp. Makes ca- 
pacity and ohmmeter tests, also tests all types 
of condensers. Has separate line voltage me- 
ter. This instrument is really a remarkable 
value at the price— a piece of equipment every 
up-to-date service man needs. Also available 
in portable-combination and de luxe models. 

Write Dept. for Bulletin*. 



RADIO CITY PROD tins CD. 

So Park Place, New York City 




Cntaloe and Descriptive material u,ton request. 



CORNELLDUBILIER 

coupon AT I ON 
FEW vOKk 



Please Say That You Saw It in Radio- Craft 
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R A D I C CRAFT 




^nybo 

NEW .-lit ion \i»plicl \ 
•vary NEW lEWtrfci] anr»;.ft Ml 
• 1.ij>p*cJ FKKK for eiatidiniikui. 



C- R A D 10 
LEVI SION 



IKAXll 

to dflt* w- 1< ill 



For 
Beginner* 
and Experts 

O^r 3(100 [imm 
—hundred* of 
ill.mtr. lt l..n»— 
the iwmI oom- 
pl*l<t work 



Ma kind 

Put- h. Umi 



f>)«otrioal • 
pl»in«il ckarky 
*o nnyour >■" 



BIG FIELD! Big Demand! 
Big Pay! w * ,n nn'ieMnnd p, * r - 

tricity are urgently ncednd 
riicTit n»w in thou ands of itidust ri*.i. 
Ail tit*. MrplHne- mneliine shop* — practi- 
cally ever, industry d«|.*-nd> un «leetricity 
and men who know thLi t»ul>joct make big 
money. I 'lea, ant. fa.Hcinati<m work. «iv*y 
tn learn and d<i. Send coupon for a set of 
thene l»uok> for I K EI - examination. 

IS Gerimback't (»niOH» itiHliiiM 
Kiiryrlocii* U*t<-*t «litwii) I 
<ivcn fr-* Mlh Ihw ^l.-vtri. el L 
hook. If ou tm.l SOW f 
lnv»l,,.bl* in M| y lU.li,, work. I 
Cover* «hi>le Kitdio Ji*M. >*J 



American Technical Society, Drexel at Wth St., Dept E ■ 1 76. Chlcap 

Srad for 10 <Uy*' fr^ mr. HUAN I ► NEW III volume •*■< of KWlriV;,| Cri«l- 
n*«Hiu- lnclud« frer in*rul>*r*lii|» in tlie Amrricwn IWlmiml Sori.-ly 
and S. (irrntbitek't Kncyloi*<l>ft I <*ill i*ay th* ft* cml* dUHvrry rlmritc* 
on th* booki III* uJ> 1 may rftinrn them in 1 0 day* and o»c you mjthm<. 
hut If I k**t> th*m I «*ill a*n<J I 00 afi«r 10 d«yi. then MOO * month 
n mi 1 th* ipMul prioa of only tT.'.bQ in paid. 



Addr... 

City. 



Stale 

am* and addr*M of *mploy#r 



Short-Checker Kit $1.00 

Radolck offers you the Special Con- 
tinental Short Checker Kit described 
in this Publication for only $1.00 
postpaid. Clip the Radolek coupon 
below and attach to your order. 



New! PROFIT GUIDE 




Just Off 
The Press! 

•164 Pages 

• New Items 

New Prices 



The Rutlolek New 19:16 Profit 
Guide is the most complete Ra- 
dio Parts Catalog ever published. 
Completely revised- -right up to 
the minute* bringing you every 
thin* in Radio — at the right 
prices. Every pace brines you 
extra profits ! Contains over 
10.000 Individual Radio Repair 
Parts — hundreds of new items — 
ii complete new selection of Re- 
ceivers, Amplifiers. Tools, Tubes. 
Books and Instruments. Every- 
thing you need — always in stock 
. . . ready for prompt shipment 
to you. You need this Hijr 
Radio Parts Catalog — it's 
FREE. Send for it ! 

RADOLEK 



mnii this coupon! 



RADOLEK— 582 W. Randolph— Chicago 

Send The Kadolek ITntit (2 utile Free 

Name - - - 

Address - 

Serrleeman? □ Dealer? Q Experimenter 1 □ 



DIRECT-IMPEDANCE AMPLIFI- 
CATION 

(Continued from page 609) 

low-frequency Rain of the amplifier, it might 
seem tint! the elimination of hum would be a 
serious and dillicult obstacle, but such is not 
the case. 

It is unnecessary to purchase heavily-shielded 
A.F. chokes to arrive at completely hum-Tree 
performance. The fact that conoid em ble current 
is Bowing through the windings limits the induc- 
tive pick-up. 

The uninitiated constructor would very likely 
connect units 1 and 2 with a 4- wire cable. 
Nothing could be more disastrous to hnmless 
performance. It is always essential that the 
plate-to-grid lead be separate from tbe rest of 
the cable, but may be wired to tbe same plug 
and allowed* to hang loosely from tbe cable. 

THE LOW-FREQUENCY UNIT 

The low-pass filter 
2A5 is so adjusted as 
70 cycles, to any extent.; 
diagram, it is compose^ 
transformer with 
a bypass condenser 
transformer is usually 
universal replacement uni 
and the condenser varies in value depending on 
the set-up used. It frequently has a value of 
about .25-mf.. but may vary from this value to 
as high as 0.5-mf. or down to 0.1-mf. 

In addition, a condenser is placed across the 
output transformer to resonate it to these low 
frequencies. This, too, depends on the speaker. 
The correct value for maximum performance is 



the pH 

ser of; 



which precedes the final 
tfc pa*s only notes below 
■ As shown in the 
(a) a small A.F. 

shunted and (b) 
nown value. This 
of the low-priced 
f about 3-to-l ratio 



Index to Advertisers 



N iBlecrrad, Tnc 

Flfectiic Institute 

Empire Radio Corp. 



General Cement Mfg. Co. 
General Fleet ric Company. - 

Crueral Transformer Co 

Gohlfnluue Radio Co 

Orrnpurk Company — 

H 



foun<l by experimentation? 1 *dt usually runs from 
0.5- to l.mf. 4 * 

lertser 



LIST OF PARTS 



850 mmf . , 
Hensers, 0.1-mf. 
type GM 



C: 
CI: 
8 mf.. 525 



370 



One 3-gang tuning eond< 
Four Cornell-Dubilier cot 
Eight Aero vox condensers, 

V., C2; 

One Aerovox mica condenser, type 1467. 

mmf.,, with Hammarlund EC-35, C3 : 
One Aerovox mica condenser, type 1467, .001-mf., 

C4. C8; 
Two Aerovox 

mmf., C5 ; 
One Aerovox 

mmf., C6; 
One Aerovox 

mmf., C7 ; 
One Aerovox 

V., CO: 

Two Cornell-Dubilier condensers, 0.5-mf.. C10 : 
One Cornell-Duhilier condenser, .25-mf., Cll : 
Two Cornell-Dubilier condensers (see text), 
C12. CIS. 

Two Centra lab carbon resistors, 500 ohms, 1 \\\. 
Rl. R5; 

One Centralab carbon resistor. 100 ohms. 1 W., 
R2 : 

resistor, 



mica condensers, 


type 


1467, 


100 


mica condenser, 


type 


1467. 


250 


mica qondenser. 


type 


1467, 


500 


condense/, type 


P-5. 8 


mf.. 


525 



carbon 
carbon 



25.000 ohms. 1 
resistor, 30,000 ohms. 1 
carbon resistors, 1 meg.. 1 \V.. 
carbon resistor, 50.000 ohms, 1 
potentiometer, 



One Centralab 

W.. R3: 
One Centralab 

W.. R4: 
Two Centralab 
R6: 

One Centralab 

W.. R7: 

One Centralab potentiometer, V^-meg.. R8: 
One Electrad voltage-divider. 15,000 ohms. R9 ; 
Two Electrad resistors, 25.000 ohms. 10 VV.. 
R10. Rll; 

•Two A.K. chokes, type T- 3736, Ch.l. Ch.2 : 
♦Three filter chokes, type T-1607. Ch.3, Ch.l. 
Ch.5: 

•One A. P. transformer, type T-2000. Ch. f» ; 
♦One power transformer, type T-7021 supplying 

700 V. C.-T.. 6.3 V.. 5 V.. 2 Vfe V.. P.T.I ■ 
♦Two power transformers, type T-l'.lOO supplying 

700 V.. C.-T., 2% V.. 5 V.. P.T.2. P.T.3 : 
One Wright-DeCoster speaker, model 700. 2,500- 

ohm field, single 2A5, reproducer No. 1 : 
One Wright-DeCoster Bpeaker. model 1.080. 2,500- 

ohm field, single 2A5. reproducer No. 2| 
Sockets, speaker plugs, chassis, etc. 
Two Sylvania tyi>e 78 tubes. VI. V3 : 
One Sylvania type 6A7 tube. V2 : 
One Sylvania tyi>e 85 tube. Vt; 
One Sylvania tyj)e 56 tube. V5 : 
Two Sylvania type 2A5 tubes. V6. V7 ! 
Three Sylvania type 80 tubes, V8. V9. V10. 
♦Name of manufacturer will be sent upon re- 
ceipt of stamped and self -addressed envelope. 

Please San That You Saw It in Radio-Craft 
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M((;raw-IIiU Bonk Co «■* 

Midwest Radio Corp. Inside Uaek fiwr 

Mi II kin Radio \ Television l^ans 61 S 



National Radio Institute 

N.ltlnnal Union Rinllo Corp - 

N*m York YMCA SiHiools H?* 



Oxford-Tart aek Iladie> €0. 

P 



Precis ion Apparatus Cnrp.. 



Radio A Technical 1'iibl. Co 

Radio A Television I ml it nt e -.— 

Radio Circular Cixtipany . „ 

Radio City Product* Co 

Radio Constructors Lahj* 

Ra<Uo |*a*iMcHtions 

RmiUo Trad Ins CiHnpany. 

Ra<lio Training Assoc. of Ameilca Inc. 

Radolek Company 

Ravilietm Proiluetion Con» 

fp'A Institute*. Inr . 

Ri'A Manufacturing Co. Ine 
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U 

Fniterl Transformer Corp 



O. I.. Van Leuven 

Virtory Mfg. & I>Ist. Co — 65N 



W 



Well worth Trading Co - 628. 631 

Went on Klertrleul In Mr, Corp.. — HI. 

Wholesale Ra<llo Service Co. . InC .K* 

Wrighl- De-^'oster. 1 11c ~ - -6 



Zephyr Radio Company - 610 



(While every precaution is taken to insure 
accuracy, we cannot guarantee against the 
possibility of an occasional change or omis- 
sion in the preparation of this index.) 
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jo*. MIDWEST RADIO 



marveiois n/iW 




f IVE WAVE BAND, 
WORID WIDf S\\ 

9 T0 2400 
MIHRS 



ONCE again, Midwest demonstrates its leadership 
bv offering tiie world's most powerful Super DeLuxe 
1 4-M ETA L Tube 5-lmrul radio. It is a master achievement . . . 
today's most highly perfected, precisely built, laboratory adjusted 
set. It is a radio-musical instrument that will thrill you 'with its 
marvelous super performance. . glorious new acousti-tone . . .crystal-clear 
"concert" realism ... and magnificent foreign reception. Before you buv any 
radio, write for FREE 40-page 1936 catalog. Learn about the successful Midwest 
Laboratory-To-You policy thatsavesyou 30% to 50%.. .that gives you 30days FREE trial. 
This super radio will out-perform $100 and $200 sets on a side by side test. It is so 
powerful, so amazingly selective, so delicately sensitive that it brings in distant foreign 
stations with full loud speaker volume, on channels adjacent to powerful locals. The 14 
tubes permit of advanced circuits, make it possible to use the tremendous reserve 
power, and to exert the sustained maximum output of the powerful new tubes 

50 SENSATIONAL ADVANCEMENT 

Scores of marvelous Midwest features many of them exclusive, 
explain Midwest glorious tone realism, ^upcr performance 
and thrilling world - wide 5 - band reception. They prove why 
nationally known orchestra leaders like Fred Waring, George Olsen, 
Jack Denny, etc., use a Midwest in preference to more costly makes. 
Five tunin ranges make it easy to parade the nations of the world 
before you. You can switch instantly from American programs . , . 

police, amateur, commercial, airplane and ship broad- 
to the finest and most fascinating programs from Europe, 
Australia South America . . , 12,000 miles away. 

Acousti-Tone V- Spread Design (p.£n S ; N D ."il?so) 

The V-Front Dispersing Vanes established a new radio style overnight. 
They spread the beautiful lace- work of the "highs" throughout the room 
in a scientific manner. . .directing the High Fidelity waves uniformly to 
the car. Now, get complete range of audible frequencies. . .achieving 
glorious newacoust i-tonc... assuring life-like crystal-clear "concert" realism. 
No middlemen's profits to pay. You buy at wholesale prices, direct from 
Laboratories. . .saving 30% to 50%. You can order your 1936 Midwest 
radio from the new 40-pagc catalog with as much certainty of satisfaction 
a* if you were to come yourself to our great laboratories. S'ou save 
507c to 50%. . .you get 30 days' FREE trial. . .as little as $5 00 down 
puts a Midwest radio in your home. Your arc triply protected with a One- 
Year Guarantee, Foreign Reception Guarantee, Money-back Guarantee. 



ITI IP WEST RADIO (CO R P. 



DEPT. I2L CINCINNATI . OHIO U.S.A. ■ 



Established 1920 Cable Address MIRACO All Codes 



PAY MINT 




r 



r TtdWetmi Enthutcs OverFortign Reception 

"After comparing many radios. I cm truthfully 
W say i bat my Mid went oat-perform* other sets cost- 
ins almost twice a* mncn. In all my experience, J 
have never heard such life-liko 
reproduction. My Midwest 
surpussea all my expectations, 
and in my opinion, is the finest radio receiver ^^^Httak. * 
obtainable." Teo Weemr. i^i^^e^t 




to Canadian 
casts 
Africa, Asia 



Send for FREE 40-pagc four-color catatoe. 
It pictures the complete line of beautiful 
1936 Midwest Acou; ti-Tone V -Spread 
consoles and chassis. . , 
in their natural colors. 





"?/T££ 30* DAY TRIAL OFFER 
W40 PA6E FOUR-COlORTfe* CATALOG 



Uier-A$e*U 
Meltc Easy 
Eitre Money 

check n 

Here I I 

lor details. 



MIDWEST RADIO CORPORATION 
Dept. 12L f Cincinnati, Ohio 

Without obligation on my part, send 
me your new FREE catalog and 
complete details of your liberal 30-day 
FREE trial offer. This is NOT an order. 



N*roe 
j Addren 
Town 



Sute 

if irtl*r.»<rd in • Mid-rtt AU-W*,, R.1!,ry F.d, 
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INSTALL A GENERA o^CTRIC 
"V-DOUBLET" ALL-WAVE ANTENNA 
FOR SUPERIOR RECEPTION 




DIRECTIONAL CHARACTERISTICS 

The "V-doublct" Antenna System is ideally suited to take 
full advantage of directional effects. When the antenna 
system is placed at right angles to the direction of the in' 
coming signal, the signal will come through at maximum 
energy. When the antenna span points towards a known 
source of local interference, it decreases the pick'Up of 
noise from that source. 

EXCELLENT SENSITIVITY ON ALL 
SHORT-WAVE FREQUENCIES 

The "V-doublct" is very broadly peaked in the short' wave 
band. The tapered "V" section couples the antenna to the 
transmission line in a manner that permits the transfer of 
signal energy over a wide frequency range, without favor 
ing any particular short'wave frequency. 
A specially constructed receiver-coupling transformer af' 
fords proper electrical matching for modern radio receivers 
equipped with antenna coils having a relatively large num' 
her of turns in the primary circuit. 

BALANCED TRANSMISSION LINE 

Short'wave signals intercepted by the "V-doublet" arc fed 
to the receiver through a balanced, twisted-pair, transmis- 
sion line. Since the transmission line serves only to transfer 
signals from the doublet to the receiver it minimizes "mail' 
made" static which originates from the house wiring sys- 
tern and external electrical apparatus, including even igni- 
tion systems of passing automobiles. 



DOUBLET FOR SHORT AV AVE— 

T TYPE FOR STANDARD BROADCAST 

In the reception of standard broadcasts, the G'E "V- 
doublet" Antenna System is automatically converted from 
its "V'doublet** form to one approximating the conven- 
tional k *T* type arrangement. This change-over is accom- 
plished automatically by the special circuit employed in 
the receiver-coupling transformer. 

EASY TO INSTALL 

The "V-doublct" All-wave Antenna Kit, consisting of the 
doublet wires, glass strain insulators, and transmission line 
is assembled and packed ready for installation. It's easy to 
install, requiring only two points of suspension over a 
50-foot span. 

PRICE - - Model KV-lOO - - $5.00 

Available at your local 
General Electric Radio Dealer 

GENERAL || ELECTRIC 

THE ORIGINAL METAL-TUBE RADIO 

APPLIANCE AND MERCHANDISE DEPARTMENT 

GENERAL ELECTRIC COMPANY 
BRIDGEPORT CONNECTICUT 
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